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ou can get four different images 
—a more complete identification 
— of the same sample, by both 
visual observation and photomi- 
crography, with the Bausch & Lomb 
Research Metallograph. And... 


Bausch & Lomb RESEARCH METALLOGRAPH 


you get them quickly, accurately, conve niently. patented B&L features. For phase contrast work, 

You can do critical work with bright field, B&L accessories are simply, speedily attached. 
dark field, or polarized light, changing from one You get maximum use of the B&L Research 
to another quickly, easily... thanks to exclusive, Metallograph. 


WRITE for complete information to Bausch & Lomb Optical Co., 
787-R St. Paul St, Rochester 2, N.Y. 
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Progress means change, in the foundry as elsewhere. 
Competition sets the pace. Many light and heavy cast- 
ings made for machine parts and various other uses, 
now have to compete with different methods of manu- 
facture. Skills, judgment, and readiness to take advan- 
tage of new knowledge are demanded at such a time. 
A toundryman who is aware of the challenge needs to 
be well acquainted with the benefits of Molybdenum, 
Tungsten, and Boron in making better, stronger cast 


irons and steels. 


The Molybdenum Corporation offers literature and 
employs a technical staff that can perhaps be helpful. 


Correspondence is invited. 


MOLYBDENU 


AMERICAN Production, American Distribution, American 
Control, Completely Integrated. 


Offices: Pittsburgh, New York, Chicago, Cleveland, Detroit, 
Los Angeles, San Francisco, Seattle. 


Sales Representatives: American Steel and Supply Co., Chicago; 
Edgar L. Fink, Detroit, Brumley-Donaldson Co., Los Angeles, 
San Francisco, Seattle 


Subsidiaries: Cleveland-Tungsten, Inc., Cleveland, O.; General 
Fungsten Manufacturing Co., Inc., Union City, N. J. 


Works: Washington, Pa.; York, Pa. 


Vines: Questa, New Mexico; Urad, Colorado 


CORPORATION OF AMERICA 


PITTSBURGH, PA. 


GRANT BUILDING 
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If you manufacture equipment, machinery 


or apparatus that must operate at sub-zero temperatures . . . if you are building 


tanks and vessels for the storage or transportation of liquefied gases—we can help you. 


N recent years, steels for low temperature serv- 

ice have been receiving more and more attention. 
And de St rvedly so. 

Their importance has been emphasized by the 
increased development of low temperature process- 
ing, as in the dewaxing of oils; by the obvious ad- 
vantages of storing, in liquefied form, gases such as 
oxygen, hydrogen, mtrogen, natural gas, propane 
and butane; and finally, by the realization of the 
imperative need for a safe constructional material 
for railroad equipment, aircraft, tractors, motor 
trucks, road building machinery and other equip- 
ment that must operate in very cold climates 

The property which ts most affected by low tem- 
Ar sub- 
zero temperatures, the mechanical properties ot ste el 
generally change as the temperature is lowered. 
Such properties as ultimate tensile or yield stre ngths 
However, the 1mpact prop- 


peratures is resistance to shock or impact 


generally wall increase. 
rties may, and frequently do, drop more than would 


be satisfactory if severe shocks were imposed. 


Plain carbon steels are highly susceptible to em- 
brittlement at extremely low temperatures. Low 
carbon nickel-alloy steels, however, offer higher re- 
sistance to shock under these conditions. 

For example, the American Society for Testing 
Materials recognizes low carbon 2' nickel steel 
for temperatures down to minus 75°F. and low car- 
bon 3 nickel steel for temperatures down to 
minus 150 F. Recently, a new, low carbon alloy steel 
containing higher nickel content has been developed 
which shows good toughness at much lower temper- 
atures. This steel holds great promise for those 
processes which require equipment to operate at 
extremely low temperatures. 

We manufacture these spec ial alloy Ste ls for low 
temperature application. They're available in billets, 
bars, plates and other fiat rolled products, also in 
forgings and seamless tubing. If you contemplate the 
fabrication or use of equipment that must operate at 
sub-zero temperature, our service metallurgists will 
gladly give you the benefit of thei experience, 


CARNEGIE ILLINOIS STEEL CORPORATION, PITTSBURGH & CHICAGO 
COLUMBIA STEEL COMPANY, SAN FRANCISCO - TENNESSEE COAL, IRON & RAILROAD COMPANY, BIRMINGHAM 
UNITED STATES STEEL SUPPLY COMPANY, WAREHOUSE DISTRIBUTORS, COAST-TO-COAST - UNITED STATES STEEL EXPORT COMPANY, NEW YORK 


Carilloy Steels 


ELECTRIC FURNACE OR OPEN HEARTH 
[ COMPLETE PRODUCTION FACILITIES IN CHICAGO AND PITTSBURGH | 
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BROCHURE 


YOU WILL FIND IT 
VALUABLE FOR 
READY REFERENCE 


This brochure, file catalogue size 
8% x needful facts 
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rings 
festing equipment may at 
formation on phy sical testing equip- 
ment and this catalogue in your 
files makes such intormation avail- 
able to you immediately. 


See our Exhibit at A.S.T.M. 
Convention, Atlantic City, June 26-30 


Detroit 4, Mich. 


8837 Livernois 


Without ot yation send me your 
testing instr 
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) Brinell Hard>-ess Ductility 
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Proving Rings 
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College. His career has been principally as met- 
allurgist for the Midvale Co., Philadelphia, which 
he began in 1905 and continued until 1917. He 
taught at the University of Minnesota, and fol- 
lowed this with research work for the Bureau of 
Mines, and collaboration with the late Dr. Henry 
Marion Howe. In 1926 he returned to the Mid- 
vale Co. as director of research. In 1949 he be- 
came consulting metallurgist for the Interna- 
tional Nickel Co., at Bayonne, N. J. He became a 
member of the AIME in 1919 and last February 
was elected a Director. He is currently Chairman 


of the Institute’s Technical Publications Com- / ’ 
mittee. He has prepared numerous technical pa- | f BOX and MUFFLE 
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T. E. Brower (p. 851). His career has been en- 
tirely in the laboratory of the U. S. Steel Corp. 
since his graduation from Lehigh University in HIGH TEMPERATURE “UNIT-PACK- 
A. E. Reinhard 1930 with a B.S. in Metallurgy and a professional AGE” ELECTRIC BOX and MUFFLE 
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to his present job as associate physical chemist 
at U. S. Steel Co.’s plant in Kearny. He is an 
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He likes to study and collect antiques, and to put- BURRELL Pin seu ris ay) 
ter in his garden at Red Bank. “PENNSYL Anta 


B. M. Larsen (p. 851) is physical chemist and 
supervisor of Process Research at the U. S. Steel 
Corp., Kearny, N. J. After graduating from the 
University of Washington with an MS. in 1922, 
having previously a B.S. from the University of 
Wisconsin, he became assistant metallurgist for 
the U. S. Bureau of Mines. After five years he 
was called to his present position and lives in 
Elizabeth, N. J. He was born in Woodford, Wis., 
and attended the Cumberland, Wis., High School. 
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N. Y., as his birthplace, where he attended Eras- ; 
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at Columbia University he received degrees of 

B.S. and M.S. His career has been entirely in the HIGH TEMPERATURE “UNIT-PACK- 

teaching profession, beginning as assistant pro- AGE” ELECTRIC TUBE FURNACES 

fessor of mineral preparation at Pennsylvania for determination of carbon or sulfur 

State College and continuing as assistant pro- b busti df ‘ i 

fessor of mineral engineering in the School of 

Mines at Columbia, where he is now working. He or production purposes. 

is also consultant to various companies on flota- 
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been an AIME member since 1940 and at present 

is chairman of the Committee on Physical Chem- 

istry of Extractive Metallurgy of the Extractive 

Metallurgy Division of the Institute. He has con- 


heat treating, ignitions, etc. 


Write for Bulletins 315 and 515. 


T. E. Brower 


B. M. Larsen 


Write for bulletin 310. 
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His home is in Pailsades, N. J., and he enjoys ~ PENNSYLVANIA 
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EXCEPTIONAL RESOLUTION IN X-RAY DIFFRACTION 


the new orelco 
HIGH-ANGLE GONIOMETER 


@ After several years of intensive investigation and 


development by an experienced research team at 


Philips Laboratories, the North American Philips 


Company proudly announces availability of the 


High-Angle Goniometer—key component of 


the new and improved Noretco Geiger 


Counter X-ray Spectrometer. 


Used conjunctively with the four window NORELCO 


Diffraction Unit and Electronic Circuit Panel, 


the new vertical scanning Goniometer may be 


employed singly, or operated simultaneously 


with another Goniometer from a single X-ray tube 


at the same time that cameras are functioning. 


This efficient use of a single tube for multiple 


operations ts an outstanding feature of NORELCO 


apparatus and an indisputable factor 


in economical operation. 


The Goniometer—equipped with a special 


volume sensitive X-ray Geiger Counter—is a 


high-precision, direct reading instrument with 


an unusually /arge scanning range (—38° to 


165° 26). Unit is equipped with selective 


scanning (unidirectional or oscillatory) 


—for accurate, quantitative analysis. 


A new presentation folder describing this 


instrument is yours without obligation. 


Packed with performance data, 


it also contains powder patterns of 


crystalline substances—én chart form— 


clear evidence of the instrument's high 


calibre performance. 


NORTH AMERICAN PHILIPS company, INC. 


RESEARCH and CONTROL INSTRUMENTS DIVISION * DEPT. O-OO, 750 S. FULTON AVENUE, MT. VERNON, N. Y. 


we 


IN CANADA: Philips Industries Utd, 1203 Phiips Squore, Montreal * EXPORT REPRESENTATIVE. Philips Export Corporation 


50 Seovth Fulton Avenve, Mt. Vernon, 
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since he received his Ph.D. from 
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Amherst College gave him an 
A.B. in 1930. He was born in Lin- 
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Ohio. As an AIME member, he 
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tions. The fly rod and the hoe 
are implements of his hobbies 
around his home in Pittsburgh 


W. C. Ellis (p. 886) was born 
in Dundee, N. Y., and attended 
high school there. From the 
Rensselaer Polytechnic Institute 
at Troy he received degrees of 
Ch.E. and Ph.D. Since 1927, he 
has been a member of the tech- 
nical staff of the Bell Telephone 
Laboratories at Murray Hill, 
N. J. His home is in Maplewood, 
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David Harker (p. 887). Born in 
the city by the Golden Gate, he 
attended the C. L. Williams In- 
stitute. From the University of 
California he received a B.S. in 
1928 and in 1936 a Ph.D. from 
the California Institute of Tech- 
nology. Beginning his career as 
research assistant with the At- 
mospheric Nitrogen Corp., he 
followed with service as associ- 
ate in chemistry at Johns Hop- 
kins University and research as- 
sociate and head of the Crystal- 
lography Div. of the General 
Electric Co. at Schenectady, N. Y. 


Earl S. Greiner (p. 891) at- 
tended high school at Lebanon, 
Pa., where he was born. From 
Carnegie Tech, Lehigh and Co- 
lumbia he received degrees of 
B.S.. M.S. and Ph.D. He is a 
member of the technical staff of 
the Bell Telephone Laboratories, 
Inc., at Short Hills, N. J. 


USERS TELL US: “ANALYSIS 
of 


RAW MATERIALS 
to 


FINISHED 
PRODUCT 


is 
RAPID 


ACCURATE 
INEXPENSIVE 


Photo courtesy U. S. Testing Lab. Ine. 


with the 
BAIRD ASSOCIATES 3-METER GRATING SPECTROGRAPH" 


From a world-famed research and testing 
laboratory, we have these further comments: 


“We find it essential to our increasing volume of 
work in the field of metals, minerals and ores.” 


“It is also widély used by us in identification of 
trace elements in foods, cosmetics, textiles, plant 
and animal tissues, fertilizers, soils ... “ 


And of particular importance .. . 


“We are especially appreciative of the unique 
service feature by which we are assured con- 
stant use of the instrument.” 


See the newest model Baird Associates 3-meter spectro- 
graph in operation at the A.S.T.M. exhibit, Chalfonte- 
Haddon Hall, Atlantic City, June 26-28. Or write, 
on your letterhead, please, for Technical Bulletin 32-M. 
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PROFESSIONAL SERVICES 
Limited to AIME members, or to com- 
panies that have at least one AIME 
member on their stefis. Rates $40 per 


ENGINEERS 


Deal With Confidence 
Where you see this sign 


METALLURGISTS 
CONSULTANTS 
Small Jobs Welcomed 
SAM TOUR & CO., INC. 
Laboratories and offices 


44 Trinity Place 
New York 6, N. Y. 


iy 


MAX STERN 


Consulting Engineer 
9 Expert for Scrap Recovery and Shipwrecking 
Ht «Modernization of Plants and Yards for 
’ Ferrous and Nonferrous Metal Scrap 
‘ J 150 BROADWAY NEW YORK 7. N.Y 


fi LEWIS B LINDEMUTH 


140 CEDAR STREET NEw YORK 6 


For Sale 


good ndition 


2217 Oliver Bidg 


KVA transformer. Very little 


Evectric MELTING FURNACE 


Top charge, 9-4. diam. shell, with 2500 


used, in 


Pittsburgh 22, Po 


FRANK B. FOSTER, INC. 


Consulting, Research Dew 


Chemistry, Electrochemistry 


5810—47TH AVENUE 
RIVERDALE, MD 
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Positions Open 


Piping Designer or Draftsman, 27 to 37, with at least 5 years ex- 
perience, to design and lay out high pressure piping for oil refinery 
Salary open. Location, northern New Jersey. Y3589 


Design Engineers, with considerable experience in mining plant 
and machinery design. Salary open. Location, northern Minnesota 
Y3583 


Sales Engineer, under 35, engineering graduate, with one year's 
chemical sales experience and 2 to 5 years process industry commer- 
cial experience, to sell ethylene oxides, polythylene and petroleum 
chemicals on nation-wide basis to industrial and chemical users 
Continuous traveling. Salary, $4200 to $4800 a year. Headquarters, 
New York City. Y3564 


Sales Engineer, with previous casting sales experience in New Eng- 
land and metropolitan New York, to sell castings for nonferrous 
foundry. Salary, $3000 to $4000 a year plus bonus arrangement 
Headquarters, New England. Y3557 


Powder Metallurgist, degree in Chemical Engineering or Chemis- 
try, for development and production work and with 2 to 3 years 
experience in either this field or in precious metals. Salary open 
Location, northern New Jersey. Y3146 


Electro-Metallurgical Consultant, 32 to 38. Must have 3 to 5 years 
experience in the operation, design, layout of electro-metallurgical 
s.nelting furnaces. Salary, $7000 to $8000 a year. Location, New 
York. Y3061 ‘a) 


Instructor for Metallurgical Dept. at eastern university. Minimum 
ry, $3000 a year. Opportunities for graduate study and research. 


Distinguished undergraduate record and stimulating personality 
Y3281 


necessary 


Engineers. ‘a! Metallurgist-Mill Foreman, graduate, experienced 
ore dresser and mill operator. Working knowledge of Spanish essen- 
tial. Standard three years contract. Salary $5000 a year plus bonus 
Single status for six months. Free transportation by air for em- 
ployee and wife. Four weeks vacation yearly free living quarters 
‘b) Mine Foreman, graduate, experienced metal miner. Working 
knowledge of Spanish essential. Three year contract. Salary, $4200 
a year plus a bonus. Single status for six months. Free air trans- 
portation for employee and wife. Four weeks vacation yearly, free 
living quarters. Location, Bolivia. Y3311 


Assistant General Foreman with metallurgical training or with 
experience in copper casting. Will be trained to take charge of the 
sting dept. Salary to start, $4500 a year. Location, Texas. Y3322- 


ca 
CR6292 


Junior Metallurgist, graduate in ore dressing, some experience in 
re dressing laboratory test work. Standard three year contract 
Salary. $3000 a year plus bonus one month yearly. Single status 
Knowledge of Spanish desirable. Free transportation to Bolivia by 
air, four weeks vacation yearly, free living quarters. Location, Bo- 


livia. Y3334 


Metallurgical Engineer, graduate, with five to six years’ experience 
in flotation and ore dressing, preferably in nonmetallic flotation, but 
experience in metallic concentration would be considered, to un- 
dergo a training period in the mining, washing and flotation of phos- 
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BUEHLER LTD. 165 w. wacker prive + cHicaco 1, ILLINOIS 
Please send the following folders . . . 
(1 Polishing Cloths and Abrasives 
[_] Test Specimens and Microscopes | 
Surfacers and Grinders 
(J Diamet Hyprez 


) Electro Polisher 

Polishing Machines 
) Cut-Off Machines 
[_] Fine Grinding Machines 
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when it’s 
positive 
temperature control 
that counts 


LABORATORY BOX FURNACE 


The Greeks hod a word for this type of temperature 
contr but, we'll bet that it shouldn't be printed 
However, if you ore o busy lab technician, you 
want the same kind of positive results 

The Box Furnace, with P2L2 Input Control gives you 
positive manvo ntrol up to the 

vs operating peok of 2000 F. Direct 
ding jicating Pyrometer shows operating 


For automatic, instantaneous 


ntrol to plus or minus 5) F 


with th 


LAB.TYPE tr t set it and forget it 


LINDBERG fox complete line of the finest 
LABORATORY 
HEATING APPARATUS 
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POSITIONS AVAILABLE 


Required for a new Electrolyte Copper refinery, 
men who have had previous copper refining ex- 
perience. Positions available are: Assistant Super- 
intendent, General Foreman and Assistant Gen- 
eral Foreman in the Tank house and Electrolyte 
Purification section, Assistant General Foreman in 
the Precious Metal and By-Products department 
and various under foremen for not only these de- 
partments, but the Copper Casting section as 
well. In addition, employment is available for men 
experienced in sampling, inspection, and labora- 
tory methods used in copper refineries. The plant 
is being erected in the Rocky Mountain area. 


Complete details regarding past employment rec- 
ord, together with references, personal data, etc., 
to be furnished with applicant's first reply. Salary 
will be determined by experience and record of 
the individual. All correspondence will be consid- 
ered absolutely confidential. 


Box G-5—JOURNAL OF METALS 


PROCESS METALLURGIST—Graduate. Age 37. 
Experienced in ore dressing, non-ferrous smelting and 
related processes and some production of inorganic 
chemicals. Desires development work with aggres- 
sive organization, preferably in the East. 


Box J-7—JOURNAL OF METALS 


Progressive organization in New England has immediate opening 
for young metallurgist interested in applied research. Man se 
lected will become member of small group of engineers who 
thoroughly enjoy their development work in unusual branch of 
metallurgy Solid background and well-tempered imagination 
prime requisites. Prospects excellent 


Write Box J-8, JOURNAL OF METALS 


Your BEST Advertising Buy! 


JOURNAL OF METALS 
29 West 39th St., New York 18, N.Y. 
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phate rock and later assume a su- 
pervisory position on the night shift 
Work will be substantially on night 
operations. Location, Florida. ¥3195 


Junior Metallurgist, graduate in 
ore dressing, experience ore 
dressing laboratory test work 
Standard three year contract, $3000 
a year plus bonus one month year- 
ly. Single status. Knowledge of 
Spanish desirable. Free transpor- 
tation to Bolivia by air, four weeks 
vacation yearly, free living quar- 
ters. Location, Bolivia. Y3334 


Men Available 


Welding-Metallurgical Engineer, 
32, B. S. Met. E. Ten years experi- 
ence welding applications, develop- 
ment, quality control in manual 
automatic, specialty welding. Su- 
pervised development projects in- 
volving welding, ferrous metallurgy 
heat treatment, machining of fer- 
rous and nonferrous materials 
Written published articles, specifica- 
tion manuals, and given talks to 
technical societies. Interested serv- 
ice-sales or development control 
M-540. 


Metallurgist, Ph. D. in Extractive 
Metallurgy, Toronto, June 1950. Ex- 
perienced in slag metal reactions 
and vacuum technology. Age 31 
married, free to travel. Desires posi 
tion in production, teaching or re- 
search. M-541 

Metallurgist, development and re- 
search experience smelting and re- 
fining nonferrous metals; applica- 
tion of furnace, electrolytic, and 
leaching methods to production of 
copper, silver, cadmium, tin, lead, 
etc., from ores, slags, residues. Also 
worked on metal powders. M-542 


Qf Amazingly enough, you'll find 

7~. agile an apt description of the 
Physical Metallurgist (‘engineer- massive Brosius Auto Floor Manipulator 
ing degree’, 7 years experience de- 
velopment work and original re- 
search, more particularly in the 
field of metals for atomic energy 
use. Good background of practical 
diversified experience, sound theo- 
retical training and ability to ana- 
lyze fundamental aspects of new 
problems. Desires responsible posi- 
tion, sound future. Eastern loca- 
tion. M-543 


Metallurgist, nonferrous, 46, Ph.D 
Metallurgy Four years college 
teaching, 16 years experience in- 
dustrial research and plant metal- 
lurgy. light alloys, titanium, 2ir- 
conium and copper base alloys. 
Author of more than 40 papers in 
these fields. Desires position as de- 
partr it head, teaching or metal- 
lurgical research. M-545 


at work on your forging floor. With 


swift agility it draws or charges — turns 


on a dime and moves with independent 


facility — manipulates the billet or blank 


with remarkably sensitive movements. 


And each unit possesses the inherent 
sturdiness and sensible simplicity so 


typical of Brosius products. Brosius 


manipulators will bring to your forge 


shop added speed, added safety, added 


economy — you should be using them. 


Write for literature. 


Metallurgical Engineer, 26 B.S. in 
Met. E.. and candidate for MS. in 
same field. Good background physi- 
l extractive metallurgy and 
chemistry. Desire position research, 
development or production. Will lo- 
cate anywhere in U. S.; available 
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FORGED FROM LOW-CARBON 3.5% NICKEL STEEL... 
this main shaft for a gyratory crusher is 21’ 6” long, with 
maximum diameter of 44'2'. It was produced in the Steelton 
plant of Bethlehem Steel Co., Bethlehem, Pa. Shipping weight 
after heat treatment and rough machining: 67,500 pounds. 


how NICKEL assures 


in heavy forgings... 


Frequently, forgings are so large that only a limited 
portion of the mass can be worked under the hammer 


or press in one operation 


And even when dimensions permit liquid quenching, 
the section sizes ordinarily involved limit the cooling 
rates and, correspondingly, the response to heat treat- 


ment 


In large forgings, therefore, improved strength and 
elastic properties are much more dependent upon a judi- 
cious selection of alloy content than is the case with 


smaller sized articles 


That's why BETHLEHEM STEEL COMPANY pro- 


duces many heavy forgings from nickel alloyed steels... 


For nickel, either alone or in combination with other 
alloying elements, exerts several highly beneficial in- 
fluences. Its strengthening effect on ferrite is indepen- 
dent of carbon content or heat treatment of the steel, 
while its effectiveness in reducing the rate and tempera- 
ture of the upper transformation, induces a better re- 


sponse to the necessarily milder heat treatments used. 


The forged shaft shown above, is an example. For 
some applications, and particularly when service tem- 
peratures are below 0 F., Bethlehem produces large 
forgings in 0.15 carbon, 3! 2°. nickel steel. Shafts of 
this composition are giving excellent service in large 
gyratory crushers operating in northern United States 
and Canada. 


Specify nickel alloy steels to assure peak performance 
of vital parts in )our products or equipment. Send us 
the details of your problem for our suggestions. Write 


us now. 


Over the years, International Nickel has accumulated a fund of 
useful information on the properties, treatment, fabrication and 
pertormance of engineering alloy steels, stainless steels, cast 
irons, brasses, bronzes, nickel silver, cupro-nickel and other 
alloys containing nickel. This information is yours for the ask- 
ing. Write for “List A” of available publications, 


THE INTERNATIONAL NICKEL COMPANY, INC. vew'vor's. xv. 
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* Long running tests of ferritic and austenitic steel steam pipe are in progress. 


Using superheated steam at 1050° F under 2000 lb pressure, both types have been 
tested in an expansion loop where they were worked back and forth more than 4000 
times at higher stresses than boiler code limits, or the equivalent of starting 
a boiler every other day for 20 years. No ruvtures occurred. To induce thermal 
shock, 10 gal of water at 635° F were injected into the pipes 100 times without 
rupture. 


France is spending some $80,000 in reviving the sponge iron kiln of the U.S. 
Bureau of Mines, at Laramie, Wyoming. Shipments of about 500 tons of French low- 
erade ore are being made to the plant for experiments in making iron as good as 
Kruop-henn metal, but. without the sulphur, 


* The recent French proposal of a Franco-German pool of Steel and Coal, to be 
placed under a joint high authority which other European countries including 
those in the Fast, specifically those under the Soviet sphere of influence, are 
free to join, may be the opening wedge for Russia in its continuous effort to 
Grive out American occupation of Western Germany. While far from a reality, the 
program smacks of Soviet influence. 


* Weirton Steel Co. unveiled its new electrolytic tinning line at Weirton, W.Va., 
the largest and fastest line yet built. ‘The line will operate at strip speeds 
up _to 2500 ft per min. 


* Climax Molybdenum Co. is planning to engage in mining and processing uranium- 
vanadium ores on the Colorado Plateau. A mill will be built at Grand Junction, 
Colo. for processing from 50 to 100 tons of ore per day. Minerals Ingineering 
Co., Grand Junction, a new corporetion in which Climex will have an interest, 
will supply some of the ore, and some will come from properties leased from the 
Atomic Energy Commission. 


* §& program of establishing nationwide standards of operator performance cover- 
ing a variety of simple work operations has embraced more than 150 companies. By 
rake, time studies and time study methods, the zim is to develop standards for 
sit “~= >tions that will be uniform throughout industry. 


* A new oil specification, Mil 2104 to replace 2-104B oils, is being considered 
by the Army Ordnance Dept. The oil is a compromise between gasoline engine and 
Diesel recuirements. Trend in military engine desipn to lightweight, high-output, 
compact dimensions has played a part in the development of the specification. 


* A new development in the production of clad metals, particularly gold clad, is 
the pres.ure bonding furnace. Two presses are incorporated in the atmosphere con- 
trolled furnace, one for pressing the clad packare as it approaches the melting 
point of the solder or joining material and the other for holding the package under 
compressicn during cooling. (See Front Cover.) 


* A British technicel team reporting on the American forging industry concludes 
vroductivity is four times greater in America than in Great Britain, because of 
the "fullest possible machine utilization." Cost per piece in uritain is about 
twice that in America for forgings. 
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— of the activities offered by technical 
Societies are the Open Hearth, Electric Furnace 
Blast Furnace and regional technical conferences of 
AIME, which fill a void in the presentation of tech- 
nical information. The JourNAL OF METALS, or any 
publication, while presenting the latest in technical 
information, leaves little opportunity for rebuttal 
from the reader except in the form of a letter. But 
the conferences permit the listener to stand up and 
obiect-—ofttimes rather picturesquely—to statements 
‘ ) ! other hand, the listener 

can bring home to the audience points that the 
speaker overlooked, either because of lack of time 
or lack of similar experiences. These may have 
a definite and far reaching bearing on the subject 

The recent Open Hearth and Blast Furnace Con- 
ferences at Cincinnati and the New England Regional 
Conference at Providence, were both typical of this 
Situation. In reading the stenotype reports of the 
discussions after the papers had deen presented, it 
was obvious that these audiences—and professional 
audiences they were—contributed heavily to the pre- 
sentations. Thus, it bears repeating that AIME con- 
ferences are more than an opportunity to meet 
friends. They add to the reservoir of technical de- 
velopment and practices 

In this issue, several of the papers at the,Cincin- 
nati meetings are presented. The lead paper, “The 
All-Basic Openhearth,” is an excellent discussion of 
years of research into both European and American 
practice. The reasons for extraordinarily long fur- 
nace campaigns in Europe are developed, and the 
differences in practice between European and Ameri- 
can operators are described. Likewise, the use of 
vanadium in the manufacture of deep drawing steel 
sheet, another paper included in this issue, brings 
out some of the important aspects of the manufac- 
ture of this huge tonnage item 


British Auto Show 

Speaking of deep drawing steel sheet is a re 
minder of the automobile industry. It may be re 
called the British recently held an all-British motor 
car exhibit in New York City, at which practically 
all British automobile styles were on exhibit, and 
British salesmen—or call them what you may—were 
taking orders for these cars 

Those who visited the show went away wondering 
how many cars were sold. The low pressure selling 
methods, as contrasted to methods of American 
motor car distributors, netted £1.100.000. or about 
$3,080,000 worth of orders. The British feel, accord 


ing to the London Economist, that there is a real 
market in the United States for two types of British 
cars, the small car and the sports car, neither of 


which is made in the United States 

The British motor car industry has set up a bogie 
for itself of 1 pet of the U. S. automobile market, or 
40,000 to 50,000 cars ¢ Attainment of 


this 


about 
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will probably depend upon the British automobile 
industry establishing itself as the main supplier of 
these two comparatively specialized types of cars 

Price-wise, the British are not in bad shape on 
these cars. There is the prospect of American com- 
petition in the small car field. The Nash 5-passenger 
Rambler, costing about $1800, is the first to come 
into this field. Lower priced lines may be in the 
offing. The cheapest British car shown, the Ford 
Anglia, costs $1003, while the Austin A40 costs $1480. 
the Morris Minor, $1250, and the Hillman Minx 
$1495. The British are in the slot on deliveries, not 
being able to augment deliveries to the U. S. for at 
least two months. Specification requirements of 
American authorities also give them some trouble 
To up production, British carbuilders are faced with 
another problem, the limitation of supplies of steel 
Sheet. Thus, while the lovely American dollar goes 
begging for a home, immediate prospects of Britain 
getting it through the export of automobiles poses 
almost insurmountable home problems. One _pos- 
Sibility is to cut the supplies of cars to overseas mar- 
kets in the sterling areas, and this cure might be 
worse than the illness 


Ingot Mold Coatings 

J. J. Golden, of Carnegie-Illinois Steel Corp.'s Gary 
Works describes two ingot mold coating materials 
on p. 842, that are now being tried. It seems this is 
quite a controversial subject at the moment, and 
other companies might do well to heed the work be- 
ing done. Harold J. Walker, of Republic Steel's War- 
ren District, also has been in on investigations of 
mold coatings, and work done by Republic was pho- 
tographed and the movies shown at the Open Hearth 
Conference. Mr. Walker indicated that a variety of 
materials had been tried, including powdered pitch; 
graphite and aluminum powder suspended in ¢vater 
molasses or in a resin base solvent; salt watery 201 
dered sugar; fuel oil; tar; and petroleu n resi Dut 
tar remained the best suited for the 

While tar is the old favorite and acceptea gener- 
ally as the best mold coating material, it does have 
the objectionable characteristic of strong fumes and 
odors. Here is where the union steps in with the 
demand for better working conditions. Some solution 
to the problem will be forthcoming 

Mr. Golden points out that Darmold and Hydro- 
paste have been tried extensively, and Darmold at 
this point seems the best substitute for tar. M 
Walker described Republic's work with petroleum 
residue, with the result that there was an increas 
n surface preparation cost of semi-finished product 


t 


if about 28 pct. However, with proper application it 


produces a coating compar: to tar, but it raises 
everal problems. It has high viscosity at " tem- 
perature, requires a low mold temperature for uni- 
form coatings of the proper thickness, and gets 


loamy in case of rain 


...you should have 
this NEW 
helpful booklet! 


1 Heat Treatment of Steels 


lil Heat Treating Methods 
Annealing 
Hardening 
Martempering 
Carburizing 


Critical Points 
Ms Calculation 


alloy steel user. 


or obligation in any way. 


REPUBLIC STEEL CORPORATION 
Advertising Division 
3106 East 45th Street, Clevelond 27, Ohio 
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IV Mechanical Properties of Alloy Steels 
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Mechanical Properties 


Il Transformation of Austenite Shown Graphically 
(Isothermal Transformation Diagrams) 


Nitriding 

Cyaniding 

Flame Hardening 
Induction Hardening 


Carburizing Depths 
Nitriding Depths 


It’s new .. . up-to-the-minute . . . 54 pages of valuable 
heat treating data that belongs on the desk of every 


Republic—world’s largest producer of alloy and stain- 
less steels—offers you this useful booklet without cost 


Just fill in the coupon and mail today. 


Please send me a copy of your new booklet Heat Treating Republic Alloy Steels, 


Title 


State 
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The 
Drift of Things .. . . 


noticed this sign in a restau- 
Prices Reasonably 
Clean Food.” We still regret that we did not stop in 
there for a meal. In this age of exaggerations, when 
the tendency is always to reach up into the heights of 
the superlative and pull the ultimate in lan- 
guage, it is indeed a relief to find such a temperate 
and no doubt fair statement of what is offered. It 
smacks of the good old days. In our hall at home we 
have an old clock, made by Gilbert at Winchester 
Mass. and in large letters inside the says 
Warranted Good Not perfect, o1 ever 
made, but just honestly 

Our experience that if something is rea- 
sonably reasonably well, one should not 
complain too much. We can remember back when cop- 


last 


( our 
rant vindow 


trip, we 
Moderate 


down 


case it 
the best 
good 
has been 


good, or done 


per ore was treated on tables and vanners and the 
recovery was sometimes as low as 60 pct; that was 
not very good but now it is well beyond 90 pct—not 


perfect but certainly nothing to be ashamed of and 
not much territory is left for future improvement 
in this respect. Extraction of ore and coal from 


mines is only reasonably good; pillars are still left 
We shall never get everything out. A substantial 
portion of crude oil remains in the ground when a 
field is abandoned, but still modern recovery prac- 
tices are much better than they used to be. They 
will never be perfect. Nor will any process ever get 
100 pet high-grade gasoline from crude 
oil, but progress has been made. Of 
course, we still strive for perfection, even 
never be attained 

was chided for not living 
and getting “A's 

why can't you be satisfied 


myseil 


recovery of 
marvelous 
should 

that it will 
ro one of our 
capabilities in 


sald 


Ye ifs a 
up to his 
Mother,” he finally 
with “B's l 


sons 


school 


and let me be 


St. Lawrence Seaway 


Discovery of huge deposits of iron ore beyond the 
borders of the United States and current importation 
of some 900.000 bbl of oil per day have spurred pro 
ponents of the St. Lawrence Seaway to increased ac 
tivity Hearings have been going on before the 
House Public Lands Committee, with many Govern 
ment officials, prominent industrialists, and farmers 
urging approval of the project. Until recent years 
United States iron ore and associated steel interests 
were generally against the idea, but with the present 
depletion of Lake Superior high-grade ores they have 
changed their views now will welcome foreign 


ore supplies economically delivered to steel centers 


Great Lakes port Congressional hear- 
May 10. Opponents of the plan did not 


at and neat 


ings ended or 


ippear, for it has been decided not to take action at 
the present session of Congre 

The Seaway really has been under construction, in 
one way or another, for generations. Already accom 
plished is a channel 32'. ft deep from the Atlantic 
to Montreal, 1000 miles land. A channel generally 
25 ft deep is available so from Duluth to Oedens 


The 


present 


burg, N. Y., a distance of 1250 miles 
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proposal, which dates from 1941, is to build a 120-mi 
canal 27 ft deep from Ogdensburg to Montreal, and 
to deepen to 27 ft existing waterways. The project 
would take seven years and cost $800,000,000. Power 
available for the United States would be 1,098,000 hp. 
Estimated traffic has risen greatly in recent years, the 
latest guesses being from 57 to 84 million long tons a 
year 

The desirability of the project is by no means uni- 
versally admitted. Proponents’ arguments fall into 
three main categories: 1—Addition of needed and 
cheap transportation, 2—needed and cheap power, 
and 3—utility in case of war. Opponents have counter 
arguments on each of these counts. The railroads 
and present transportation facilities complain of the 
tax-free status of the seaway project and point out 
the loss to established facilities that would result 
Further, the facilities proposed could not be used 
for five months of the year, and 27 ft is too shallow 
for 91 pet of ocean shipping. The private power in- 
terests bring forth the usual arguments against 
power development by the Government. They deny 
that there is a shortage of power in the Northeas 
affirm that the proposed development would take 
care of only 10 pet of New York State's power needs, 
and say that a substantial portion of the power that 
it is proposed to generate could be obtained much 
more cheaply by further development at Niagara 
Falls. Opponents say that nothing is more suscept- 
ible of damage in wartime than a canal, and that 
any installations along our northern borders would 
be right out in the front trenches, so to speak, when 
an airborne attack comes over the North Pole 

The magazine, Civil Engineering, has published two 
excellent articles on the subject, one in November, 
1949, favoring the project, telling something of its his- 
tory, and giving details of the proposed St. Lawrence 
development; and another in March 1950, marshaling 
the arguments of the opponents. Because of the 
importance of the subject to the mineral industries, 
AIME members would do well to apprise themselves 
of the pros and cons 


37 Years Ago 

From the Bulletin of the AIME, June 1913: “In 
view of the great and increasing importance at- 
tached to radium and radium deposits, members are 
urged to communicate to the Secretary any informa- 
tion they may have as to deposits containing radio- 
active minerals They still are only substitute 
uranium” for “radium 


Meaning of AIME 


means different things to different people 
To Mrs. Marie M. Beatty, secretary to the superin- 
tendent of the Waukegan Township Secondary 
Schools, Waukegan, Illinois, who writes enquiring 
what scholarships we have available, it means 
American Institute of Mining and Metallurgical En- 
gravers 


AIME 


| | 
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AIME Proposes Bylaw Amendments 
Regarding Members and Elections 


Following the recommendation of the AIME Board 
of Directors, several amendments to the Bylaws of 
the Institute will be voted upon at the meeting of the 
Board on June 21 


Members—Qualifications and Elections 


In Article I, Sec. 8, insert the italicized word in the 
second sentence as follows: “A full-time student in 
good standing i 


Nomination and Election of Directors and Officers 


Revise the first six paragraphs of Article XI, Sec. 1, 
of the Bylaws to read as follows: 


Sec. 1. A ticket of nomination for nine candidates, 
each to serve a three-year term as Director, of whom 
one shall also be designated as President-elect, and 
two as Vice-President, shall be prepared annually by 
a Nominating Committee. In 1951 the Nominating 
Committee shall also select, as one of the nine Direc- 
tors, a President to take office in February 1£52. The 
President-elect shall automatically become President 
at the end of his first year of service, and thereafter 
shall serve one year as Past President 


Sec. 2. The Nominating Committee, of which no 
member shall at the same time be on the Board, shall 
consist of eighteen members. Eleven of these (with 
an alternate for each if desired) shall be selected by 
the Council of Section Delegates prior to November 1. 
Two other members shall be chosen by the Mining 
Branch Council, and one each by the Metals and 
Petroleum Branch Councils, respectively, (each with 
alternates if desired) prior to Nov. 1. The other three 
members, one of which shall be designated by the 
Board to act as chairman, shall be appointed by the 
President, with the approval of the Board, at the No- 
vember meeting of the Board. If necessary, the Pres- 
ident of the Institute shall also have the power to 
appoint a sufficient number to the Nominating Com- 
mittee, at the November meeting of the Board, to 
bring the personnel of the committee to the author- 
ized total of eighteen 


The names and addresses of the Nominating Com- 
mittee shall be published in the December issues of 
the monthly journals. A meeting of the Nominating 
Committee shall be held during the week of the An- 
nual Meeting at the place where that meeting is held. 
This committee shall proceed to the naming of a 
ticket. In selecting candidates the committee shall 
be guided by such rules of procedure as may from 
time to time be established by the Board, provided, 
however, that of the eight directors in addition to the 
President-elect, five shall be apportioned on the 
basis of geographical districts established by the 
Board. The basis of the selection of the remaining 
three shall be at the discretion of the Committee 


The ticket thus prepared shall be transmitted to 
the Secretary of the Institute in time to be submitted 
to the Board of Directors not later than at its June 


news 


meeting, and shall be published in the July issues... 
(continuing in the sixth paragraph as in the present 
text of Sec. 1) 

Sec. 2 to be renumbered as Sec. 3. 


AIME Changes Admissions Procedures, 
Affecting Student and Junior Members 


Changes in the handling of AIME applications will 
increase the efficiency of processing and reduce such 
expenses. Among other things, each journal will 
hereafter print only the names of those applicants 
for membership who are employed in the activities 
covered by the journal in question. Readers of each 
journal are urged to review these lists promptly as 
published. 

Distinction between Student Chapters and Affiliated 
Student Societies was removed by the AIME Board of 
Directors. All recognized student groups are now Stu- 
dent Chapters, whether or not all members are Stu- 
dent Associates 

No further applications will be accepted for Junior 
Membership from anyone who has passed iis 30th 
birthday when the application is received. Also Junior 
Members must change status to Associate Member or 
Member, and pay the $20 initiation fee (in $5 annual 
installments, if desired) by the time they have reached 
their 33rd birthday 

An exception has been made in the case of veterans 
of World War II who have attended college imme- 
diately following discharge from the service. They 
may apply for Junior Membérship, even if over 30 
years old, for a period of three years following receipt 
of a Bachelor's or professional degree, or after com- 
pletion of schooling, if no degree is earned. 


AIME Revises Book Prices 


Effective June 1, a new price list for AIME books 
will take effect. Copies may be obtained from Insti- 
tute headquarters. One price will be set for each 
book published by the AIME. From this list price, 
members, Student Associates, and public libraries will 
be allowed a discount of 30 pct for as many copies as 
they may wish. Dealers will be given a 20 pct dis- 
count. Transactions volumes ordered a year in ad- 
vance, at the same time dues are paid, are subject to 
a 50 pet discount 

Transaction volumes 1 to 183, inclusive, if in stock, 
are listed at $5 each. Other books will be sold at pre- 
vious nonmember prices, except: “The Porphyry Cop- 
pers,”’ $3; “Industrial Minerals and Rocks,” $7; “Sev- 
enty-five Years of Progress in the Mineral Industry,” 
$5; and “Nonferrous Rolling Practice,” $4 


AIME Budget Set at $477,500 


Prospective income for AIME, according to the 1950 
budget approved by the Board of Directors at the 
April 21 meeting, was set at $477,500, and expendi- 
tures were set at $477,450. Two main increases in in- 
come will come from dues and advertising in the 
AIME’s three journals. The higher rate of dues will 
add to revenue, but more new members are expected 
this year than in 1949 
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Open Hearth and 
Annual 


Erie G. Hill, director of metallurgy and 
development at Wheeling Steel Corp., 
Wheeling, W. Va., and chairman of the Na- 
tional Open Hearth Conference, congratu- 
lates William A. Greene, metallurgical engi- 
neer, Kaiser Steel Corp., Fontana, Calif., 
recipient of the McKune Award for his pa- 
per, “The Effect of Hot Metal on Open 
Hearth Production.” 


W. W. Sebald, president of Armco Steel 
Corp., speaker at the Fellowship Dinner, 
addressed the group on “Pocketbook Eco- 
nomics,” belabored Government participa- 
tion in local enterprises and called on in- 
dustry to point out the fallacies and pit- 
falls of such practices. Seated to Mr. Se- 
bald’s right are H. M. Griffith of the Steel 
Co. of Canada and Dr. H. K. Work, Chair- 
man of the Iron and Steel Division AIME 
and director of the research division, Col- 
lege of Engineering, New York University. 


OPEN HEARTH — BLAST FURNACE FELLOWSHIP DINNER 


rland Plaza Hotel, Cincinnat 


— 
April ||, Nethe 
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Blast Furnace 
Conferences 


Vernon W. Jones, superintendent of steel 
production, Armco Steel Corp., and Rob- 
ert S. Bower, Covington, Ky., spark-plugged 
the Open Hearth and Blast Furnace Confer- 
ence arrangements. Mr. Jones is chairman 
of the Local Committee on Arrangements, 
and Mr. Bower is chairman of the Southern 
Ohio Location Section and also the Fellow- 
ship Dinner subcommittee. 


SECTION 
ACTIVITIES 


Blast Furnace Smelting Subject 
of April Chicago Section 


“Current Problems in Blast Furnace Smelting” were 
discussed by T. L. Joseph, of the University of Min- 
nesota and the Minnesota Institute of Technology, 
at the April 5 meeting of the Chicago Section, AIME 
Professor Joseph placed particular emphasis on the 
ore supply in the Minneseta range and from graphs 
showed that there should be no drop off in steel pro- 
duction because of the increase in population and 
the demand for steel items. He touched on the ag- 
glomeration problems and what was needed to supply 
a better basis for appraising innovations in furnace 
practice 


Practical Aspects of Statistical 
Quality Control by W. S. Oliver 


Soon after Eli Whitney introduced the concept of 
interchange of parts there arose a need for statis- 
tical control in the production of parts. In the en- 
suing years increase in production has brought in- 
creased pressure on inspection—so much so that total 
inspection is no longer possible and it is now a ques- 


T. F. Plimpton, su- 
perintendent of 
the Blast Furnace 
Dept., Inland Steel 
Co., and chairman 
of the Blast Fur- 
nace, Coke Oven 
and Raw Materials 
Committee. 


K. C. MeCutcheon, 
assistant to the 
vice - president, 
Armco Steel Corp., 
was elected chair- 
man of the Blast 
Furnace, Coke 
Oven and Raw Ma- 
terials Committee. 


H. M. Griffith, works 
manager of Steel 
Co. of Canada, 
Hamilton, Ont., was 
elected chairman of 
the National Open 
Hearth Committee. 


tion of how much inspecting shall be done. This 
leads to the present day development of scientific 
methods of statistical quality control by harnessing 
the laws of chance to production 

Engineering, production and inspection are very 
closely allied. A little removed from them is account- 
ing, and still further, customer relations. In this 
chain, according to Walter S. Oliver, of the Timken- 
Detroit Axle Co., speaking to the Detroit Section, 
AIME on Apr. 17, statistical quality control is the 
connecting link. Although the underlying principles 
are based upon the higher mathematics of prob- 
ability, the formulations have been brought to a 
level where ordinary arithmetic will suffice for prac- 
tical application. The methods of statistical quality 
control are now widely used in all fields of industry 
and agriculture. 

Measurement of parts can be divided into two 
classes, those measurements whose variations from 
the specification is within the range of the normal 
frequency-distribution curve (normal), and those 
whose variations is outside this range (abnormal) 
A plot of the measurement versus observations made 
will be characterized by high peaks and low valleys 
for the abnormal condition. The specification is de- 
vised from either experience or experiment. Statis- 
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tical quality control is based upon examination of 
the causes of abnormal variation, and the operation 
is “put under control” by adjusting the material, 
machine, or personnel so as to bring the variation 
in measurement of the parts to lie within the range 
of the normal frequency-distribution curve. Mr 
Oliver gave examples of the application of statistical 
quality control to operations at Timken-Detroit Axle 
Co., where savings in inspection time and scrap re- 
jects were obtained in machining, forging, and heat 
treating operations 

Mr. Oliver showed how statistical quality control 
is expanding in scope and how more scientific 
methods of inspection are being introduced into pro- 
duction schedules 


Physics of Metals Discussed by 
Hollomon at Detroit Meeting 


In a paper on the physics of metals before the De- 
troit Section of the AIME on Mar. 20, John Hollomon, 
of General Electric, described the adoption of the 
phenomena associated with metal behavior to the 
solution of fundamental problems. He gave a few 
examples of the use of simple metals in the solution 
of simple problems, the first of which was surface 
tension. The driving force for grain growth is sur- 
face energy. Dr. Hollomon showed how the surface 
tension of solid copper had been measured. It is in 
the order of 380 ergs per sq cm. Surface tension gov- 
erns not only grain growth and recrvstallization, but 
also plays a part in the precipitation of a phase out 
of the matrix, since it takes surface energy for the 
formation of a new surface 

Surface energy also plays a part in the spheroidi- 
zation of carbides, which in turn affects the rate at 
which a steel tempers. The rate of diffusion is re- 
lated to surface energy Diffusion may proceed 
through the bulk of the metal, through the grain 
boundary, or along the surface. Experimental cata 
indicate that diffusion is slowest through the bulk, 
intermediate at the grain boundary, and most rapid 
along the surface. Dr. Hollomon cited data to show 
the degree of supercooling that could be obtained 
before solidification occurred 
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Chilean Steel Mill Scheduled For 
Full Operation By End of June 


Chile's first integrated stee! plant blew in its blast 
furnace during the first week in May, and the entire 
plant will be in operation sometime in June 

Koppers Co., Inc., which furnished supervisory as- 
sistance in construction and engineering of the new 
Chilean plant erected for the Pacific Steel Co., of 
Chile, near Concepcion, pushed the first coke during 
the week of Apr. 17 from a new battery of 57 coke 
ovens which Koppers designed and built. The coke 
battery, of the latest Koppers-Becker underjet de- 
sign, is capable of producing 1100 tons of coke per 
day. The blast furnace is designed to produce 700 
tons of iron per day 

Mills for finishing a wide variety of flat-rolled and 
merchant products at Concepcion have been in op- 
eration for some time, using semi-finished steel 
shipped from the United States. With the completion 
of the coke ovens and the blast furnace, Pacific Steel 
Co., of Chile now will have a completely integrated 
plant, making finished steel products from Chilean 
ore 

Work on the mill was inaugurated late in 1947 and 
has been pushed to completion at a cost in excess of 
$70,000,000. In addition to the coke ovens, a blast 
furnace, and finishing mills, the plant has an open 
hearth furnace, a bessemer converter, an electric 
furnace, and auxiliaries for handling tar, light oils, 
and gas 


1949 Acid Steel Production Down 


The Acid Open Hearth Research Assn. announced 
the total tonnages of acid open hearth steel melted 
for the year 1949 for both ingots and castings was 
866,614 tons 

Of this total 46.4 pet was in the form of ingots and 
53.6 pet in castings. The tonnages previously reported 
were: 1944—2.107.493 tons, 1945—1.542,724 tons, 1946 

1,132,199 tons, 1947—1,257,673 tons, and 1948- 


1,267,177 tons 
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Personals 


Robert B. Day was recently transferred from the 
Linde Air Products Co. of New York City to the Union 
Carbide and Carbon Chemical Corp. at Oak Ridge, 
Tenn 


Walter A. Dean became chief metallurgist of the 
Cleveland works of the Aluminum Co. of America 
recently. Formerly he had been assistant manager 
of the permanent mold plant at the Cleveland works 
of Alcoa 


Leonard C. Grimshaw recently became assistant chief 
metallurgist at the Firth Sterling Steel & Carbide 
Co., McKeesport, Pa. His home address is 169 E 
Bruceton Rd., Pittsburgh 7 


Robert F. Hartmann has been employed by the 
Chrysler Corp. of Detroit as a student engineer since 
June 1948. He is attending the Chrysler Institute of 
Engineering, taking graduate studies leading to a 
Masters degree in automotive engineering. He expects 
to complete his studies in June. 


Victor O. Homerberg will retire as professor of physi- 
cal metallurgy at MIT in July. He attended the 
Philadelphia College of Pharmacy and Science and 
MIT and began his teaching career while still a stu- 
dent. He became a professor in 1939. Dr. Homerberg 
is an outstanding authority on alloys of iron and 
steel, including the case-hardening of steel and am- 
monia gas. He has written extensively for technical 
journals and has served as consulting metallurgist 
for numerous concerns. During the war he cooper- 
ated with aircraft engine builders and worked on 
metals suitable for tanks and other war materiel 


Jan Magnus Hoegfeldt is now working at the Haynes- 
Stellite division of Union Carbide and Carbon at 
Kokomo, Ind 


Walter Bonsack has been appointed vice-president 
and director of research of the Christiansen Corp. 
of Chicago, in charge of the technical operations and 
procedures of all of their plants. He will also be re- 
sponsible for the correlation of the extensive alumi- 
num research program planned by the company. 
Mr. Bonsack was with the Apex Smelting Co. in 
Cleveland 


Walter Bonsack 


Vernon W. Jones 


Robert E. Hueschen has taken a job at the Hanford 
Works of the General Electric Co. His home address 
is 1111 W. Shoshone St., Apt. C, Pasco, Wash 


Max W. Lightner, manager of the Research and De- 
velopment Division of Carnegie-Illinois Steel's Re- 
search and Technology Dept., received the David- 
Ford-McFarland Award for Achievement in Metal- 
lurgy at a dinner on May 5 at State College, Pa. He 
was elected to receive the award by the Penn State 
Chapter of the ASM. 


Charles H. Maak has become chief metallurgist with 
the Aerojet Engineering Corp., on the development 
and manufacture of rocket motors. Mail reaches 
him at 1621 Smith St., Pomona, Calif 


Champion H. Mathewson retires on June 30 from the 
faculty of Yale after more than forty years on the 
staff. He has been the head of the Yale department 
of metallurgy since 1919. On May 1 he received an 
award from meritorious service to the university 
from the Yale Engineering Assn. 


Milton C. Parsons became materials engineer with 
the Burroughs Adding Machine Co., Detroit, on Mar. 
20. On Jan. 13 he received a commission in the US. 
Army Reserve as Captain, Ordnance Dept., Procure- 
ment 


Charles F. Ramseyer and Jack R. Miller announce 
the formation of Ramseyer & Miller, consulting engi- 
neers, 11 W. 42nd St., New York 18. They will en- 
gage in general engineering practice, including de- 
sign and reports on both old and new projects, with 
emphasis on heavy industry, particularly iron and 
steel. Both men had been associated with H. A. Bras- 
sert & Co. for the past six years 


Vernon W. Jones, chairman of the local committee 
on arrangements at the recent Open Hearth, Blast 
Furnace, Coke Oven & Raw Materials Conference in 
Cincinnati, and directly responsible for much of its 
success, has been appointed superintendent of steel 
production at the East Works plant of the Armco 
Steel Corp. Edgar R. Westfall, who was chairman 
of one of the technical sessions at the Cincinnati 
meeting, received appointment as assistant open 
hearth superintendent 


Edgar R. Westfall 


JUNE 1950, JOURNAL OF METALS—819 


y 
be 
va 
f 
> 
4 
¥ 
‘ “ 
: 
ig 


W. B. McFerrin has become associated with the 
Haynes Stellite Division of the Union Carbide and 
Carbon Corp., Kokomo, Ind 


William G. Thei- 
singer has been 
appointed re- 
gional manager 
of sales for the 
Lukens Stee! Co., 
with headquar- 
ters in Houston 
He supervises 
the activities of 
Lukens district 
sales offices and 
representatives 
in 12 southern 
States from 
South Carolina 
to California 
Dr. Theisinger 
became director 
of welding research in 1941 


W. G. Theisinger 


T. A. Mitchell has become general manager of the 
Tennessee Copper Co., succeeding the late J. M. 
Houser. C. H. MeNaughton is now production man- 


ager and R. R. Burns is assistant to the manager 


W. A. Penrose recently transferred from the Broken 
Hill Pty. Co. steelworks at Newcastle, N.S.W., to take 
ip the post of sales and service officer for tungsten 
carbide rock bits with the Commonwealth Steel Co 
in Melbourne 


George W. P. Rengstorff is now employed as a re- 
earch engineer at the Battelle Memorial Institute 
Columbus. He recently received the degree of Doctor 
of Science in metallurgy from MIT 


H. M. Rich, Jr., has been appointed vice-president of 
the Electro Metallurgical Division of Union Carbide 
and Carbon Corp., responsible for general sales man- 
agement. His headquarters are in Pittsburgh. W. H. 
Ferguson, who has been sales representative in the 
New York area, has been promoted to Eastern man- 
ager and will assume the responsibility for the sale 
of Electromet products in the Eastern Seaboard and 
Birmingham areas 


Obituaries 


R. C. Rutherford has retired from the American 
Smelting & Refining Co. after more than 31 years 
mainly with the lead smelters of the company. He 
was responsible for the introduction of D&L double 
Sintering and other improvements in many of the 
company smelters in the United States and Mexico. 
He is retiring to his home in Los Altos, Calif 


Carl E. Swartz, 
division engi- 
neer of the Kel- 
lex Corp., has 
been made 
chairman of the 
metals research 
department at 
Armour Re- 
search Founda- 
tion of Illinois 
Institute of 
Technology, suc- 
ceeding W. E. 
Mahin, who has 
been promoted 
to director of 
research of the 
foundation. Dr 
Swartz has been 
in charge of ma- 
terials research and development at the Kellex ap- 
plied physics laboratory in Silver Spring, Md. Before 
joining Kellex he had been chief metallurgist of the 
Cleveland Graphite Bronze Co. and prior to that post 
was research metallurgist for AS&R 


Carl E. Swartz 


George Sachs has been appointed vice-president ol 
Horizons Incorporated of Princeton, N.J., and Cleve- 
land, experimental research laboratory for private 
industry. He was consulting engineer and president 
of the Metals Research Associates 


Paul Schwarzkopf, president of the American Electro 
Metal Corp., has been awarded the medal given an- 
nually by Stevens Institute of Technology ! 
standing achievement in the field of powder 
lurey 


Cari Wagner, formerly professor of physical chem- 
istry in the Polytechnic Institute of Darmstadt, has 
joined the research staff at MIT and will devote most 
of his time to studies on the thermodynamics of 
metallic solutions 


Herbert T. Quin ‘Member 1942). engineer with the 
Philadelphia & Reading Coal & Iron Co., died June 
14, 1949. After graduating from Lehigh, he worked 
briefly for the Pittsburgh Crucible Steel Co., going to 


the Lehigh Valley Coal Co. in 1914. Service in the 
Field Artillery interrupted his career; upon return to 
civilian life he joined Philadelphia & Reading Coal 
& Iron 


William Willard Taylor ‘Member 1897). mining and 
chemical engineer of Signal Mountain, Tenn., is dead 
Mr. Taylor was graduated from the University of 
Michigan in 1893 at the age of 22. He worked for the 
Illinois Steel Co., Missouri Furnace C Empire Stee] 


& Iron Co he Was eneral uperintendent of the 
Allegheny Ore & Iron Co., vice-president of the Vic- 
toria Coal & Coke Co., vice-president and general 
manager of the Oriskany Ore & Iron Co. and the 


Chattanooga Iron & Coal Ci 
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William Benham Price ‘(Member 1918), director of 
research of the Scoviil Mfg. Co.. Waterbury, Conn 
until his retirement in 1948, died suddenly at his 
home on Feb. 7, 1950 

Mr. Price was born in New Haven, Conn., on Sept 
22, 1877. After brief service in the Navy during the 
Spanish War, he entered Yale and graduated with 
the class of 1902, Sheffield 

Shortly after graduation, Mr. Price accepted a po- 
sition as chemist with the Scovill Mfg. Co. and re- 
mained with that company during the entire 45 years 
of his active career. He was regarded as one of the 
leading authorities on the metallurgy of copper and 
copper alloys. He was co-author, with R. K. Meade 
of a book “Technical Analysis of Brass’, published 
in 1911, which was widely used for many years as a 
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Standard reference on the subject. He was also the 
author of many technical papers and articles on 
nonferrous metallurgical subjects and was granted 
a number of patents on new or improved nonferrous 
alloys 

His judgment, opinions, and metallurgical knowl- 
edge were held in high esteem not only by his col- 
leagues but by the wide circle of metallurgists and 
engineers with whom he came in contact during his 
long active career. He had a most attractive person- 
ality, a keen sense of humor and a gracious manner 
which made him a popular figure at metallurgical 
meetings 

He represented both the United States and the 
AIME at the International Metallurgical Conference 
at Zurich in 1931 and in the same year he repre- 
sented the American Foundry Association in an in- 
ternational convention, held at Milan, Italy. Other 
activities included memberships on the Metallurgical 
Advisory Board of Army Ordnance, Advisory Com- 
mittee on Metals of the National Academy of Science 
and the Advisory Committee on Non-Ferrous Metals 
of the Bureau of Standards and the Bureau of Mines 


Richard Alexander Wagstaff ‘(Member 1927), inventor 
of the C-W roaster and Wagstaff gunfeed for rever- 
beratory furnaces, died Mar. 9 at his home in Salt 
Lake City. He was 62. Mr. Wagstaff had worked for 
Utah Copper Co., Butte-Duluth Mining Co., and Ray 
Consolidated Mining Co. before he joined the Gar- 
field smelter of AS&R in 1915. In 1936 he became 
assistant to the general manager of all western de- 
partment operations and vice-president. He was con- 
sultant for Nevada Consolidated and Phelps Dodge 
He also wrote books on mining and metallurgy 


Total AIME membership on Mar. 31, 1950. was 16.397; in 


addition 4037 Student Associates were enrolled 


ADMISSIONS COMMITTEE 


E. ©. Meagher, Chairman; Albert J. Phiilips, Vice-Chair 
man, George B. Corless, Lloyd C. Gibson, Ivan A. Given 
P. Malozemoff, Rwhard Mollison, and John Sherman 

Institute members are urged to review this list as soon as 
the issue is received and immediately to wire the Secre 
tary's ffice night message collect, if objection is offered 
to the admission of any applicant. Details of the objection 
should follow by mail The Institute desires to extend 
its privileges to every person to whom it can be of service 
but does not desire to admit persons unless they are quali 


In the following list C S means change of status: R. re 
instatement;: M. Membe J. Junior Member AM. Associate 
WMembe S. Student Associate 


California 
Los Angeles Crow. Paul FE. (M) 


Connecticut 
Hamden—Treciokas, V. Paul) (RC S-—S-J) 


District of Columbia 
Washington-Lang, Elmer T. (M) 


IHineis 

Chicago-Bauman, Paul J (AM) Cassel, Carl E ‘AM 
Marshall, Richard H. (R.C S-S-M). McDonough, Austin FE 
iM Reynolds, Harry W. (J) 

Joliet West, Howard F. (M) 

Park Ridge—-Brvce, John T. (C S—-AM-M) 


Indiana 
East Chicago Bennett, Patrick 8S. { 
Gary—Danielsoen, Robert J. (M) 


Michigan 
Wyandotte Reinhard, Adolph E. (M 


Minnesota 
Minneapolis--Yoon, Tong S. (AM) 


Missouri 


Louis Marshall 


St 


Proposed for Membership — Metals Branch AIME——— 


Henry Marquette Lane (Member 1899), consulting 
engineer of Grosse Ile, Mich., died Aug. 8, 1945. As a 
boy of 12 he attended his first AIME meeting with 
his father. For many years he was president of the 
H. M. Lane Co., builders of industrial plants, but 
specializing in foundries and foundry prroblems here 
and in Europe 


Walter John Felber (Member 1937), on the staff of 
the Inland Steel Co., died March 18, 1949. He was 
born at Milwaukee in 1915, received his B.S. degree 
from the University of Wisconsin in 1937, and went 
to work as sales apprentice for Inland Steel 


NECROLOGY 

Date 

Elected Name Date of Death 
1936 Charles B. Andrews Apr. 20, 1950 
1921 George Belchic Sept. 3, 1949 
1919 Gideon Boericke Mar. 19, 1950 
1929 Walter W. Bradley Apr. 11, 1950 
1944 Donald Wynn Crosby Nov. 29, 1949 
1916 Grant H. Dowell Mar. 29, 1950 
1914 Francis G. Fabian Dec. 13, 1949 


Dec. 24, 1949 
Mar. 8, 1950 


1896 Clarence N. Fenner 
1949 Edwin S. Giles 


1923 Charles S. Hurter Jan 2, 1950 
1946 Joseph H. Jones Apr. 18, 1950 
1925 William A. Kissam Jan 1950 


Apr. 29, 1950 
Apr. 13, 1949 


1943 Arthur S. Knoizen 
1948 David A. Park 


1918 James G. Parmelee Mar 1950 
1937 John P. Shannon Dec. 28, 1949 
1927 Ladislaus Szily Feb. 20, 1950 


Montana 
Anaconda—Holderreed, Francis L. (C S—J-M) 


New Mexico 
Hurley—Lockart. Charles I ic S-S-J) 


New Vork 
Albany Doyle, Nicholas E., Jr. (J) 
Brookiyn— Brennan, John P. (J) 


Merrick Pitler, Richard (C S—S-J) 
New York—Weimer, David G. (J) 


Ohio 

Berea Cooper, Anthony L. (C’S-—S-J) 
Euchd—Howald, Thomas S| (C S-AM-M 
Sctotoville--Frecka, James (M) 
Springfield Selle, Joseph B. (R,C S-S-M) 
Warren Walker, Harold (M) 


Pennsylvania 

Lewistown—Callinan, Edward (M) 
Pittsburgh Adams, Louis W jr Ferree, Jay 
Wesley. (M) Kaufman, Hershel E. «(R.C S J-M) Long 
enecker, Lee S. (M Palmer, Kenneth W. (M). Protheroe 
Alfred W. (AM 

Sewickley—Hannigan, Harry (C S-—S-J) 


Khode Island 
Kingston Mairs. Kenneth H. «C S—J-M) 


Tennessee 


Oak Ridye Vagi, Julius J. (C S-S-J) 
(tah 
Murray Norman, Edgar C. (M 


Virginia 
Richmond Timberlake, Richard C. (J) 


Brazil 


Volta Redonda Azevedo, Renato Frota R. (C S-J-AM 


Peru 
La Orova~ Robinson, David A. S-J 


England 
Brighton Hubbard, Arthur Edward. (M 


Holland 


Eindhoven Heinrik. (M) 


Jar 


Van Santen 
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New Products, Services and Information... 


Products and services recently an- 
nounced are described here. Also, new 
free literature published by producers 
serving the metalworking industry is listed. 


1—CLAD METAL TUBING 


Seamless tubing of Rosslyn Metal, copper core with 
Stainless steel surfaces, is announced by the Ameri- 
can Cladmetals Co. The copper permits swift heat 
and cold transfer while the stainless steel surfaces 
provide hardness, resistance to corrosion, and ease 
of cleaning. The size range is expected to be from 
4% to 1's in. OD and from 0.020 to 0.78 in. wall thick- 
ness 


2—ELECTRON MICROSCOPE 


Announcement has been made by the RCA Co. of 
a Universal Electron Microscope for use by research 
institutes and industrial organizations that require 
the versatility of a larger instrument and want the 
ultimate in electron microscopy. It is a greatly sim- 
plified table mode! only 30 in. high and sells for less 
than $6000. It has permanent magnetic lenses, re- 
quiring no stabilization circuits and controls. It 
magnifies up to 50,000 diam by photographic enlarge- 
ment, with direct magnification ranging up to 6000 
diam 


3—-BALANCES 


The Christian Becker Laboratory Balances manu- 
factured by the Torsion Balance Co., have been re- 
designed to eliminate corner posts, minimizing re- 
flections and focusing light where needed. Quicker 
readings are possible with the scientifically posi- 
tioned onstant-eye-level, dial and vernier, larger 


numerals 
4—FLOW METERS 


A new type of mercury manometer flow meters is 
manufactured by the Fischer & Porter Co., that re- 
quires no pressure-tight bearings or stuffing boxes 
They use the F&P magnetic clutch, or the F&P im- 
pedance-bridge electric transmitter, which has three 
times the power of previous similar devices. They 
are available in several models. Catalog 37 will be 
sent on request 


5—VISCOSITY METERS 


Viscosity measurements without the need for cal- 
culations are now possible by the use of the new 
Fisher Electroviscometer, manufactured by the Fisher 
Scientific Co. It is useful for testing such wide ly 
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diversified materials as glycerin, water, and any 
liquids of the free-flowing Newtonian type. The 
Electroviscometer will supply universal exchange of 
results and experimental data because of facility of 
translation into centipoise units. 


6—HUMIDITY CONTROLS 


An instrument to record and control humidity is 
announced by the Weston Electrical Instrument 
Corp. Two pens operate on a circular 10-in. chart, 
simultaneously recording the dry-bulb temperature 
and the wet-bulb depression. The flow of the hu- 
midifying agent, moisture, steam or oil fog, is regu- 
lated by a valve which is operated by the control 
instrument 


7—OPTICAL PROJECTORS 


An instrument to measure readings in increments 
of ten-thousandths of an inch in two planes at 90 
and to provide contour and/or front-surface projec- 
tion is available from Stocker & Yale. This optical 
projector has all the features required of a measur- 
ing instrument despite its small size, being portable 
and costing $595. It is available in standard mag- 
nifications up to 120 diam. The screen is 6 in. square 
and made of textolite 


8—RUST PREVENTIVE 


A corrosion and oxidation resistant coating of par- 
ticular interest to all metal producers and fabrica- 
tors is End-O-Rust made by End-O-Rust, Inc. It 
resists 2000 hr of salt spray, caustic soda, ammonia, 
sulphuric, nitric, acetic, hydrochloric acids, and long 
periods on structural elements subject to tempera- 
ture ranges of zero to 100°; and is quick drying 


9—STAINLESS TUBING 


A free-machining welded stainless tube is made by 
the Carpenter Steel Co. for products that demand 
corrosion resistance combined with ready machina- 
bility. It is recommended for parts that must be 
fabricated by threading, turning, reaming, and drill- 
ing, and for intricate or difficult-to-machine parts 
where smooth surfaces are required. It is available 
in rounds or shapes from ',4 to 4'2 in. OD and in all 
standard wall thicknesses; and is less costly than 
other type 303 tubing 


10—DIESEL ENGINES 

A new heavy-duty diesel engine in the 195 to 375 
hp range is announced by /ngersoll-Rand Co. This 
TS diesel can be made portable but is not automo- 
tive. It is a four-cycle, 7 in.-bore, 84 in. stroke, 
single-acting engine with a weight of about 30 lb per 
hp, and a fuel consumption of 0.40 lb per hp-hr 
Cylinders are provided with replaceable, wet-type 
liners and individual heads with overhead valves 
and intake and exhaust valve-seat inserts 


11—BLAST CLEANERS 


A bench blast cabinet for cleaning smail parts 
such as automobile pistons, dies, tools, castings, etc., 
is made by the W. W. Sly Mfg. Co. This portable 
cabinet will operate on the compressed air supplied 
by a standard 5 hp, 2-stage compressor, and requires 
space of 14 in. x 18 in 


12—SILVER BRAZING ALLOY 


A silver alloy for brazing ferrous, nonferrous and 
dissimilar metals comes in 5 oz packets of Easy-Flo 
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45, produced by Handy & Harman. The packets con- 
tain a 5-oz coil of \, in. wire ‘approximately 330 
lineal in.), instructions for use, especially for repair 
and maintenance crews in small shops and in those 
doing experimental work 


13—RUST PRIMER 


Brooklyn Varnish Mfg. Co. announces an anti- 
corrosive primer for corroded iron and steel to be 
known as “Tuf-on-Rust.” It is a pretreatment for 
ferrous metals in removing oil, grease, rust and scale, 
etc., and dries in 4 hr for recoating. It can be ap- 
plied by brush or spray and is recommended for use 
on projects where weather, water and corrosion re- 
Sistance are required. 


14——-SPRAY NOZZLE 

A new spiral nozzle for wide angle sprays, de- 
signed by the Bete Fog Nozzle Co. for low flow rates, 
requires extremely low pressures. It will produce fine 
and uniform drop sizes with a 180° umbrella spray 
pattern of wide coverage. It is available in two sizes, 
for 42 to 2 gpm and for 1's to 4 gpm capacities 


15—FLAME CUTTING TRACER 

An electronic tracing device called an “electric 
eye,” a flame-cutting machine, is now manufactured 
by Joseph T. Ryerson & Son, Inc. It speeds the oxy- 
acetylene cutting of highly intricate and irregular 
shapes from steel plate and permits cuts unobtain- 


able with other mechanized flame cutters, such as 
parts having sharp corners, narrow slots, etc. 


16—WELDING ELECTRODE 

A new low amperage electrode for welding light 
gage steel is Steel-Tectic marketed by the Eutectic 
Welding Alloys Corp. Extremely thin gage steel can 
now be metallic arc-welded. Because of this smaller 
size—*..-in. diam—one bead can be welded over an- 
other in continuous passes, without stopping to chip 
or brush slag, except on the final pass. It can be 
used where electrodes of AWS specifications E6010, 
6011, 6012, and 6013 are applicable 


17—MANHOLE LADDERS 

Aluminum Co. of America has perfected aluminum 
manhole steps and ladder rungs for municipal and 
industrial installations, forged from high strength 
aluminum alloys. Three sizes are featured, adapt- 
able to concrete, brick, or concrete block wall con- 
struction. The non-sparking characteristic of alu- 
minum is particularly advantageous where explo- 
sive gases or dust may be present. 
18—TIME-DELAY RELAYS 

New type AM pneumatic time-delay relays, with 
adjustable delay from 0.2 to 200 sec, are available 
from the Westinghouse Electric Corp. A large gradu- 
ated dial permits delay adjustment throughout this 
range for general industrial timing functions. They 
are available as open or enclosed units 


19—GAS CLEANER 


A new bulletin entitled “Cottrell Process of Elec- 
trical Precipitation” describes methods of removing 
smoke, mist, fume, fog and dust from industrial 
gases. Research Corp 


20—LABORATORY EQUIPMENT 


An 87-p. booklet tells of services in supplying to 
potential users of radioactive isotopes equipment, 
facilities, purified and synthesized isotopes and safety 
devices; i.e., general equipment, lead shields, mi- 
nometers, industrial instruments, tagged chemicals, 
sealers, counting rate and survey meters and Geiger- 
Mueller tubes. Tracerlab, Inc 


21—COPPER CHECK LIST 


To facilitate buying high quality copper alloys a 
check list and requisition form designed for speci- 
fications is available and explained in a special bul- 
letin. It permits ordering according to proper speci- 
fication of temper and tolerances; and specifying 
special corrosion requirements, cycles of operation, 
wear and impact. Riverside Metal Co. 


22—TOOL STEEL SELECTOR 


Users of tool steels will be interested in the tool 
steel selector chart—a “Desk Drawer Metallurgist” 
for taking the guess-work out of tool steel selection 
It is usable for 22 tool steels meeting requirements 
of 95 to 98 pct of all steel applications. Crucible 
Steel Co. of America. 


23—MERCURY CLUTCHES 


Mercury automatic clutches are described and il- 
lustrated in three bulletins for use in machinery 
(1) Applications from Air Conditioning to Washing 
Machines; (2! Gasoline Engines: and (3) Electric 
Motors. Automatic Steel Products, In 


24—LIQUID HANDLING 


Described in a bulletin is a new type of rubber- 
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lined unit for handling liquids with solids of 325 
mesh to ', in. diam; such as abrasive sands and 
slimes, abrasive pulps and liquids, coarse sands, py- 
rite concentrates, etc. Allis-Chalmers Mfg. Co 


25—WELDING METHODS 


New production welding techniques dealing with 
finishing costs, scaling, distortion, and softening of 
heat-treated metals, for economy in the manufac- 
ture of refrigeration equipment, electronic devices, 
machinery, trailers, precision instruments, and the 
like, are outlined in a new 8-p. brochure. Eutectic 
Welding Alloys Corp 


26—DIESEL TRACTORS 


The “Caterpillar” D8 diesel tractor with 130 drawer- 
bar hp, 5-speeds forward, 3-speeds reverse, and 
weighing 35,060 lb, permitting optimum efficiency of 
operation, is described in a 29-p. illustrated booklet. 
Caterpillar Tractor Co 


27—DIESEL ENGINES 

“Caterpillar” 60° V-type diesel engines, of 4-stroke 
cycle design and having 8 or 12 cylinders—models 
D397, D386, D375 and D364—are illustrated and de- 
scribed in a 16-p. brochure. Included are specifica- 
tion and performance charts indicating higher qual- 
ity performance. Caterpillar Tractor Co 


28—ALLOY STEEL HEAT TREATING 


Heat treating methods for alloy steels, such as 
annealing, hardening, martempering, carburizing, 
nitriding, cyaniding, flame hardening, and induction 
hardening, are explained and illustrated in an 56-p 
booklet. Republic Steel Corp 


29—PRECISION CASTING 


A 16-p. booklet, “New Horizons with Microcast- 
ings,” describes applications, specifications and 
equipment for precision casting, and the adaptation 
of the “Lost Wax” process to modern industrial pre- 
cision casting. Austenal Laboratories, Inc 
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The All-Basic Open Hearth... 
European and American 
by R. P. Hever 
and 
M. A. Fay 


An objective examination of basic open hearth practice of European and American 


PEPORTS of 3000 heat roof-life records on all- 
basic open hearth furnaces in European steel 
plants have focused attention on European roof 
designs, refractories and general practices in an 
effort to determine whether those methods might 
suggest improvements for all-basic open hearths 
in America. No clear picture of European open 
hearth practice that might be compared with 
American practice has been presented. However, 
with the available data, some comparisons 
of individual procedures are practical 
Because of the complex nature and interrela- 
tionship of all open hearth procedures, the scope 
of a study of European practice as compared with 
American practice cannot be limited to only one 
field. Therefore, this article, although primarily 
concerned with basic roof construction, neces- 
arily contains information on combustion prac- 
tice, furnace designs, and other related subjects 
The fundamental differences in European and 
American open hearths are caused by varying de- 
mands for amounts and qualities of steel; by 
various available raw materials and fuels; and by 
different delegation of responsibility to operators 
and engineers, function of outside engineering 
companies, etc 
Demand for steel in Europe is less than in the 


only 


United States. Further, a substantial portion of 
the steel is produced in equipment other than 
open hearth furnaces. These conditions de-em- 


phasize the importance of the open hearth and 
open hearth shops have few furnaces of small 
capacity 

Open hearth furnace repairs per year are rela- 
tively few. This makes it impractical to employ 
steadily large maintenance crews to do this work 
quickly Thus, furnace rebuilds require long 
down periods and hot repairs ew as pos 
sible 

Some plants maintain spare hearth fur 
naces and many schedule each operating furnace 


are 


open 


for a weekly repair period of short duration. At 
such times workers are available and hot re- 
pairs are made. With this type of operation, all 
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steel producers shows how improvements in these practices can be made by considera- 
| tion of the techniques of producers of both continents. The first part of this two part 
| article covers comparable operating practices; furnace bindings, bottoms, back and | 
front walls; and silica and basic roof construction. 


open hearth constructions are designed and all 
refractories are selected to obtain the ultimate 
length of repair-free life. This means that walls 
are generally thicker, water cooling is used dis- 
cretely and many basic refractories are used 
The analyses of European steels vary more 
than in most American plants. Many alloy steels, 


even chrome steels normally made in electric 
furnaces in America, are made in basic open 
hearth furnaces in Europe. With demand for 


quantities of individual special steels small, the 
small furnaces are well suited to the demand 

The service conditions imposed on refractories 
by such metallurgical practice are extremely se- 
vere. Often tapping temperatures are higher 
than is common practice in America. Tempera- 
tures of over 3200 F on the roofs have been ob- 
served. These things have encouraged the wider 
use of basic refractories, particularly basic main 
roofs 

The chief differences in raw materials in Amer- 
ica and Europe are in pig iron or hot metal and 
in fuels. Where U. S. has relatively large quanti- 
ties of low sulphur—low phosphorous hot metal, 
European operators have little or no hot metal 
Where hot metal available, it is frequently 
high in phosphorous and not well suited for open 
hearth. Liquid fuels are used predominantly in 
U. S. and they use gaseous fuels almost exclu- 
sively. 

Because of the available amounts and condi- 
tion of much of the blast furnace iron, there are 
many plants that operate open hearths in all 
cold charge of scrap and pig iron or even scrap 
and coke. Others blow the blast furnace iron in 
basic bessemers to remove phosphorous and car- 
bon, then charge it into open hearths in a duplex 
operation. Still others treat the hot metal in 
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active mixers simular to tilting open hearths, 
where carbon, silicon, and some phosphorous are 
removed before charging it into open hearths. 

Thus, open hearth operations vary from 100 
pet cold charge to 100 pct hot charge within 
one plant. Because of this, the wide variation 
in reported heat times, tons per hour figures, 
etc.. by various investigators is not surpris- 
ing. Full data as to operating procedures are 
needed for clear understanding 

Where hot metal is available in Europe, some 
variation of duplex operation appears to be pre- 
ferred. More operating data are available on op- 
erations of this sort and it is on such furnaces 
that the extremely long roof life campaigns of 
all-basic roofs have been made. Basic refrac- 
tories generally, and particularly basic roofs, are 
well suited for duplex operation with its rela- 
tively small fluctuations of operating tempera- 
ture. The majority of furnaces operating on such 
practice in Europe are of all-basic construction 

Less information is available on cold charge 
operations in Europe, although more plants op- 
erate on cold charge than on hot metal. The 
preferred charge is about 75 pct scrap and 
25 pet pig iron, although some plants oper- 
ate on 100 pet scrap plus coke. The life of fur- 
naces operated on cold charge practice with 
both basic and silica refractories more nearly 
approximates the service obtained in this coun- 
try than does furnace life of duplex operations. 

The large majority of European furnaces are 
fired with low Btu content gases. Producer gas 
and mixed (coke oven and blast furnace) gas are 
most widely used. Some higher Btu content gases 

Straight coke oven gas or natural gas—are 
available at some plants, and a few furnaces are 
fired with liquid fuel. Some oil or pitch is also 
used for carburetting the flame of the higher Btu 
content gases in some cases. On liquid fuel fired 
iurnaces, usually no steam is used for atomizing 
the fuel, this being done mechanically so that 
the combustion control of the liquid fuel furnaces 
is virtually the same as on gas fired furnaces 

This dependence on gaseous fuels in Europe 
has had tremendous effect on their open hearth 
designs. Port design, furnace lines, gas and air 
flow patterns, etc., are extremely important in 
gas fired furnaces. In contrast, on American 
liquid fuel fired furnaces, such considerations 
have been somewhat neglected, control of the 
fuel jet having been considered sufficient. 

In Europe, fuels generally are more costly than 
in America. This is reflected in furnace design 
and construction. Insulation of furnaces is much 
more complete, even front wall piers being in- 
sulated in some plants. In many instances, the 
entire furnace except for the roof is steel plated 
to minimize air infiltration. Basic main roofs 
have been partially insulated to reduce heat 
losses 

The difference in organization of work in 
American and European plants is partly the re- 
sult of the smaller size of the European plants 
and partly by preference. Since the smaller 
plants cannot afford to employ the large main- 
tenance crews, they employ graduate engineers 
who supervise and watch over furnace designs 
and construction. With the greater time allow- 
ance for furnace rebuilds, more attention is paid 
to engineering detail, careful masonry construc- 
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Fig. 1—Steel support of the 
Maerz furnace. 


tion, good workmanship, and theoretical consid- 
erations. The operators run the furnaces and 
supply data to the engineers, but have little or 
no authority as to changes of furnace design or 
construction. 

Often work is let out to outside furnace design- 
ing firms who may provide construction labor 
Such firms usually conduct research work, in- 
vestigating refractories, construction, combus- 
tion principles, and other related subjects 

With such arrangements, available materials 
and their best use is studied. Furnace design is 
used as a tool not only to improve furnace pro- 
duction, combustion and other operating char- 
acteristics, but to provide best construction for 
individual refractories 

This discussion has outlined major factors 
which cause differences in American and Euro- 
pean open hearth practices and furnaces. In 
general, most conditions imposed on the Euro- 
pean plants—low heat value gas fuels, large 
scrap charges, etc.-would be considered detri- 
mental to best operations here. An examination 
of the construction and refractories used in the 
European furnaces, and their comparison with 
American practices help explain how they may 
tend to offset such coriditions 

Most new open hearth furnaces in Europe are 
built with the slag pockets entirely separated 
from the furnace ends. The furnace proper and 
the ends are carried by a special steel framework 
Fig. 1 shows such a construction on a Maerz de- 
sign preheated gas fired furnace. This construc- 
tion eases the load on the slag pocket brickwork 
and contributes to ease of repair work. It permits 
the use of portable sections in the furnace ends 

Bottoms of European furnaces are similar to 
many American bottoms. They usually consist 
of fireclay brick adjacent to the pan, a sub- 
hearth of basic brick, and a working hearth of 
rammed or burned in basic grain refractories 
Bottom repair and fettling are done by hand. It 
appears that bottoms are replaced more fre- 
quently than in American practice 

Refractories used are burned magnesite brick 
and magnesite grains, or in many cases burned 
dolomite instead of the magnesite grains. Tarred 
dolomite is sometimes rammed in to form the 
bottom. Maintenance material is largely burned 
dolomite, although some grain magnesite is used 
There is no apparent advantage in this practice 
over conventional American practices 

Back walls of virtually all European basic fur- 
naces are vertical and built of basic materials 
However, they are thicker at the bottom than at 
the top, so that the inner face is sloped. The 
walls are much thicker than in American fur- 
naces, sometimes as much as 3 ft thick. The 
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courses of brick in the wall are frequently tipped 
downward from inner to outer faces to provide 
greater stability, as shown in fig. 2. The brick are 
laid tight against a steel backing plate to pro- 
vide additional support and prevent air infiltra- 
tion. The back wall is maintained by normal 
fettling. 

Front walls are similar to back walls. They 
usually include in addition, water cooling in the 
door jamb sections. With the backing plate be- 
hind the brickwork, it is virtually impossible to 
repair such walls from outside the furnace so 
that the great thickness of the walls and water 
cooling are needed. The front wall is maintained 
by fettling and by spooning refractory grains 
onto the front wall piers. By these means, it is 
possible to extend the life of both front and back 
walls, usually for the entire main roof campaign 

Campaigns of 1200 heats are not unusual in 
duplex operations under basic roofs. However, 
about 500 heats life for front walls is a more 
average condition. Life of 250 heats is considered 
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Fig. 2—General arrangement of the 
suspended arch on a European all- 
basic furnace. 


short for front walls and probably could be ob- 
tained frequently from silica front walls 

tefractories in both front and back walls are 
burned chrome-magnesite brick on the hot face 
backed up with similar brick of poorer quality, 
and fireclay or silica brick adjacent to the steel 
backing plate. Backup materials are used to re- 
duce costs. The burned chrome-magnesite brick 
used in the exposed positions are similar to the 
burned chrome-magnesite brick made by several 
American manufacturers. In the few competitive 
trials of such European and American brick, no 
significant difference in service has been ob- 
served It seems likely that the chemically- 
bonded Steel-plated, magnesite-chrome brick 
that give best service in many American furnaces 
might give better service in European furnaces 
as well 

Upon comparison, it appears that present 
American practice for both front walls and back 
Walls is far better for the existing conditions 
Heavy front and back walls not only would cut 
down furnace capacitie but would be difficult 
to replace except at cold shutdown 

Silica roofs on European furnaces are almost 
identical with American roofs. Ribbed roofs are 
most common, but occasionally roofs are laid up 
with kKey shaped brick instead of the wedge 
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Fig. 3—Longitudinal section of a Eu- 
ropean all-basic roof. 


shaped brick commonly used here. Little patch- 
ing is done, the furnaces being operated care- 
fully to protect the roofs. 

Roof life with silica roofs shows wide variation. 
Larger numbers of heats than is common in 
America are general. Roof life of 250 to 500 heats 
is not uncommon in either hot or cold metal 
operations. With many gaseous fuels, however, 
refractory life is longer than with liquid fuels 
and furnaces are designed to promote longest 
possible roof life. 

The quality of European silica refractories, 
although not as good as the best American silica 
brick, is comparable with that of much of Ameri- 
can production. Many brick made for steel plant 
use contain sand additions to decrease the alu- 
mina content to about 1 pet. The ratio of cost 
of these brick to the cost of basic materials 
is not widely variant from that in the United 
States. Thus, the greater preference for basic 
refractories in Europe is not based to any great 
extent on cost differentials or quality differences 
that are radically different from those found in 
America. 

Basic roofs are more common in continental 
Europe than in the United Kingdom. In Great 
Britain, the all-basic furnace is still in the de- 
velopment stage. Several different designs are 
undergoing tests. In continental Europe, basic 
roof designs are fairly well standardized. One of 
the most commonly used constructions is the 
Radex roof, named after the Radex-E brick made 
by the Austrian American Magnesite Co. This 
design will be used as the basis for the following 
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Fig. 4—Arrangement of filler brick be- 
tween rib courses for patching Euro- 
pean all-basic roof. 
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Fig. 5—Brick arrangement in the first 
American suspended basic roof. 


illustrations and sketches made by the Maerz 
Furnace Co., a subsidiary company of the brick 
producing concern. 

Fig. 2 shows the Radex roof. This design con- 
Sists of a combination of sprung and suspended 
constructions with frequent holding down devices 
on the outside of the roof, which determine the 
roof contour. 

The steel superstructure for such roofs is sim- 
ple. “T” shaped steel members bent concentric 
to the desired arch shape are fastened to the 
rigid furnace binding so they cannot move. The 
skewback channels are also hung from the bind- 
ing. The front skewback channel is placed di- 
rectly against the front buckstays, but the rear 
skewback channel is held a few inches away 
from the rear buckstays by large helical springs. 
These springs are sufficiently strong to support 
the entire weight of the roof. 

Ribbed construction is used and the rib brick 
are tied to the steel “T” irons by iron wires, as 
shown in fig. 3. The valleys are fully ‘sprung. In 
earlier designs, special shapes were used so that 
the valley courses were keyed between the ribs 
and supported by them. This construction was 
expensive and has been eliminated, the bonding 
between adjacent brick being depended upon to 
support sprung valley courses. Key shaped brick 
now normally are used for both rib and valley 
courses. The ribs are usually two courses, about 
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Fig. 6—Arrangement of an American 
radially suspended roof. 


5 to 6 in. wide. The valleys are usually four 
courses and about 10 to 12 in. wide. About 1 in. 
of magnesia powder insulating material is some- 
times used on top of the valley courses 

No expansion joints are left in the roof. Steel 
sheets are inserted in all joints running across 
the roof, and steel mesh or screen is used in 
joints running along the furnace. The absorp- 
tion of the oxide product of this steel by the brick 
is expected to provide some expansion relief. 

With this arrangement of steelwork, replace- 
ment of brick in the roof as a patch is difficult. 
Therefore, the only provision for patching is a 
supply of special shaped arch filler brick designed 
to fit between the external portions of the rib 
courses, as shown in fig. 4. Some reports indicate 
that the arch brick must be cut to fit the indi- 
vidual valley sections on the job. 

In the development of this design, trials of 
fully sprung roofs and sprung roofs with external 
steel jackets were tried before the including sus- 
pension designs were evolved. It is apparent that 
the use of suspension was essential to the suc- 
cess of the construction. 


Fig. 7—Wear pattern of a basic arch, 
resulting from the shearing stresses 
set up by expansion joints. 


Before evaluating merits of the Radex roof, it 
is necessary to review the develcpment of basic 
roofs in America to establish the essential re- 
quirements of a basic roof design for American 
operations. American basic roof designs are still 
in the development stage and existing roofs do 
not necessarily incorporate all desirable design 
features. However, enough experience has been 
obtained on American furnaces to indicate the 
essential features of basic roof designs. 

First attempts at suspended basic roofs for 
metallurgical furnaces in America were made in 
the copper industry. Suspended arch companies, 
refractories manufacturers, and plant operators 
were involved in this development. The develop- 
ment of suspended designs in America is illus- 
trated by sketches and diagrams from drawings 
engineered by the M. H. Detrick Co., Chicago. 

Fig. 5 illustrates the first suspended design 
used. Rectangular tile were hung vertically from 
pipes, which in turn hung from the steel super- 
structure, the desired contour being achieved by 
corbelling the brick. This design worked success- 
fully on many copper industry furnaces and is 
still used. However, in the open hearth, it was 
unsatisfactory because the corbelled sections 
wore rapidly. 

Such construction caused shearing stresses to 
be applied to all corbelled brick. Basic refrac- 
tories are relatively weak at elevated tempera- 
tures and usually will break or tear if excessive 
or unbalanced stresses are exerted upon them. 
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They are not sufficiently strong to withstand the 
stresses set up by such construction in an open 
hearth roof 

Two steel companies made trials of a succes- 
sion of such roofs with various basic refractories. 
Both were unsuccessful and discontinued their 
work. It was obvious that a design that included 
a true arched roof was essential 

Fig. 6 shows the arch that was developed. This 
is the radial roof, the brick and their hangers 
lying along radii of the arch. In this construc- 
tion, a curved steel member concentric with the 
desired arch is hung from the furnace binding. 
From it by means of hanger castings the brick 
are suspended. The brick are partially supported 
by the skewbacks, but only enough to hold them 
in desired positions. Most of the weight is car- 
ried by the suspension. 

Originally the skewbacks for such arches were 
fixed on the buckstays, but later the rear skew- 
back was suspended and moved towards the fur- 
nace centerline, being supported laterally by 
springs. Most experience on American all-basic 
furnaces has been obtained under arches of this 
design 

Such arches showed marked improvement in 
life over previous designs. However, as they be- 
came thin, they exhibited a tendency to rise and 
buckle, eventually necessitating roof patches 


HUPPORTING 


Fig. 8—Arrangement of hold 
down devices on an American 
basic roof. 


even though the bricks patched were sufficiently 
thick to endure considerable further service. The 
prings were applied to the rear skewback to cor- 
rect these conditions, but while they decreased 
the action, the rising and buckling of thin sec- 
tions of the roof continued 

When such action occurs, pressure is applied 
to the hot faces of the basic brick. This is detri- 
mental in the corbelled construction and prob- 
ably causes accelerated wear here also. However 
patching normally is required because of the 
complete loss of mechanical stability of the 
structure 

The chief cause of this rising and buckling ac- 
tion appears to be growth of the roof resulting 
from oxidation of the steel plates in the cooler 
part of tne joints. The volume of the plate oxide 
is approximately three times as great as that of 
the original steel. This oxide can be absorbed by 
the brick material and this action takes place 
rapidly near the hot end of the brick. However, 
near the cold end of the brick, absorption of the 
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oxide is low unless considerable pressure is ap- 
plied across the joint. That the oxides will be 
absorbed by the basic brick at lower tempera- 
tures has been demonstrated in rotary cement 
kilns where basic linings with plates in the joints 
are laid up without any provision for expansion 
or growth. After service at comparatively low 
temperatures, the plates are completely oxidized 
and are totally absorbed. Thus, growth of the 
roof can be stopped in two ways; first by de- 
creasing the amount of metal present, and sec- 
ond by increasing the pressure applied across the 
joints. 

Trials of various amounts of metal in the joint 
have not been concluded and have not yielded 
definite results. Somewhat less metal than has 
been common will likely prove more desirable. 
The presence of a certain amount of metal is 
essential to refractory life, and it cannot be com- 
pletely eliminated. 

The effect of pressure on the joints in inhibit- 
ing roof growth has been shown in recent trials. 
The original radial roof had fixed skews and pro- 
vided for thermal expansion only by means of 
expansion joints. This roof rose off the hangers 
shortly after the start of its campaign. However, 
it yielded one of the best results obtained to date 
To prevent the rising action, springs were ap- 
plied to the rear skewback and only low pres- 
sure was supplied. The roof as a whole did not 
rise off its hangers until the allowed skewback 
movement was completely taken up, but local 
buckling still continued. Subsequently, more 
skewback movement was allowed. As a result, 
growth of the roof increased. Recently on one 
furnace on which spring pressures have been in- 
creased so that about 10 psi is applied to the 
arch, roof growth has been materially decreased 
Further tests with varied pressures have been 
proposed to determine optimum conditions 

With pressures applied across the arch, it is 
not possible to provide for thermal expansion by 
expansion joints. The expansion must be taken 
up by springs on the skewbacks. This is advan- 
tageous because expansion joints coupled with 
plate oxidation cause shearing stresses to be set 
up in the brick, with resulting accelerated wear 

Expansion joints in service frequently close 
only at the hot face. Thus, any pressure applied 
to the brick is carried only at or near the hot 
face. Meanwhile, with the cold end of the joint 
being open, the roof brick are apt to be relatively 
loose near the joint and plate oxidation without 
absorption proceeds rapidly. This places the 
brick adjacent to the expansion joint in shear 
As soon as one brick breaks, a corbelled condi- 
tion results and the next adjacent brick is placed 
under shearing stress. The end result of such ac- 
tion is shown in fig. 7, which shows the wear 
pattern of a basic port roof recently observed 

Accelerated roof wear can occur from expan- 
sion joints regardless of whether they run across 
or along the arch. This was demonstrated by a 
series of campaigns on one basic furnace during 
which the longitudinal expansion allowance was 
increased with each consecutive rebuild. Roof 
life decreased in almost directly inverse propor- 
tion. Expansion allowances in this direction now 
have been decreased drastically. It appears that 
longitudinal expansion allowance should be no 
more than 1 pet and should occur as many 
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small joints rather than as a few large ones. 
Since it is not practical to provide thermal ex- 
pansion relief by springs along the length of the 
roof as is done across the arch, it does not seem 
advisable to eliminate all expansion joints in this 
direction. 

Since it is necessary to increase pressures on 
the joints and to decrease or eliminate expansion 
allowance to improve performance, some provi- 
sion for holding the roof down to the desired 
contour by external means must be provided. 
Ribbed construction would stiffen the arch to 
the buckling forces acting across the arch, but 
would not resist forces acting along the arch. 
Also, the extra cost of the longer rib brick and 
the increased wastage of unused brick at the end 
of a campaign tend to make this practice uneco- 
nomical. It is necessary to use external bracing 
or holding devices that will maintain both roof 
contour and position. Present American designs 
incorporate such provisions. 

Fig. 8 illustrates the features of the most ad- 
vanced present designs. This arrangement con- 
sists of a radial roof to which hold down devices 
have been added and other improvements have 
been made. The hold down is achieved by 
dropping alternate concentric curved supporting 
members to a position about 1 in. away from the 
brick where they are fixed in place. Wedges are 
inserted between the brick and the supporting 
member, each wedge being along a joint and in 
contact with eight brick. Thus, alternate groups 
of four courses each (14 in. along the roof) are 
held in fixed position. 

With this construction, roof patching can be 
accomplished. Even the held down brick are ac- 
cessible for replacement if adjacent brick that 
are not held down are Knocked in. 

Skewback suspension and support should be 
altered from existing arrangements in this de- 
sign. Best design would include springs on both 
front and backskews to minimize movement of 
individual brick. However, because of difficul- 
ties entailed in supporting door frames on the 
front wall, interference with charging machine 
movemen , etc., the spring support is confined 
to the rear skewback. Since the hold down de- 
vices will maintain the roof in a fixed contour, 
expansion of the roof cannot move the skew 
horizontally without slippage in the joints. Move- 
ment should be allowed in a tangential direction 
at the skew point. This can be done by moving 
the suspension point of the skewback channel 
to a position along the radius of the arch to the 
skew point and by canting the spring to the 
tangential position. Fig. 9 shows a preferred 
design. 

These arrangements satisfy virtually all re- 
quirements of the basic refractories. Pressure is 
kept away from the hot face and is distributed 
evenly. If oxidation growth occurs, the resulting 
increased pressures will affect cnly the cold ends 
of the brick where they are amply strong to 


withstand the stresses set up. Such construc- 
tion should yield excellent results. 

Summarizing the foregoing, the most essential 
design features for basic roofs in American prac- 
tice are: 1—-Adequate suspension of all the brick 
in the roof. 2—-A true arched contour. 3—-Exter- 
nal bracing of the roof which will prevent de- 
formation of the arch. 4—No expansion joints 
across the roof and less than 1 pct expan- 
sion allowance along the length of the roof to 
be provided in small increments. 5—-Spring skew- 
back support which allows movement tangential 
to the arch. 6—Skewback support springs of suf- 
ficient strength to provide pressures approach- 
ing those normal in sprung arches. 7-—-Provision 
for hot patching of the roof. 

In considering European roof designs on the 
basis of these essentials, several shortcomings of 
the European designs are evident. Suspension 
arrangement of such designs probably are not 
strong enough to carry the weight of American 
roofs. The skewback arrangement does not al- 
low the best movement. No provision for hot 
patching of the roof is allowed. 

In other respects, European designs meet the 
requirements of American practice. To their ad- 
vantage, installation cost would be less than that 


Fig. 9—Preferred skew arrange- 
ment and support for American 
basic roofs. 


of American designs because of the lighter steel- 
work and absence of hanger castings. However, 
this would be more than offset by higher repair 
costs. 

In general, it appears that being faced with 
Similar problems, American and European engi- 
neers have arrived at answers that are almost 
identical in engineering principles, but American 
designs are better suited to American practices. 


Part II of this article wili appear in the July issue 
Of JOURNAL OF METALS 
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Vanadium Treated, Non-Aging, Rimming Steel 


For Deep Drawing Quality Sheet 


by S. Epstein, 


H. J. Cutler and J. W. Frame 


YOR many years sheet steel for drawing has 

been made of rimming steel and most drawing 
sheet is still so made. One of the main advan- 
tages of rimming steel is its very good surface. 
Ordinary rimming steel has a serious drawback, 
however, in being subject to aging during stor- 
age. Such aging may be the cause of increased 
hardness, reduced drawability, and the formation 
f stretcher strains in the drawn part 

To obviate aging aluminum-killed steel came 
into use for deep drawing sheet about 15 years 
azo. This steel is killed by adding to the molten 
steel about 4 or 5 lb of aluminum per ton of steel 
Sheet made of such aluminum-killed steel is 
non-aging. Properly skin-rolled sheet of this sort 
will not show stretcher strains in drawing, even 
after the longest storage periods; nor will there 
be an increase in hardness. The non-aging alum 
inum-killed steel has excellent deep drawing 
properties. Despite the large addition of alum- 
inum the interior of sheet made from such steel 
is surprisingly free of aluminum-oxide inclusions 

The surface of aluminum-killed steel sheet, 
however, is not as good as that of rimming steel 
sheet. The poor surface of aluminum-killed steel 
seems to be caused by aluminum-oxide inclu- 
sions, which form at the outer surface of the 
ingot as the steel is poured and solidifies. Surface 
defects caused by such aluminum-oxide inclu- 
sions may not only mar the appearance of the 
drawn part but also may be a cause of breakage 

Because of this serious disadvantage of alum- 
inum-killed steel, a way was sought of making a 
rimming non-aging steel. Vanadium combines 
readily with nitrogen and does not act as a 
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strong deoxidizer, and by its use steel can be 
rendered non-aging without killing. Vanadium 
proved a weak deoxidizer, not much stronger 
than manganese, but it has a strong affinity for 
nitrogen. Thus, the addition of about 0.05 pct 
vanadium, or about 1 lb per ton of steel, to rim- 
ming steel does not deoxidize the steel enough 
to affect the rimming action. Yet sheet made 
from such vanadium-treated rimming steel can 
be completely non-aging. 

The vanadium-treated non-aging steel rims 
perfectly, has the good surface characteristic of 
rimming steel, and has good deep drawing prop- 
erties. Over 100,000 tons of vanadium-treated 
sheet steel have been produced. Every heat of 
this steel rimmed perfectly, without a single ex- 
ception. The vanadium-treated steel has been 
used for some of the toughest deep drawing jobs, 
such as in the fabrication of most difficult auto- 
mobile front fenders. However, the bulk of it has 
been applied on deep drawing jobs of medium 
severity 

To explain better the use that may be made of 
vanadium-treated deep drawing steel, the differ- 
ence between deep drawing steel delivered as 
sheets and in coils must be understood. In recent 
years there has been an increase in demand by 
sheet consumers for sheet steel in coil form 
Many customers want drawing sheet delivered in 
coils because these can be blanked with less 
handling than separate sheets and because the 
blanks can be better spaced and fitted-in so as 
to reduce scrap loss. 

The poorer surface of aluminum-killed steel is 
a greater drawback when the steel is delivered in 
coils. Processed as sheets, individual defective 
sheets can be rejected during mill inspection and 
the prime material can be shipped. In the case 
of coils, however, a defective portion of the coil 
can not be rejected and the rest of the coil 
shipped. A whole coil either must be rejected or 
shipped. Since many coils of aluminum-killed 
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steel contain some steel with poor surface it is 
impossible to reject all such coils. A greater 
amount of surface defects in coils of aluminum- 
killed steel than in coils of rimming steel must 
be expected. 

The good surface of vandadium-treated rim- 
ming steel, therefore, becomes especially advan- 
tageous when the steel is shipped in coil form. 
As a consequence most vanadium-treated steel 
now being made is processed and shipped as coils. 

The high cost of vanadium makes it necessary 
to utilize the product of the whole ingot for deep 
drawing, including the top cuts. It has seemed 
preferable not to risk using these top cuts on the 
toughest jobs. 

On the jobs of medium severity on which the 
bulk of the vanadium-treated steel has been ap- 
plied, such as automobile hood tops, quarter 
panels, and some front fenders, vanadium steel 
has made an excellent record. On these jobs 
it previously had been found necessary to use 
aluminum-killed non-aging steel. The vanadium- 
treated rimming non-aging steel gave appreci- 
ably lower breakage rejections in these stampings 
than either our Bethlehem’s aluminum-killed 
steel or that of competitors. This was probably 
the result of the better surface of the vanadium- 
treated steel. There is, of course, a large ton- 
nage in these deep drawing jobs of medium se- 
verity. 

In making the vanadium steel the same open 
hearth practice is used as for ordinary rimming 
steel for deep drawing except that 1 lb of vana- 
dium per ton of steel is added in the ladle. The 
rimming action in the molds is controlled with 
small aluminum additions, just as with ordinary 
rimming steel. 

In the slabbing mills the same yields are ob- 
tained as in ordinary rimming steel, that is about 
85 pct yield, and the same amount of condition- 
ing by scarfing is given the vanadium steel. For 
the same final gage of the deep drawing sheet 
the vanadium steel can be hot rolled to a thicker 
hot band than aluminum-killed steel. This is a 
marked advantage, especially in wider sheets. 
The thicker hot band gives less surface to be 
pickled and is easier for the hot mill to handle 
The reason the thicker hot band can be used 
with the vanadium steel is that the amount of 
cold reduction with aluminum-killed steel must 
be held under 50 pct to get the desired coarse 
as-annealed grain; whereas with rimming vana- 
dium-treated steel, it is possible to get a satis- 
factory as-annealed grain with cold reductions 
of as much as 60 pet. 

To obtain the desired grain structure after 
coid reducing and annealing in ordinary rimming 
steel and in aluminum -killed steel, it is advisable 
to cool the hot band rapidly with water sprays as 
it emerges from the finishing stand, and to coil 
it cold or under about 1200°F. With the vana- 
dium-treated steel. it was discovered that the 
best grain structure after annealing is obtained 
by finish rolling the hot band at a high tempera- 
ture of over 1600 F, and then coiling it hot, or 
above approximately 1400° F. 

Vanadium costs $2.90 per lb so that the addi- 
tion of a pound of vanadium per ton of steel adds 
$2.90 to the ingot cost, or approximately $4.50 to 
the cost of the finished product, since the yield of 
prime product is only about 2/3 of the ingot 


Table I—Additions to Vanadium-Treated Rimming 
Non-aging Steel 


Where 
Added 


Amount Added 


Addition Per ton of Steel 


Ferromanganese, 80 Pct Furnace 3.6 lb 
Ferromanganese, 80 Pct Ladle About 7 Ib 
Ladle 1.4 1b 


2.0 lb 
(1lb vanadium) 


Silicomanganese, 67 Pct 


Ferrovanadium, 52 Pct Ladle 


Sodium Fluoride Mold 1 0z 
Varied to control 
Mold rimming action, 
usually about 
15 OZ 


Shot Aluminum 


weight. This high cost of the vanadium in vana- 
dium-treated steel as against the much lower 
cost for the aluminum in aluminum-killed steel 
may be made up, however, by: 1—-The better slab 
yield in the vanadium steel than in aluminum- 
killed steel; 2—Less surface conditioning, 3 
Using a thicker hot band; and, above all, 4—-Low- 
er rejections for poor surface during inspection 
of the finished product. 

A somewhat less obvious point in favor of the 
vanadium steel is that a greater percentage of 
prime deep drawing sheet can be obtained from 
a given ingot tonnage with vanadium-treated 
steel than with aluminum-killed steel. Under 
the particular conditions at Bethlehem Steel Co., 
this increase in prime deep drawing product is 
about 8 pet. The difference between the cost of 
vanadium-treated steel and aluminum-killed 
steel will vary from plant to plant, depending on 
such factors as 1—-whether or not the aluminum- 
killed steel is hot topped; 2—tht facilities for 
rapid charging after stripping (the surface of 
aluminum-killed steel appears to be more sensi- 
tive to injury because of long “time-out” after 
stripping) ; 3—-whether the top slabs of aluminum- 
killed steel are diverted to applications other than 
deep drawing steel, 4—on the type and amount 
of slab conditioning used on aluminum-killed 
steel, and 5—on the facilities for cold coiling 
after hot rolling the hot band. In many cases the 
cost of the vanadium steel will be no more than 
that of aluminum-killed steel, and it may even 
be substantially less. The fact is that aluminum- 
killed steel is much more expensive to make than 
many steel mills probably realize. 

There is little consistency about the surface of 
aluminum-killed steel. After a run of passable 
surface there may be an epidemic of bad surface, 
with the rejections of the finished product run- 
ning as high as 20 pct. The bad surface of alum- 
inum-killed steel was recognized from its incep- 
tion and it has not been overcome yet. Such 
recourses as pouring through splash cylinders, 
adding special fluxes such as cryolite in the mold, 
special mold coatings, and entirely skinning and 
pickling the slab have been found to be relatively 
ineffective. On the other hand, vanadium rim- 
ming non-aging steel provides, in large measure, 
a solution to this problem. 

As has been stated, open hearth melting 
practice for the vanadium-treated steel is the 
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same as that of ordinary rimming steel for draw- 
ing, except for the addition of the vanadium. 

Table I shows additions made to the molten 
vanadium-treated steel The ferromanganese 
additions conform to usual practice and are in- 
tended to give a manganese content in the fin- 
ished steel of about 0.3 pct. The silicomanganese 
addition is not a special requirement, but it was 
part of the practice before vanadium treatment 
was started and was left unchanged. No adverse 
effects have been found on either the rimming 
action or on the cleanliness from this use of sili- 
comanganese instead of aluminum. It is, how- 
ever, more common to use the latter. 

There has been no adverse effect on cleanli- 
ness from the ferrovanadium addition. The fer- 
rovanadium is added to the ladle after the ferro- 
manganese and silicomanganese additions, so as 
to obtain the optimum recovery of vanadium 
This recovery has averaged about 65 pct. Ladle 
additions are made after about 1 3 of the heat 
has been tapped 

The small mold addition of sodium fluoride, the 
same as in ordinary rimming steel, is made to 
improve rimming action. For controlling this 
about '. oz of shot aluminum in the mold per 
ton of steel usually is required on vanadium- 
treated steel. This amount of aluminum aver- 
ages only slightly less than with ordinary rim- 
ming steel. Most excellent rimming action in- 
variably has been obtained on the vanadium- 
treated steel 

For full non-aging properties, a residual va- 
nadium content of about 0.03 pct should be ob- 
tained. With appreciably than this, poor 
non-aging quality may occur. This residual con- 
tent of 0.03 pct will be obtained by adding 1 lb of 
vanadium per ton of steel, with a recovery of 
vanadium of 65 pct 

In hot rolling vanadium-treated steel it has 
proved desirable, when wishing to get as soft 
steel as possible, to finish the hot band at a high 
temperature—over 1600 F-—-and then coil it hot 

at about 1400°F—-without cooling with water 
sprays along the runout table 


less 


Fig. 1 illustrates the effect on the as-annealed 
grain size of the vanadium-treated steel coiled 
cold and coiled hot After cold coiling the as- 

Fig. 1—After coiling cold, vanadium- 
treated steel has finer as-annealed grain 
size at the surface, shown in upper area 
of A. After coiling hot, the as-annealed 
grain size at the surface is coarser, about 
the same size as in the interior area, as 
shown in B. (100x) 
Pod 
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Fig. 2—Stress-strain curves for 


annealed structure shows fine grain near the 
surface. After hot coiling, the as-annealed grain 
structure at and near the surface comes out 
coarser and the steel consequently is softer 

The vanadium-treated rimming steel is fully 
as non-aging as the aluminum-killed steel. One 
of the most convenient and accurate ways of dis- 
tinguishing between aging and non-aging steel 
is to determine the tensile strength at room tem- 
perature and at the so-called “blue heat" tem- 
perature of about 400°F. Aging steel has a con- 
siderably higher tensile strength at 400 F than 
at room temperature, whereas non-aging steel 
has a considerably lower tensile strength at 400°F 
than at room temperature. 

The difference between 
steel, as manifested by tests at 400 F is shown 
in the upper half of fig. 2. The ordinary rim- 
ming steel being an aging steel shows a much 
higher tensile strength at 400°F whereas the 
aluminum-killed and the vanadium-treated 
steels, being non-aging, show a lower tensile 
400 F. In regard to this character- 
non-aging steel, the vanadium-treated 
behaved exactly as the aluminum-killed 
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The tensile test results in the lower half of 
fig. 2, these tests having all been made at room 
temperature, manifest the aging phenomenon 
not by the increase in tensile strength at 400 
F but by the return of the yieid point after skin 
rolling and aging at 212° F. The ordinary rim- 
ming aging steel, which shows a higher tensile 
Strength at 400° F, shows a return of the yield 
point upon accelerated aging at 212° F after skin 
rolling. The non-aging steels, which show a low- 
er tensile strength at 400° F, do not show a re- 
turn of the yield point upon accelerated aging at 
212°F after skin rolling. In such steel, aging will 
not cause the reappearance of stretcher strains 
after skin passing, even after the most prolonged 
storage periods. In this respect also, the vana- 
dium steel is fully as non-aging as the alum- 
inum-killed steel. 

In fig. 3 tensile samples are shown of aging 
and non-aging steel tested at room temperature 
and at 400° F. In samples tested at room tem- 
perature, there is practically no difference be- 
tween the ordinary rimming steel aging sample 
and the two non-aging samples; all three samples 
showing about the same high ductility. In the 


samples tested at 400 F, however, the two ordi- 
nary rimming steel aging samples look quite dif- 
ferent from the two non-aging samples, the aging 
samples showing much lower ductility 

The difference between the tensile strength 
at room temperature and at 400° F has been 
termed the aging index. Table II shows typical 
hardness and tensile properties of aging and 
non-aging steel and also typical! aging indexes 
It will be observed that the ordinary rimming 
aging steel has a plus aging index (+8000 psi), 
indicating that the tensile strength at 400°F is 
8000 psi higher than at room temperature. The 
non-aging steels each have a minus aging indea 
(—-7000 psi), indicating that the tensile strength 
is 7000 psi lower than at room temperature. A 
minus aging index as large as—-7000 psi indicates 
fully non-aging steel. 

The vanadium-treated rimming steel has this 
large minus aging inder, just as large as the fully 
aluminum-kiiled steel. The Rockwell B hard- 
nesses and the elongations in the tensile test of 
the vanadium-treated steel are likewise the same 
as in the fully aluminum-killed steel. 

The high cost of vanadium makes it necessary 
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Fig. 3—Appearance of samples of aging 
and non-aging steels tested at room 
temperature (left) and at 400 F. (right). 


to utilize the product of the whole ingot of va- 
nadium-treated steel for deep drawing purposes, 
including the top cuts. Data comparing the com- 
position and properties of top and bottom cuts 
of vanadium-treated steel are, therefore, of in- 
terest 

Table III shows representative average anai- 
yses from 160 top and bottom cuts of 80 ingots 


Table I1—Typical Hardness and Tensile Properties 


Vana- 
Alumi- dium- 

Ordinary num- Treated 

Rimming Killed Rimming 
Steel Steel Steel 
Hardness, Rp 40 40 39 
Yie'd Strength, Psi 26,000 24,200 24,500 
Tensile Strength, Psi 43,200 44,500 43,300 
Elongation in 2 in., Pct 41 42 42 
Aging Index, Psi 8,000 7,000 7.600 


from 20 heats of vanadium-treated steel. The 
full slab yield from the ingot is 85 pct, the top 
crop being 9 pct, the bottom crop 4 pct, and the 
scaling loss 2 pct. These ingots were divided into 
three equal cuts—-top, middle, and bottom cuts. 
Samples for analysis were taken from the fin- 


ished sheets, from the top and from the bottom 
cuts from the midway position in the sheet, be- 
tween the edge and center. The sheet to repre- 
sent each cut was selected at random. 

As may be seen in table III, there was no sig- 
nificant difference in the average analyses in 
carbon, manganese, and vanadium between the 
top and bottom cuts. The average analyses for 
sulphur from the top cuts were somewhat higher 
than average analyses from the bottom cuts. 
However, the sulphur contents in the top cuts 
were not unduly high. 


Table I11—Difference in Composition Between Top 
Cuts and Bottom Cuts of Vanadium Steel” 


Analysis, Pct Top Cuts Bottom Cuts 


Carbon 0.05 
Manganese 0.27 0.27 
Sulphur 0.029 0.025 
Vanadium 0.034 0.035 


* Average analyses from midway between edge and 
center of sheet from 160 top and bottom cuts of 80 
ingots from 20 heats of vanadium-treated steel] 


Table IV presents data on the properties and 
performance of sheet from top cuts and bottom 
cuts of a heat of vanadium-treated steel. This 
was a 135-ton heat and the sheet product of the 
whole heat, including the entire product of the 
top cuts, was used for drawing a difficult front 
fender. In this heat each ingot was divided into 
only two cuts, a top cut and a bottom cut 

There was very little difference between the 
composition and properties of the top and bot- 
tom cuts. In regard to performance, the amount 
of breakage was somewhat higher on the top 
cuts than on the bottom cuts, but considering the 
severity of the job performance of the top cuts 
was Satisfactory. 

The properties shown in tables II and IV were 
obtained after processing as sheets. When proc- 
essing as coils, the properties may not be quite 
as good. However, excellent performance, both 
with regard to low breakage and freedom from 
stretcher strains, of a large tonnage of vana- 
dium-treated steel in jobs of medium severity in- 
dicates that vanadium-treated steel in coil or 
sheet form is applicable to such jobs, and the 
top cuts as well as the bottom cuts can be util- 
ized. 


Table IV—Composition, Properties, and Performance of Top and Bottom Cuts of Vanadium Steel." 


Composition, Pct 


Top Cuts Bottom Cuts 
Cc Mn Ss P Vv c Mn Ss P v 
PROPERTIES 005 029 0030 0006 0.044 004 026 0026 0006 0.037 
Hardness, Rs 37 35 
Yield Strength. Psi 27,850 27,650 
Tensile Strength. Ps 44.500 43,550 
Elongation in 2 in. Pet 42 43.5 


Aging Index, Psi 


PERFORMANCE: 
Breakage in One of the Most Diffi 
cult Front Fender Stampings, Pct 


5800 7709 


3.4 1.7 


* Average analyses, hardness, tensile and aging properties, and performance of 0.045 in. gage sheet from 
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N experimental program was undertaken 
£ early in 1947 by Great Lakes Steel Corp., to 
determine the value of oxygen in open hearth 
steel production and to devise a means of oxygen 
introduction into the bath for carbon removal. 


This oxygen introduction had to: 1—Offer no 
interference with the normal flow of materials 
across the charging floor, 2—-serve as an efficient 
tool during the refining period, 3—be operated 
easily and efficiently by the furnace operator, 
namely the first helper, requiring no additional 
furnace crew members, 4—be of such a design 
as to be an integral part of furnace equipment 
requiring a minimum of maintenance. 

With these aims in mind, the Engineering 
Dept. of the company designed and constructed 
a system utilizing water-cooled, high-velocity 
jets, developed with the Linde Air Products Co., 
which has functioned quite satisfactorily. 

Each of the four 250-ton furnaces in the No. 2 
Shop has two water-cooled jets on individual mo- 
torized injector mechanisms above the platform 
at the rear of the furnace, mounted so that the 
jets can be introduced through a water-cooled 
port in the backwall to a position over the bath 
opposite Nos. 2 and 4 charging doors, respec- 
tively, midway between front and backwall. Lo- 
cation of the jets is as shown in fig. 1 

Oxygen of 99.5 pct purity is supplied by a 
Driox plant to all furnaces in the shop by a 6-in 
main, from which 4-in. lines feed individual 
regulator stations at each furnace. From this 
point, a 2!5-in. line leads through a quick open- 
ing solenoid valve, operated from the control 
board, to a point near the front of each injector 
mechanism where a_1's-in. flexible, high- 
pressure hose connects. This hose carries oxygen 
to the hose entrance at the rear of the jet. A 
bypass arrangement around the solenoid valve 


A. E. Reinhard is Superintendent of Steel Production 
at Great Lakes Steel Corp., Detroit. This paper was 


presented at the 1950 Open Hearth Conference of the 
Iron and Steel Div., AIME, at Cincinnati 


Oxygen Jets Through the 


Open Hearth Backwall 


by A. E. Reinhard 


is provided so that a reduced oxygen flow through 
the jet prevents possible plugging of the jet 
nozzle when positioning over the bath. A safety, 
hand valve in the oxygen line, located at the 
end of the 212-in. pipe and opened just prior to 
operation, permits the bypass to function 

The jet itself is about 20 ft long, made up of 
an 18 ft length of 4!2-in. OD seamless steel tub- 
ing through which runs concentric pipes carry- 
ing oxygen and cooling water to a replaceable, 
nozzled, copper head. This head is brazed to the 
entry end of the jet tube. The jet head, pre- 
ferred after considerable experimentation, is 12 
in. long 4'!, in. OD at its junction point with 
the jet-tube, tapering to 41,4 in. OD at its rounded 
nose. A 17/32-in. (0.531l-in.) diam. hole, drilled 
at a 45° angle to the longitudinal axis of the 
jet head and at a point along the taper behind 
the nose, serves as the nozzle. This injects oxy- 
gen from the underside of the jet head when in 
position over the bath. Detail of the jet, in a 
cutaway cross-section, is shown in fig. 2. Oxygen 
pressure at the jet for the recommended flow 
rate of 30,000 cu. ft per hr is 140 to 160 psi. 

Cooling water, both supply and return, is car- 
ried through 2-in. lines and 2-in. flexible hose 
at a pressure of 20 to 25 psi. The flexible hose 
section of the water system parallels that of the 
oxygen supply system providing freedom of jet 
movement. Under operating conditions, this cool- 
ing method has proved quite adequate as the 
temperature of return water is only slightly 
higher than that of the service supply. 

The jet and its injector mechanism, mounted 
at the rear of the furnace, with the jet in its re- 
tracted position, is shown in fig. 3. A safety 
platform, not shown, is provided at each jet for 
safe maintenance. It extends out over the pit 
sufficiently to permit servicing the rear of the 
installation. The backwall port, the jet and its 
manner of suspension, the motorized traversing 
mechanism and limit switches, and the trough 
arrangement supporting the flexible hoses feed- 
ing the jet can be seen. Movement of the jet is 
controlled from the rear of the furnace and from 
an operating board on the charging floor. The 


JUNE 1950, JOURNAL OF METALS—835 


4 
‘ 
V4 
‘ 
Va 
Nate: 
+¢ 
i 
ume 
Gs 
, 


approximate 15 angle at which the jet enters 
the furnace and approaches the bath is shown in 
fig. 3. When coupled with the 45° nozzle angle 
incorporated into the jet head used, oxygen 
Stream to the bath is provided with an angle 
of incidence of 60° from horizontal or 30° from 
normal. The path of the oxygen stream is in- 
clined toward the furnace frontwall. Also evi- 
dent in this installation is the adequate platform 
space behind the furnace so that no appreciable 
interference is experienced with pit operations 
A certain amount of experimentation has been 
necessary with flow rates, position relative to the 
bath, number and size of nozzles, jet head de- 
ign, stage of heat, slag condition, and furnace 
operation to provide an efficient refining tool 
of minimum hazard to the furnace and oper- 
ators and requiring minimum maintenance 
Trials, carried out at medium carbon levels, the 
first jet head used was of goose neck design hav- 
ing a thread-in, divergent nozzle of 17/32-in 


Fig. 1—Location of the open hearth 
oxygen jets in use at Great Lakes 
Steel Corp. 


throat designed to operate at an oxygen flow 
rate of 20,000 cu. ft per hr. 

Excessive burning out of the nozzle plus in- 
ibility to penetrate the bath brought about a 
simultaneous change involving an increased flow 
rate to 30,000 cu. ft per hr and a single straight- 
walled, drilled-out nozzle 17/32-in. diam. With 
the increased velocity of the oxygen stream 
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Fig. 2—The jet is 4!. in. seamless 
tube carrying concentric pipes for 
oxygen and water for cooling. The 
head of the jet is copper, which is 
brazed to the entry end of the tube. 


through the straight-walled nozzles, nozzle burn 
outs were minimized and penetration was Ssatis- 
factory 

Two jets, operating in this manner at a height 
of 6 to 8 in. above the slag, efficiently directed 
oxygen through the slag to the interface, quickly 
creating a carbon boil over the entire bath. With 
optimum flow rate and nozzle size determined, 
the evolution of the jet head to the design now 
in use, shown in fig. 4, consisted of streamlining 
to facilitate cleaning and retraction from the 
furnace. Fig. 2 shows the same jet head in 
cross section as an integral part of the jet. 

Trials have been made also with multiple- 
nozzle jet heads positioned above and immersed 
in the slag, as with the single hole design de- 
scribed. Difficulties again were experienced with 
nozzle burn out and decreased efficiency because 
of the lack of penetration. No advantage in 
minimizing splash was realized with the mul- 
tiple-nozzle design over the single-hole jet head 

Initially, oxygen injection periods were re- 
Stricted to starting, at bath carbons of 0.30 to 
0.40 pet or less. The purpose was to accomplish 
as much as possible without risking considerable 
refractory damage. Experience has shown since 
that limiting starting carbons to that range has 
proved optimum practice for the No. 2 Shop, 
which makes soft and low alloy grade heats 
charged to melt-in at 0.45 pct carbon. 


Fig. 3—The jet and 
injector mechanism 
mounting at the rear 
of the furnace. This 
arrangement permits 
complete control of 
the injector mechan- 
ism either from the 
rear of the furnace or 
from a control panel 
in front. 
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With all or nearly all the lime up, and at least 
partially in solution at the start of the jet period, 
a rapid shaping up of the slag is possible. This 
is equally as advantageous as the speed with 
which bath carbon can be reduced. Water 
cooled jets permit the operator to continue firing 
his furnace and maintain slag temperature and 
fluidity, thereby taking full advantage of bath 
agitation and increased bath temperature in 
slag conditioning. Splashing under the jets is 
greatly reduced when injecting through an open 
Slag, and free passage of the gaseous reactants 
is permitted without creating a foamy condition 
The volume of combustion gases passing through 
the furnace, with continued firing, assists in 
protection of the roof by carrying fine particles 
and fumes to the furnace ends. The jet practice, 
as outlined, enables the operator to use bath 
oxygen for rapid decarburization with slag con- 
dition keeping pace, so that when tapping-car- 
bon is approached the heat is ready for the 
melter 

The time from the end of jet period to tap is 
approximately 30 min, employing the practice 
described. The creamy tapping slag desired is 
attained quickly by the addition of small amounts 
of fluorspar. This reduces the thickened condi- 
tion usually existing at the end of the jet period. 
Bath temperature is usually sufficient to elimi- 
nate the need of additional time to attain tap- 
ping temperature. 

Although general practice is to employ two 
jets simultaneously, each using oxygen at 30,000 
cu. ft per hr when bath carbon is within range 
or lower, there are variations in practice that 
should be mentioned. Heats melting in at car- 
bons over 0.40 pet are ored down to the pre- 
ferred range before using jets. Heats melting 
in at carbons under 0.20 pet usually are worked 


Table I 
Bath and Slag Changes Resulting from Use of Oxygen 
Slag 
Analysis, 

Bath Analysis, Pet Pet 

Cc Mn P S FeO FeO 

Start of Jet O.* 0.42 0.17 0.057 9.036 0.122 14.25 
After 30 min 

Jet O 0.11 0.12 0.014 0.030 0.254 22.58 
20 min after 


O, period 0.08 0.10 0.008 0.027 0.338 23.25 


*Oxygen at 60,000 cu. ft per hr through two jets 
30,000 cu. ft per hr through each jet 


with a single jet. On occasion, when only one 
jet is available for usage, heats are worked with 
jet oxygen and feed ore in conjunction. 

Operation of this jet installation has not re- 
quired the addition of any men to the individual 
furnace crews. One maintenance man employed 
on each turn services the four furnaces; oper- 
ating the regulator stations and inspecting the 
equipment in the interests of safety. Operation 
of the mechanized jets is handled by the first 
helper. There are two manual operations in- 
volved; the opening of the backwall-port door 
and a safety hand-valve in the oxygen line be- 
tween the quick opening valve and the jet. 
Switches controlling the movement of the jets 
and the opening and closing of the flow valves 
are located on the furnace board. Positioning of 


Fig. 4—Considerable experimentation 
with jet heads resulted in the choice 
of this single-hole type. 


the jets over the bath usually is done from the 
control panel by sighting through an opened 
charging door 

To determine rates of carbon elimination, 
chemical analyses were run on series of samples 
taken just prior to, immediately after and 20 
mins. after jet oxygen periods. This latter test 
approximated the observed time necessary, after 
shut off, for the induced bath action to subside. 
Averaged carbon removal rates, starting at the 
level of 0.30 to 0.40 pet carbon and reducing to 
0.08 pct, for the several jet practices were deter- 
mined as follows: 
1—Two jets, each at 30,000 cu. ft per hr, 1.00 
point per min; 2-—-One jet at 30,000 cu. ft per hr 
with ore, 0.85 point per min; and 3—One jet at 
30,000 cu. ft per hr, 0.65 point per min. 

Typical of the changes brought about in both 
Slag and steel are the analyses shown in table I, 
determined on tests taken as indicated on a low 
alloy heat. 

The efficiency of the two jet operation, based 
on the assumption that the volume of oxygen 
injected entirely accounts for the carbon re- 
moved, is estimated to be in the range of 80 to 
85 pct. 

Oxygen consumption by jets, for a four fur- 
nace operation producing 511 heats over a four 
month period, averaged 45 cu. ft of oxygen per 
net ton of ingots. Jets were used singly or in 
pairs on 60 pct of the heats in this group, the 
balance melting in such that jets were not needed 
or advisable. 

Maintenance of the jets and associated equip- 
ment has not been unduly excessive. The usual 
care required in the employment of equipment 
using high purity oxygen is necessary and, when 
properly carried out, insures adequate life of 
hoses, piping, valves, and other equipment. The 
service life of the replaceable jet heads now in 
use has been about 100 hr, providing optimum 
practice is employed. Oxygen flow rates less than 
the desired 30,000 cu. ft per hr per jet adversely 
affect the degree of penetration achieved and 
induce rapid nozzle burn out 
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Setting 


Ladle Nozzles 


various practices used by the steel indus- 
try for setting pouring nozzles in steel ladles 
can be classified under two general descriptions: 
(1-Where the nozzle is set from the inside of the 
ladle, after the lining is cool, and (2—-Where 
facilities are incorporated for removal and re- 
placement of the nozzle from the outside of the 
ladle bottom while the lining is still hot. A vari- 
ation of the latter method has been in continu- 
ous use for many years at National Works, Na- 
tional Tube Co., on both 60-ton bessemer ladles 
and 185-ton open hearth steel ladles. 

The practice consists of the use of a removable 
nozzle plate, which is detached from the bottom 
of the ladle permitting the old nozzle to be 
broken out. The new nozzle, after being plas- 
tered with mud, is inserted into the nozzle brick 
opening and the nozzle plate is replaced and 
keyed into position. After sealing the nozzle hole 
with mud and securing a sand plate over the hole 
in the nozzle, the ladle is ready for use. The en- 
tire interval from the time of finish pouring the 
last heat to the time the ladle is ready for the 
next heat is only 12 to 15 min 

The illustration shows a cross section of the 
nozzle arrangement with the stopper and nozzle 
in position. Surrounding the nozzle is a well 
brick, below which is a sleeve brick that rests on 
the ladle shell. A 2-in. extended removable noz- 
zle plate is keyed to the bottom of the ladle by 
key bolts extending through the shell. The bot- 
tom face of the nozzle plate is provided with lugs 
into which a sand plate is inserted and secured 
by small sand plate wedges 

The nozzle in use at National Works is 141, in. 
long, although any length nozzle may be used by 
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by W. G. McDonough 


varying the depth of the nozzle plate or by alter- 
ing the depth of the well. The diameter of the 
nozzle is 7 in. 

The well brick consists of two equal sized halves 
that form a square when placed together, measur- 
ing 18x 18 in.; the well depression is 16 in. diam 
and 3 in. deep with an additional 3-in. high shoul- 
der at the bottom of the 7'4-in. diam well. The 
sleeve brick is a one piece refractory block 12 in 
square, 5 in. thick, and has a 7!4-in. diam hole 

The nozzle plate may be either cast or fabri- 
cated, but fabricated plates are less expensive to 
make. The plate is secured to the bottom of the 
ladle by three 1-in. bolts which have slots for the 
insertion of small Keys to hold the nozzle plate in 
position 

The sand plate is nothing more than a 9x18 
in. piece of !4-in. flat steel plate, rounded on one 
end to facilitate sliding into the lugs in the noz- 
zle plate. It has a 34-in. hole in the opposite end 
for inserting a hook to pull it out when opening 
up the heat. The small wedges, inserted between 
the nozzle plate lugs and the sand plate, secure 
the plate into position. 

The operations in changing a nozzle on a 185 
ton open hearth ladle start with the time the 
used stopper is knocked out of the ladle until the 
ladle is opened up to pour the succeeding heat 
The gooseneck is sledged to drop the stopper 


W. G. McDonough is Superintendent of the Open 
Hearth and Bessemer Dept., of the National Works of 
National Tube Co. This paper was presented at the 
1950 Open Hearth Conference of the Iron and Steel 
Div., AIME, at Cincinnati 
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from a used ladle; the keys are knocked out of 
the plate bolts; and the nozzle plate is pried off. 

A short bar, having a right angle hook on the 
working end, is inserted into the nozzle hole to 
break out the old nozzle. After the old nozzle is 
completely removed, the inside surface of the 
opening is cleaned out and any rough places are 
smeared with mud by hand. 

The new nozzle, smeared all over with mud, is 
inserted into the ladle. This mud is made by 
grinding 24 parts white plastic clay with 5 parts 


| 


Cross section of nozzle arrangement 
showing stopper and nozzle in position. 


graphite, and mixing to a consistency of soft 
putty. The nozzle, after being covered with about 
1 in. of mud, is inserted into the nozzle opening 
in the ladle. 

After the mudded nozzle has been pushed half 


way in by hand, the nozzle plate is placed on the 
end of the nozzle. The holes in the plate are 
lined up with the bolts in the bottom of the ladle, 
and the plate is tapped simultaneously on either 
side to drive it into final position. The small keys 
are driven into the slots in the nozzle bolts to 
secure the plate fast to the bottom of the ladle. 
To insure against leaks through the nozzle, the 
end of the nozzle hole is smeared with mud be- 
fore inserting the sand plate. 

The sand plate, inserted endwise through the 
three small lugs on the base of the nozzle plate. 
is keyed into position by driving wedge pins be- 
tween the lugs and the plate. 

Just prior to setting the stopper, a small scoop 
of white sand is poured into the well from the 
edge of the ladle. Just enough is used to fill the 
hole in the nozzle and form a light cushion for 
the stopper head. The sand prevents steel from 
entering the nozzle hole before the heat is 
opened up. 

The advantages of this method of changing 
nozzles are several. Ladles need be out of service 
only 12 to 15 min between pours to change noz- 
zles. Furnace time often can be saved by tapping 
into a hot ladle instead of recarburizing the heat 
with hot metal and holding it in the furnace to 
gain temperature. A light ladle skull may be 
melted out by using the hot ladle immediately on 
the next heat. 

No work is required inside hot ladles. Fewer 
ladles are required, because of the short delay 
time between heats. Hazards of climbing in and 
out of hot ladles are eliminated. 

In the 20 years this method of setting nozzles 
has been in use at National Works, cases have 
been rare where trouble was encountered from 
steel breaking out around the nozzle 


NOVEL and interesting gasket material has been 
developed, based on an aluminum-foil laminate 
bonded with a special synthetic resin, as reported 
in an article in Light Metals for February, 1950. Ac- 
cording to the purpose for which the gasket is to 
be used, the thickness of the individual foils em- 
ployed will vary from 0.00394 to 0.0095 in. The total 
thickness of the laminated mass may vary at will, 
but, for the majority of purposes, 1/32 in. appears 
to be most effective. Unless a different thickness is 
specified, all gaskets are cut from this gage 

The properties of the foil laminate are such that 
not only may it readily be cut to shape with shears 
or tinsnips, but, even in the mass production of par- 
ticular gaskets, it required only the simplest and 
cheapest of tools 

In use, its capacity for plastic deformation is such 
that it will readily take up all surface forms against 
which it is bolted, including machining marks. A 
gas-tight seal is thus assured. In this regard, the 
plastic adhesive also plays a part, for, under pres- 
sure, some slight exudation occurs at the cut edges 
and, under the influence of heat, hardening of the 
resin occurs. This bonds the edges together and fur- 


Aluminum Foil-Laminate Gasket 


thermore seals the laminate against penetration by 
gas under pressure. A further valuable service per- 
formed by the synthetic-resin bond occurs in those 
situations where chemical attack of the outer sur- 
tace of the foil may occur, as, for example, in marine 
engines. Here, even though the outer layer of foil be 
entirely removed, for example, by the action of salt 
water, progress of attack tends largely to be in- 
hibited by the varnish-like film adhering to the fol- 
lowing sheet. 

Plexeal aluminum-foil-laminate gaskets, made by 
Plexeal, Ltd., Haddenham, England, may be used for 
all purposes where normal gasket materials are re- 
quired, on marine engines, water-cooled engines, air- 
cooled engines, compressors, steam installations, and 
the like. In the case of smaller internal-combustion 
engines, experience appears to have shown that the 
use of aluminum-foil packs for the cylinder-head 
gasket actually promotes more efficient running, in- 
asmuch as heat dissipation is facilitated by the 
presence of the mass of high-conductivity metal 

Plexeal gaskets are manufactured in standard 
forms, or the uncut material is obtainable in the form 
of sheets, measuring 18 x 7 in., 28 x 9 in., or 35 x 9 in 
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Ladle Refractories 


by Ernest B. Snyder 


a an attempt to increase the life of open hearth 
steel ladles tests were conducted late in 1948 
and 1949 with fired clay-graphite brick bands in 
the top section of the ladles. The bricks used in 
all but one of these tests contained about 20 pct 
sraphite and 80 pct clay and they were fired in 
a reducing atmosphere to prevent oxidation of 
the graphite. Ladle life at the Steubenville Open 
Hearth Shop, Steubenville, Ohio, of the Wheel- 
ing Steel Corp., had decreased about 20 pct in 
the previous 3 years. An increase in the oxide 
content of slides and the possibility of the in- 
crease in the percentage of heats in the lower 
carbon groups were believed to have attributed 
to this decrease in ladle life 

I'he low carbon heats normally carry a higher 
oxide slag. Many of these high oxide slags, rang- 
ing from 45 to 50 pet iron oxide, cut out from 2 
to 4 in. of the regular clay ladle brick around the 
top of the ladle in a single heat. The lining in 
the lower parts of the ladle is subjected to these 
corrosive slags as the heat is teemed 

In the first test. a complete band of clay- 
raphite brick was installed in the top 3 ft of the 
ladle, the brick being laid up with dip joints of 
clay-graphite mortar. In a second group of tests, 
the 3 ft band was installed on the furnace side 
and extended around one-half to two-thirds of 
the circumference of the ladle. The remainder 
of the top section was installed with regular ladle 
brick. In a third test, the clay-graphite brick 
were installed in a 3 ft band covering approxi- 


Ernest B. Snyder Refractories Engineer, Wheelin: 
Steel Corp., Steubenville, Ohio. This paper was pre 
ented before the 1950 Annual Open Hearth Confer 


of the Iron and Steel Div., at Cincinnat 
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mately two-thirds of the ladle circumference 
Alternate brick in this band were regular clay 
ladle brick. In the fourth series of tests, a clay- 
graphite brick was used which contained approx- 
imately 15 pet instead of 20 pct graphite 

The results of the first test with the complete 
band of clay-graphite brick in a 3 ft section 
around the top of the steel ladle were very en- 
couraging. The ladle was used for one special 
low carbon heat, four semi-special heats and sev- 
eral regular heats. Normally a ladle would not be 
used for more than one semi-special heat after a 
special low carbon heat usage. The total life on 
this ladle showed a 50 pct increase over the pres- 
ent average. No patching was required in the top 
section after the special low carbon heat. The 
only objection to the use of these brick was that 
the high oxide slags reacted with the graphite in 
the brick causing a violent boil. This violent boil- 
ing action started as the slag covered the brick 
during tap. As the iadle filled up, large quanti- 
ties of slag were thrown over the sides. Although 
the boil had subsided to some extent by the time 
the ladle reached the pouring platform, the reac- 
tion was still sufficient to throw fingers of slag 
over the side of the ladle. Fig. 1 shows this re- 
action as the heat was being poured 

The results of the second group of tests using 
partial bands of clay-graphite brick were satisfac- 
tory from the standpoint of increased ladle life. In 
two trials the ladle was used for three special 
low carbon heats and several regular heats. The 
total life was as good or better than the shop 
average. All of the ladles with partial bands 
showed increased ladle life even though they 
were used for more special heats than normal. It 
was rather hard to believe that the partial bands 
of clay-graphite brick would give comparable life 
to the ladle with a complete band. However, it 
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Fig. 1 (above)—Reaction between the 
slag and the graphite in the clay- 
graphite brick panel of the ladle was 
violent and caused slopping. 


Fig. 2 (right)—The panel of clay- 
graphite brick of the photo shows 
very little erosion after several heats, 
as compared with surrounding regular 
clay ladle brick. 


was noted that the clay ladle brick used in the 
top section on the pouring platform side of the 
ladle did not cut out as much as would be ex- 
pected with similar types of heats. Fig. 2 shows 
the clay-graphite brick panel after several heats. 
The clay ladle brick on the right showed very lit- 
tle more wear than the clay-graphite panel on 
the left. The photograph shows that slag and 
metal did not adhere to the clay-graphite panel; 
and it was noted that there was no severe cut- 
ting in this section of the lining and the stopper 
rod sleeves did not erode as rapidly when using 
clay-graphite brick bands as with regular clay 
ladle brick linings. Two explanations were ad- 
vanced for this phenomenon: 1—The reaction of 
iron oxide in the slag with graphite lowered the 
oxide content of the slag layer near the brick 
lining. Slag tests proved that the iron oxide in 
the slag dropped over 8 pct in these ladles. 2— 
The reaction, being endothermic, lowered the 
temperature of the slag and thus lowered its re- 
activity. 

Although the use of partial bands of clay- 
graphite brick on the furnace side of the ladle 
gave good ladle life and eliminated the hazard of 
splashing slag on the steel pourers, the reaction 
was great enough to throw large quantities of 
slag into the pit at the furnace. 

The partial band of alternate clay-graphite 
and regular clay ladle brick was installed to re- 
duce the intensity of the reaction. This ladle was 
used for two regular heats and one special low 
carbon heat. The amount of reaction was re- 
duced but an inspection of the lining after the 
low carbon heat stopped this test immediately. 
The clay brick had been cut out 2 to 2, in. 
deeper than the adjacent clay-graphite brick. As 
in previous tests, the clay ladle brick opposite 
this panel showed little wear. Apparently the 
boiling action on the clay-graphite brick had 
speeded up the erosion of the clay brick between 
them by continually renewing the slag in contact 
with the brick or the localized reducing effect of 


the graphite contributed to this rapid wear 

The results of the fourth group of tests using 
panels of clay-graphite brick containing approx- 
imately 15 pct graphite did not decrease the 
amount of reaction. 

From data obtained in tests with fired clay- 
graphite brick in a steel ladle, the following con- 
clusions can be drawn: 1—The fired clay-graph- 
ite brick resists high oxide slags extremely well. 
Their reaction with these slags in an open hearth 
steel ladle apparently reduces the oxide content 
and chills the slag, thus reducing the amount of 
erosion of the clay ladle brick lining. 2—-The vio- 
lent reaction between the slag and the graphite 
in the brick may rule out their use for steel ladles 
in shops where high oxide slags are common, un- 
less some development is made that will reduce 
this reaction, or a shield is used on the side of 
the ladle. One low carbon open hearth shop has 
reported good results with this brick and they 
have not had the objectionable reaction. Some 
electric furnace shops also report successful tests. 
3—-The reaction occurs between the slag and 
graphite only. The reaction has no effect on the 
steel analysis. Numerous checks gave definite 
proof that if there was no carbon pickup on any 
type of heat. 4—A pane! of these brick, 242 to 
3 ft high and extending around one-half to two- 
thirds of the ladle circumference, is as effective 
as a complete panel. 5—The clay-graphite brick 
is giving satisfactory service for special uses 
such as pig machine runners, blast furnace 
splasher plates, etc. This type of brick may find 
many important uses in a steel plant and plans 
have been made to carry out further tests to de- 
termine its possibilities 
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LTHOUGH controversy exists regarding the 
merits of coated vs. uncoated molds, it is 
generally accepted that coated molds are superior 
to uncoated, from the standpoints of both steel 
quality and mold life. Gary Works of Carnegie 
Illinois Steel Corp., as well as many other steel 
plants, have been using byproduct tar to coat in- 
got molds for many years with very satisfactory 
results from the quality, mold life, and cost view- 
points. However, heavy fumes are given off dur- 
ing the coating or dipping of molds with tar and 
during the pouring of steel in tar coated or tar 
dipped molds 

Because of this fuming, Gary Works currently 
is engaged in an extensive testing program to 
evaluate the relative merits of several mold coat- 
ing materials, with the ultimate purpose of ob- 
taining a mold coating which does not give off 
fumes and which approaches tar in performance 
and cost. The two most promising materials used 
to date are Darmold and Hydropaste. Darmold is 
a colloidal graphite solution resembling a heavy 
black paint which, when applied to hot molds, 
leaves a rather light appearing, dull gray coat- 
ing. quite unlike tar in appearance. Hydropaste 
is a non-inflammable paste consisting of flake 
aiuminum and binder, and resembles cold water 
paint in character and consistency when mixed 
with water. A mold temperature of between 200 
and 400 F is desirable for applying either Dar- 
mold or Hydropaste. Both materials are superior 
to tar for coating cold molds. With mold tem- 
peratures above 450 F, neither material appears 


Mr. Golden is Superintendent, steel production and 
central mills Carnegie-Iliinois Steel Corp., Gary, Ind 
Third paper was presented at the 1950 Open Hearth 
Conference of the Iron and Steel Div., AIME, Cin 


842—JOURNAL OF METALS, JUNE 1950 


Mold Coatings 


by J. J. Golden 


to adhere in sufficient quantities, and a non-uni- 
form coating usually is obtained. 

The initial experience with Darmold revealed 
that although the fumes were not as heavy as 
those from tar, they possessed a disagreeable, 
somewhat nauseating odor. The supplier reme- 
died this condition to a considerable extent in 
later shipments by alterations in processing. No 
objectionable fumes are produced during the 
coating of molds with Hydropaste. However, the 
aluminum flake in Hydropaste has a tendency to 
settle out after being mixed with water. Conse- 
quently it requires, in addition to special equip- 
ment for initial mixing with water, constant agi- 
tation up to and during the actual mold coating 
operation. The main advantage of Darmold over 
Hydropaste is that it can be used direct from the 
supplier in the manner that tar is now used; or 
to reduce the cost, it can be diluted with up to 20 
pet water. Both materials must be kept warm, 
which is also true for tar. Recently, 7500 gal of 
Darmold were received by tank car and on arrival 
were unloaded into a special tank car equipped 
with steam coils and a circulating pump. The 
Darmold was diluted with 20 pct hot water and 
will remain in the tank car until used. 

The initial service trials with Darmold and 
Hydropaste indicated that neither material is 
suitable for application with present type tar ap- 
plicators because of the difference in consistency 
and viscosity of these materials as compared with 
tar. Gary Works developed, and has been using 
for a number of years, a portable electrically- 
driven, spinner type, tar sprayer for coating 
molds shown in figs. 1 and 2 

The apparatus has a spinner unit with spiral 
vanes which is driven at 575 rpm by a vertical 
shaft electric motor. Tar flows to the spinner 
unit when a needle valve, controlled by a sole- 
noid, is open. This arrangement functions auto- 
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Fig. 1—(Right) This portable type tar 
sprayer is used for coating ingot 
molds. By a control arrangement tar 
is permitted to flow only while the 
sprayer is being lifted inside the mold. 


Fig. 2—(Above) The tar sprayer is 
an electrically driven spinner type. 
Tar flows to the spinner unit when a 
needle valve is open as shown in this 
detailed drawing. 


matically and permits tar to flow to the spinner 
unit only while the sprayer is being lifted inside 
the mold by the crane. Molds coated with Dar- 
mold or Hydropaste, using the spinner type 
sprayer, were unsatisfactory in that a steaky, 
beady, non-uniform coating was obtained, and 
material consumption was excessive. 

In view of the higher material cost of Darmold 
and Hydropaste as compared with tar, it became 
evident that an apparatus capable of applying 
the thinnest possible uniform coating, consistent 
with acceptable quality performance, was neces- 
sary if these materials were to be used on a com- 
parative cost basis with tar. Subsequently, a 
compressed air applicator was developed, and 
this unit currently is coating approximately twice 
as many molds with the same volume of material 
as was possible with the spinner type sprayer. 

This apparatus is essentially the same in ap- 
pearance and operation as the spinner type tar 
sprayer, excepting it has a stationary type nozzle 
in place of the spinner unit, as shown in fig. 3. 
The material is atomized by compressed air in- 
stead of being forced out by centrifugal action of 
the spinner. Compressed air at about 25 to 30 


Table I 


Rail Steel 
Quality Performance Surface Defects 


Ratio of 
Coating No. Rails Defective Rails, 
Material Inspected Darmold to Tar 
Darmold 13 649 1.110:1 
Tar 6 833 
Hydropaste 5 090 1.182:1 
Tar 6 857 


psi is supplied from a service line. Eventually, it 
may be possible to install an air compressor in 
the top of the unit, thereby eliminating the dis- 
advantage of the present ground-to-unit air hose 
connection. 

Gary Works is fortunate in having what are 


Table Il 


Billet and Slab Product 
Quality Performance, By Grades 
Ratio of Sur- 
face Rejec- 


Coating Ingot tions, Dar- 
Grade Material Tons mold to Tar 
Rimmed Darmold 18117 1.135:1 
Tar 12 377 
Semi-killed Darmold 15 689 0.359: 1 
0.30 Pet. C Tar 8113 
Killed-steel 
0.30 Pet. Darmold 3 128 0.968:1 
and Over C Tar 1 462 
Total Darmold 36 934 0.865:1 
Tar 21952 


considered ideal facilities for comparing quality 
performance of various mold coating, materials 
The Gary rail mill produces railroad rails direct 
from ingots without intermediate heating or sur- 
face conditioning. Table I shows the data ob- 
tained from two separate production runs of rail 
steel. For each run, two new sets of molds were 
put in service and each set used exclusively for 
one type of mold coating material. Surface qual- 
ity performance for the product from both the 
Darmold and Hydropaste coated molds was some- 
what inferior to that of tar. 
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Fig. 3—A new type mold coating ap- 

paratus, developed to apply a thin 

uniform coating, uses a compressed 
air applicator. 


The data in tables II and III show surface 
quality performance of Darmold vs. tar coated 
molds for billet and slab product. A comparison 
by grades of steel is shown in table II while in 
table III the data have been rearranged to show 
quality performance by type of product. The 
overall results of this comparison indicate a 
slight advantage for Darmold coated molds 

The case of semi-skilled steels under 0.30 pct 
carbon, the product from the Darmold coated 
molds definitely was superior to the product from 
tarred molds. In view of the critical nature of 
this grade with respect to surface quality, lower 
surface rejections from the product of Darmold 


Table Ul 


Comparativ: Cost, Mold Coatings 


Material Cost Ratio 
Virgin Tar 1.000 
Graphite 1.250 
Hydropaste 3.333 
Darmold 5.000 


coated molds were not expected, but nevertheless 
were gratifying. 

Comparative mold coating costs, based on cur- 
rent market prices, are shown in table IV. Graph- 
ite has been included in the comparison because 
an extensive service trial with this material is 
scheduled in the near future. Preliminary ex- 
perience with graphite has indicated that mold 
coating costs will not exceed appreciably that of 
tar. Quality performance data for graphite vs. 
tar coatings are not available. 

Inasmuch as the present program for obtain- 
ing a satisfactory mold coating substitute for tar 
will not be completed for some time, quality per- 
formance and mold coating cost comparisons are 
not regarded as conclusive and may be subject to 
revisions at a later date. However, based on ex- 
perience to date, it can be stated that with re- 
spect to quality and mold life, Darmold and 
Hydropaste appear to compare favorably with tar 
for coating molds. Unfortunately, mold coating 
costs with either are substantially greater than 
with tar. Darmold is readily adaptable to present 
equipment at Gary, while Hydropaste requires 
special mixing equipment and constant agitation 


Table IV 
Billet and Slab Product, 
Quality Performance, By Product 


Ratio of Sur- 
face Rejec- 


Coating Ingot tions, Darmold 
Product Material Tons to Tar 
Slab Darmold 13 466 0.950: 1 
Tar 9 978 
Billet Darmold 23 488 0.835: 1 
Tar 11 974 
Total Darmold 36 934 0.865: 1 
Tar 21952 


to maintain the desired consistency. Providing 
the contemplated experiments with graphite 
mold coatings show acceptable quality perform- 
ance, this material will be attractive from a cost 
viewpoint. However, similar problems of mixing 
and agitation as encountered with Hydropaste 
are anticipated. 


1949 Iron Ore Imports at Record High 


MPORTS of foreign iron ore were greater in 1949 

than in any previous year, with receipts totaling 
8,300,000 net tons from 18 countries, the American 
fron and Steel Institute reports. This total repre 
sents an increase of 22 pet. over 1948, when imports 
totaled 6,800,000 net tons. In 1947 about 5,492,000 tons 
were delivered, and in 1946 the imports totaled 3,085.,- 
000 tons. The largest supplies came from Sweden, 
Chile, and Canada 

Simultaneously, steel companies have been active 
and developing large ore deposits in 
the Qucebec-Labrador 


iron range, and in constructing facilities for ship- 


in exploring 
South America, in exploring 


‘ 


ment of ore from Liberia This extension of ore 


844—JOURNAL OF METALS. JUNE 1950 


supply lines has been taken to supplement domestic 
ores, particularly while research proceeds toward the 
economical use of the taconite and low grade ores 
abounding in the Lake Superior region 

Estimates of the capital investment required in the 
taconite program place the cost at $15 to $20 pei 
ton of annual capacity for producing taconite con- 
centrates. Thus, at least $300,000,000 must be invested 
to make 20,000,000 tons of taconite concentrate 
vearly. If the steel industry were to replace the 
present Lake Superior natural ore supply with a 
taconite supply alone, it would be faced with a capi- 


tal investment in iron ore facilities of upward of 
$1,250,000,000 at today's costs 
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Factors Affecting Deformation and 


Rupture of Metals at Elevated Temperatures 


Howe Memorial Lecture 


by Francis B. Foley 


T is with an unusual degree of personal satisfac- 

tion that I find myself in a position to pay tribute 
to the memory of Henry Marion Howe. One could 
not have spent any length of time in the presence 
of Dr. Howe without profiting intellectually. 1 do 
not hesitate to say that my years of association with 
him were the most stimulating of all my years of 
metallurgical study. He always impressed one with 
his own eager search for knowledge. Never depend- 
ent on the written word alone he sought information 
from anyone whose opinion he valued. His ability 
to piece together bits of apparently conflicting data 
from various build up a logical 
hypothesis was unique. A small slight man with the 
intellect of genius he would have gone to the top 
in any endeavor he undertook and it was fortunate 
for metallurgy that its study attracted him as it did 
Howe was a modest man. I like to recall an incident 
which left a lasting impression with me. The lab- 


sources so as to 
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oratory in his home, “Green Peace,’ was in the 
basement and access was by way of stairs leading 
down from his room. In using these 
stairs my attention was attracted many times to an 
ordinary cardboard shoe box which reposed on the 
shelf above the landing. It was crudely labeled on 
its side in black ink “Vanity Box.’ My curiosity was 
aroused to the point that I finally asked his secre- 
tary what it was. With some amusement she took 
the box from its shelf on the stairway, opened it 
numerous letters, from 


secretary's 


and showed me its contents 
the foremost men of science of every civilized coun- 
try throughout the world, commending his “Metal- 
lography of Steel and Cast Iron.” I recall that in 
reply to one who thought there was not enough of 
Howe's own researches in his book he wrote, “Pri- 
marily I am a writer, secondarily an investigator.” 

Howe wrote to make his readers think. No one 
ever strove harder than he to be right but above 
all, whether his viewpoint proved ultimately to be 
right or wrong, he was always content if by his 
stand, he provoked a reader to take the next step 
along the path to greater knowledge. I doubt that 


he was ever afraid to be wrong for he was always 
secure in the thought that his effort was guided by a 
sincere search for the truth. One continually search- 
ing for truth is entitled to occasional excursions up 
the wrong alley. A glance backward to the metal- 
iurgical confusion of some thirty to forty years ago, 
or need one go back so far, provides convincing 
proof of what a host of companions one may have 
in a common acceptance of ideas which the future 
will prove to be wholly untenable. 

Well over a hundred years have passed since in- 
vestigators have interested themselves in the effect 
of increasing the temperature of iron and steel on 
their mechanical properties. We are told by Charles 
Walrand' in “Industrial Annals” for June 11, 1822, 
that bend tests, conducted in a Russian steel works 
of Prince Demidoff, on steel bars “highly heated” 
and bent during cooling became brittle when bent 
at an iris blue color. He concluded, “That when steel 
is heated to a temperature between 473°F and 662°F 
the mettle was more brittle between these limits 
than at a much lower or at a much higher tempera- 
ture.”’ It was a curious bit of information recognized 
as true to this day and still not explained satisfac- 
torily. In 1878 Charles Houston in Annales de Mines 
associated this brittleness with an increase in tensile 
strength at 572 F. 

When this relatively low temperature is exceeded 
it is recognized that steel becomes weaker as tem- 
perature is increased up to the melting point, where 
no strength of practical importance remains. It is 
easy to believe, in fact it goes without saying, that 
this weakening as the temperature of a metal is 
increased is the result of the motion of the atoms 
making up the metal, a motion which itself is evi- 
dence of the temperature increase. However, if we 
are considering iron or steel we find that this de- 
crease in strength is not a steady one, for, besides 
the increase in strength just referred to, one comes 
to a temperature, the critical temperature, where 
results of tests indicate the metal to be extremely 
weak and then as temperature increases to become 
sensibly stronger again. This apparent anomaly was 
made the subject of the first Howe Memorial Lec- 
ture, delivered by Albert Sauveur in 1924. It may 
be of interest to review these findings of Sauveur. 
He used two methods of investigation. One involved 
the twisting of bars. The bars were heated in an 
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Fig. 1—Hot twist tests. 
(Sau 


electric furnace to a maximum temperature at mid- 
length and with one end held fast the other end was 
turned by means of a crank, twisting the bar. By 
twisting electrolytic iron at some ten to fifteen 
temperatures between 600°C (1112°F) and 1200°C 
(2192°F) Sauveur showed this region of easy twist- 
ing to occur consistently at the transformation tem- 
perature from alpha to gamma on heating and from 
gamma to alpha during cooling (fig. 1). This type 
of test has been reproduced many times since by 
other investigators with the same characteristic re- 
ult. Fig. 2 shows the result of twisting a bar of 
Silcrome valve stem steel of 3.5 pet silicon, 8.5 pct 
chromium. At two points along the length of the 
bar, where the temperature attained, 1600°F, was 
that at which the steel transformed from alpha to 
gamma iron, the twists are very close together in- 
dicating a low order of resistance to torsion 

Sauveur’s other test consisted of heating test bars 
to 1100°C and pulling them in tension during cool- 
ing to determine the tensile strength developed at 
each temperature at which they were breken. His 
results appear in fig. 3. Note here the extraordinary 
dip towards very low values when the bars were 
broken while the maximum temperature corres- 
ponded to the Ar, transformation from gamma to 
alpha 

Sauveur considered two possible explanations of 
this phenomenon. One was that, at its highest tem- 


perature of stability, alpha iron was weaker than 
gamma at its lowest temperature, and the other, 
that the weak condition results from the transforma- 
tion itself. His inclination was to accept the latter 
explanation with which one finds little difficulty in 
agreeing for, to the kinetic energy normally asso- 
ciated with the temperature of testing is added the 
atomic movement incident to the assumption of new 
relative positions of the atoms bent on assuming a 
new crystalline orientation. 

Phase change, such as that observed in iron and 
steel, is only one source of added atomic movement 
conducive to a decrease in resistance to applied 
mechanical stress. Grain growth accompanying the 
heating of metals is a source of another such atomic 
activity. It is a generally recognized fact that the 
path of rupture, at high temperature, is through the 
grain boundaries of metals and that, at low tem- 
peratures, rupture takes place as a rule, through 
the body of crystals. Nearly forty years ago Beilby 
proposed the vitreous amorphous cement hypothesis 
to account for this characteristic behavior of metals 
and his ideas gained a considerable amount of en- 
dorsement. Briefly stated, the idea, as it applies to 
grain boundaries, was that crystals were joined to- 
gether by atoms in a random orientation constitut- 
ing an amorphous condition in which the properties 
of the grain boundaries partook of those of an under- 
cooled liquid, lacking crystallinity. Like glass it was 
weak and mobile when hot but strong and rigid 
when cold. The precise condition of grain boundary 
metal is still not known but considerable is known 
about its behavior. 

When metals in certain conditions are heated 
their crystals grow. Offhand it would be difficult to 
say why crystals grow but one may assume that 
were the energy levels throughout the mass, par- 
ticularly at grain boundaries, such as to permit 
equilibrium, or the maintenance of the status quo, 
there would be no grain growth. The fact that grains 
grow is evidence that such conditions do not pre- 
vail 

It can be shown, in fact it has been experimentally 
demonstrated, that grain growth occurs by the rob- 
bing of one crystal, atom by atom, by its neighbor 
It is commonly held that the large crystals in a 
structure of mixed sizes of crystals, are the robbers 
and the small crystals the victims. There are some 
however who will contend that the little ones are 
the aggressors, growing at the expense of the bigger 
ones. One might argue that were the big ones to 
consume the little ones, the ultimate grain size would 
always be larger than the largest initial grain. On 
the other hand, with the smaller grains eating away 
at the big ones, an intermediate size is likely to be 
attained after which further increase in size is likely 


Fig. 2—Twist test 
‘N\ of an 8.5 pet Cr, 
3.5 pet Si steel. 
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Fig. 3—Tensile tests of Norway iron under 
differential heating. 
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to be a slow process. The question arises as to what 
governs the movement of grain boundary atoms, 
the atoms themselves or the family of atoms as a 
whole making up the individual crystals. Are the 
grain boundary atoms rugged individuals determin- 
ing, as units of the crystal, whether to stay with 
their present orientation or to swing into that of the 
neighboring atom; or are they controlled by the 
combined crystallizing force of the crystal as a whole, 
which holds them in their proper place while the 
neighboring crystal exerts a force tending to pull 
them into its family? One is inclined to this latter 
view for, were all the crystals of exactly the same 
size, each composed of exactly the same number of 
atoms it is likely that no grain growth would occur 
A difference in size, however small, is indicated as 
a prerequisite of grain growth and such a differ- 
ence is inevitably present. It is easy, if one accepts 
this view, to accept the idea that the large crystals 
grow at the expense of the smaller ones, with rapid 
change occurring when crystals differ greatly in size 
and slow change proceeding as grain size becomes 
uniform. As temperature increases smaller differ- 
ences in grain size give rise to more rapid grain 
growth activity because the increased kinetic activity 
renders coercion by small differences in crystalliz- 
ing energy easier. 

In any event one visualizes the region of grain 
boundaries as one in which adjoining crystals con- 
tend for boundary atoms. The grain boundary is 
thus in motion in heated metal undergoing grain 
growth, sometimes moving rapidly, sometimes im- 
perceptibly. At any instant of time one conceives a 
location—the boundary itself—where the atoms have 
lost allegiance to their former family but have not 
yet come under complete influence of their new 
host. Moving towards the crystal center the bonds 
become stronger between atoms until the maximum 
strength of the lattice is established within the main 
body of the crystal. 

This concept and some of its consequences may 
appear clearer by reference to fig. 4. The sketch 
represents a section comprised of a number of crys- 
tals and particularly the large crystal A and the 
smaller one B. Set up on these two crystals are co- 
ordinates, the abscissa representing distance from 
the centers to the grain boundaries and the ordinate 
representing stress. The region of greatest atomic 
instability is represented on the crystals by the 
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black border, the next more stable bonding by the 
cross hatched area, a still more stable region by the 
adjoining shaded portion, and the ultimate in atomic 
stability at the temperature by the white area within 
the crystals. The relative resistance to deformation 
of the various regions in the crystals is indicated 
by the curve plotting stress against distance from 
center to boundary of the crystals. A stress L repre- 
sents the strength of the stable region within the 
crystal. Such a stress would deform the entire grain 
with considerable incident deformation. A sud- 
denly applied load considerably higher than L would 
rupture much more quickly and with a great amount 
of attendant permanent deformation. A load L, 
would ultimately produce rupture accompanied by 
less extensive deformation since permanent deform- 
ation would occur only in the cross hatched and 
blackened-in region—little occurring, if any at all, 
in the clear and in the adjoining shaded region. 
Finally a quite low stress L,, produces rupture in a 
longer period of time with a very low order of 
deformation since permanent deformation would be 
confined to the region of junction of the grains. 
Conceivably a low enough stress would result in a 
deformationless fracture after a very long period of 
time. 

This relationship of limited deformation with 
failures resulting from the application of low loads 
over long periods of time and of a high order of 
deformation with failures resulting from the ap- 
plication of rapidly applied overloads is well recog- 
nized. Out of many examples of this phenomenon 
may be cited the results of tests by Avery, Cook, 
and Fellows’ of a cast ferrous alloy of 25 pct Cr 
12 pet Ni. A logarithmic plotting of time to rupture 
and of stress producing rupture against percentage 
of elongation is shown in fig. 5. A load of 8000 psi 
breaks this metal in 1070 hr at 14C0°F with an 
elongation of only 1 pet, whereas 25,000 psi breaks 
it in 242 hr at the same temperature with an elonga- 
tion of 7.8 pet. At 1800° fracture in about 485 hr 
produces about 5 pet elongation but with a greater 
stress fracture occurs in 1.7 hr with nearly 22 pct 
elongation. Effects of rate of deformation of alu- 
minum have been discussed by Hanson in his 1939 
Institute of Metals Lecture. According to Jeffries," 
fracture of copper wire in 1 min under a stress of 


Fig. 4—Influence of grain growth activity on re- 
sistance to deformation within crystals at elevated 
temperatures. 
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710 psi at 1742°F (950°C) resulted in an inter- 
crystalline, brittle fracture whereas fracture in 5 sec 


load of 2500 psi at the same temperature 


under a 
was transcrystalline and ductile 

If the very great and its application 
extremely rapid even a notoriously brittle material 


energy be 


may behave in an extraordinarily ductile manner 
Only recently Clark and Bruckner’ experimented 
with the use of shaped charges employing the 
“Monroe effect” (the principle of the bazooka of 
World War II) to produce holes in very hard rock 


The cone used for shaping the charge was of cast 


iron, of the structure in fig. 6, with a base 6 in. in 
diameter, a 45° apex angle and a 3/16-in. wall thick- 
ne Recovery of the collapsed cone showed it to 
have deformed from the outlined conical form to 
the slug shown in fig. 7. Microexamination showed 
this brittle metal to have undergone the deforma- 


Fig. 6—Structure of cast iron cene. 
‘ in 
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Fig. 5—Relationship 
of elongation to 

) fracture time of 

vim =2e C 0.32, Ni 11.5, Cr 25.9, 

N 0.16 castings. 


( i Fe 


tion indicated in fig. 8. The time required for the 
complete deformation of this cast iron cone was of 
the order of 10 or 15 microsec, the velocity of 
detonation of the blasting gelatine having 
26,200 fps. Leaving to the physicists the explanation 
of effects such as temperature generated by friction 
and pressure effects, one recognizes in this the effect 


been 


of the application of very great energy over an 
extraordinarily short period of time. Certainly the 
constituent atoms of this metal were all set into 


motion by the very rapidly developing gas pressure 
of the explosive so that the metal attained some 
high temperature. The phenomenon gives a useful 
point approaching zero time in our time to rupture- 
elongation plotting. The shape of the slug is the 
product of the environment. By controlling the 
environmental conditions and with sufficient speed, 
though perhaps considerably than five miles 
per second, might one very rapidly produce brittle 
materials in a desired wrought form? 

While the crystals of metals are growing rapidly 
there is great atomic movement at the grain bound- 


less 


aries which, like all atomic movement, lowers the 
resistance of the metal to deformation while under 
the influence of energy applied externally. When 


strength, 
common 


metal is cold worked its hardness, and 
undergo a change. Cold deformation is a 
method of increasing strength at room temperature 
When metal that has been cold worked is heated it 
some temperature of heating, 
the amount of cold de- 
the metal 


recrystallizes and at 
which is higher the lowe 
formation, rapid grain growth occurs. If 


be stressed at such a temperature of rapid grain 
growth it is found to be weaker and, while the 
amount of cold deformation which does not result 


in rapid grain growth at a given temperature may 
strengthen the metal, as it does at room tempera- 
ture, the of grain growth may the 
strength to below that of the metal had it not been 


process reduce 


cold worked at all. This is illustrated in fig. 9, the 
work of Zschokke.” The room temperature tensile 
strength of his tungsten, titanium bearing 18 Cr 
8&8 Ni stainless steel was steadily increased from 


42.670 psi to 87,450 psi by cold working it 35 pct 


When tested at elevated temperatures there is no 
such steady increase in strength. For each testing 
temperature there is an optimum amount of cold 
working for strengthening. When that amount of 


cold working is exceeded the elevated temperature 
strength decreases. At 1112 F (600°C) the highest 
creep strength, 48,360 psl, resulted from cold work- 
ing about 10 pet. After 35 pet of cold elongation the 


creep strength at 1112°F was only 9960 psi com- 
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pared with 24,890 psi without any cold working. 
Cold working in excess of about 15 pct is sufficient 
to decrease the creep resistance of this metal at 
temperatures of 1112°F (600°C) on up to 1382°F 
(750°C). The reason for this reduction in strength 
seems clear. For each of the temperatures of testing 
there is an amount of cold deformation that leads 
to rapid grain growth. Cold working of a lesser 
degree does not result in grain growth. Consequently 
the lower amounts of cold deformation have a 
strengthening effect and the higher amounts a weak- 
ening one because grain growth involving consid- 
erable atomic movement is going on at the testing 
temperature while the mechanical stress is being 
applied. The same effect would not be expected were 
the cold worked pieces first subjected to the tem- 
perature of test for a period of time without stress- 
ing, so that grain growth could be completed, and 
then loaded. It is the combination of recrystalliza- 
tion activity, the temperature, and the stress that 
results in the weakened condition. It is the same 
type of weakening as that shown by Sauveur in his 
tensile and in his twisting tests. 


LOSIVE PRES 
wow 


Fig. 7—Slug produced from cast iron cone. 

Stresses capable of deforming the entire crystal 
with high elongation do not necessarily cause rup- 
ture to occur through the crystal nor is inter- 
crystalline fracture necessarily an indication of 
brittleness or of low ductility. Considerable de- 
formation of the body of the crystal may be ob- 
served before rupture at high temperatures. Fig. 10 
shows the region immediately in back of and in a 
plane normal to the fracture of a specimen of 18 Cr 
8 Ni broken at 1500 F. The deformation of the crys- 
tals themselves and parting of the grain boundaries 
where they lie normal to the applied stress are 
clearly evident with fracture occurring between the 
grains. The brittle type of fracture is produced when 
failure occurs in grain boundaries with little or no 
deformation of the crystals themseives 

During the early period of what may be called 
modern metallurgy the influence of the chemist was 
apparent in the search for a chemical reason for the 
variations in the mechanical properties of metals 
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Fig. 8—Structure of cast iron slug. 
X00. Reduced approximately one quarter in reproduction 
‘Clark 


and Bruckner 


particularly of steel, at ordinary temperatures 
Metallurgists have come more and more to realize 
that the mechanical properties of metals are the 
result of the structure or of what may be called the 
architecture of metals and that it is only through 
their effects on the structure that chemical elements 
play a part. Their specific effects reside in their 
chemical properties that confer on metals resistance 
to chemical attack. It is not a difficult matter to 
carry this general conception into the region of 
elevated temperatures. To be sure the chemical 
properties of ailoying elements become more im- 
portant at high temperatures because chemical re- 
actions are speeded up as temperature increases so 
that, for example, resistance to oxidation in air, 
which at ordinary temperatures may not present a 
serious problem in corrosion, becomes of very great 
importance. Structure, however, still remains the 
predominant factor in mechanical strength 

The effect of atomic movement resulting from the 
application of energy in the form of heat in lower- 
ing the resistance of metals to deformation under 
the influence of energy mechanically applied is well 
known but the magnitude of the effect is not the 
same on the different elements. If the coefficients of 
thermal expansion at 20°C of the body-centered 
cubic, face-centered cubic, and close-packed hexag- 
onal metallic elements be plotted against their melt- 
ing points, it is observed, as shown in fig. 11, that 
as the coefficient decreases the melting temperature 
becomes higher. Evidently the tendency of the 
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Fig. 9—Effect of cold deformation on creep strength 
at various testing temperatures. 


C O11, Mn 1.03, Si 6.8%, Cr 18.2, Ni Mo W 
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atoms of some elements to resist separation under 
the influence of heat is greater than that of others. 
In the formation of some solid solutions the con- 
stituent elements tend to retain this characteristic 
of resisting separation under the influence of heat 
so that it is observed that additions of metals of low 
coefficient, such as tungsten, molybdenum, tantalum, 
and columbium, have a strengthening effect. An 
exception is noted, of course, in the case of certain 
nickel-iron alloys of the Invar type where magneto- 
striction affects the coefficient of expansion below 
the Curie temperature of the alloy 

Criteria, with respect to structural effects on me- 
chanical properties, change as temperature increases. 
The association of fine grain with hardness and 
strength at ordinary temperatures gives place to its 
association with weakness and flow at high tem- 
peratures. The strong body-centered alpha iron of 
hard steel becomes a weak structure and the soft 
dutile face-centered gamma iron becomes the strong 
tructure at elevated temperatures. Fig. 4 offers an 
explanation of the association of low ductility with 
long-time failure under low loads at elevated tem- 
peratures and it also supplies a reason for the lower 
strength of small crystals at high temperature. The 
conclusion is quickly reached in a glance at this 
sketch that were the metal made up entirely of 
crystals of the size of B it would contain much less 
of the high strength structure represented by the 
clear area than were it made up of crystals of the 
ize of A. At ordinary temperatures the black and 
the shaded areas would disappear since no grain 
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Fig. 11—Relationship of melting points of metallic ele 
ments to their coefficients of thermal expansion at 20°C, 
(10° per degree 


Fig. 10—Fracture of 18-8 at elevated temperature showing intercrystailine rupture along with deformation. 


growth activity occurs. This condition of grain size 
stability would exist up to the temperature at which 
effective grain growth sets in. 

There is no evidence to prove that the ultimate 
in grain size results in the ultimate to be attained 
in resistance to deformation at elevated tempera- 
tures excepting perhaps for a stable solid solution 
or a pure metal. The presence of two or more stable 
phases undoubtedly improves elevated temperature 
strength. The word stable is used advisedly, for 
when the formation or solution of one of the phases 
or a change in form, such as spheroidization, occurs 
while the metal is subjected to a mechanical stress 
resistance is lowered 

It is difficult to consider the effect of grain size on 
strength apart from the effect of grain growth at 
temperatures where grain growth is normally an 
active factor. No doubt a fine grain size would be 
stronger at elevated temperatures than a coarse one 
were the grain boundaries no more active than at 
normal temperatures. It is therefore reasonable to 
conclude that it is not small grain size per se that 
produces weakness at high temperatures but rather 
the activity of the boundary atoms engaged in grain 
growth. A metal composed of grains grown at a 
temperature of, say, 2100°F, is thus stronger at 
1600°F than is the same metal when it is composed 
of small grains grown at, say, 1400 F. However, the 
finer grained of two different metals may be the 
stronger at a given temperature if it happens to be 
the more resistant to grain growth at that tempera- 
ture. 

The recounting of the effects of the various factors 
considered on the resistance of metals to deforma- 
tion and fracture at elevated temperatures may ap- 
pear here to have been rather oversimplified. The 
picture drawn has been one of metallic systems in 
a disturbed state varying from near stability to 
great activity, from rigidity to fluidity, from strength 
to weakness. Other pictures may be drawn from 
other points of view. 

May I then close with a quotation which Howe, 
with so much greater grace and appropriateness, 
borrowed from the sayings of Tyndall: “Right or 
wrong, a thoughtfully uttered theory has a dynamic 
power which operates against intellectual stagna- 
tion: and even by provoking opposition is eventually 
of service to the cause of truth.” 
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Oxygen in Liquid Open-Hearth Steel— Oxidation 
During Tapping and Ladle Filling 


by T. E. Brower, J. W. Bain and B. M. Larsen 


A mass of circumstantial evidence is presented to indicate that the main source 


of alloy losses in open-hearth tapping is oxidation by air, with the steel apparently 
reacting with an amount of oxygen equivalent to about 30 times its own volume of 
air. The effect is erratic from heat to heat, depending largely on turbulence and 


HIS paper reports another phase in a general 

study of oxidation in the open-hearth, various 
aspects of which have already been discussed in 
previous papers It is based on experiments con- 
ducted on commercial, basic open-hearth furnaces 
at various times when opportunity offered, begin- 
ning about 1938, in an attempt to determine the 
mechanism and measure the amount of air oxidation 
during the flow of the tapping stream through the 
air into a ladle. This effect is closely connected, not 
only with alloy losses and control of chemical analy- 
sis, but possibly with various questions regarding 
inclusion content and steel quality and with a true 
picture of the deoxidation of steel in general. Thus 
it is believed that discussion of a large part of the 
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results to date may be of assistance to others who 
are studying problems related to deoxidation or to 
steel cleanliness and quality 

The literature reveals that strangely little atten- 
tion has been devoted specifically to the effect of 
pouring steel through open air. Bardenheuer and 
Henke’ in 1939, in a paper devoted largely to overall 
losses of manganese in the basic open-hearth, re- 
ported that for a number of heats tapped into a 
tilted ladle held just beneath the runner so that the 
maximum distance of drop of the stream through 
the air was held to less than about 30 in., there was 
in most cases almost no loss of manganese from 


furnace to ladle. Hultgren,” in 1945, showed that in 


distance of free fall of the stream of liquid metal. 


high-carbon basic electric steel deoxidized in the 
furnace and containing no large inclusions as it left 
the furnace, large silicate inclusions, often rich in 
manganese oxide, were present in samples dipped 
from the pool in the ladle; also that the rise in con- 
tent of large inclusions (above 0.01 mm diam) was 
greater when the metal stream was made to spray 
or flow in a turbulent manner. 

Our interest in this phase of oxidation in the 
open-hearth was first aroused by a study of alloy 
efficiencies on ladle additions. The frequency curves 
of manganese efficiency (net recovery of metal added 
in ladle) given in fig. 1 are of interest in this con- 
nection. Lowest, and also most variable (47 to 95 
pet), recovery was in low-carbon heats having no 
coal additions to the ladle, progressing upward to a 
maximum average and least variable (82 to 97 pct) 
recovery in high-carbon heats killed with aluminum 
and silicon. Both coal additions and higher carbon 
contents in the tap stream, as well as additions of 
silicon and aluminum, help to lower the amount of 
manganese loss. But the most interesting point is 
the amount of manganese oxidized in many heats 
tapped at 0.50 to 1.00 pet carbon. It has been shown 
in a previous paper’ that the amount of oxygen in 
the tap stream in such heats is very small, usually 
below 0.01 pet, too small to oxidize any appreciable 
amount of manganese. Also, the fact that manganese 
should be oxidized at all in a metal solution con- 
taining such more stable oxide-forming elements as 
aluminum and silicon is an indication of some rather 
intense oxidizing effect such as could be caused by 
reaction with the air during ladle filling 


Oxygen Balances from Tap Stream to Teeming 
Stream: Data in the form of alloy efficiencies, such 
as those shown in fig. 1, are not a proper measure 
of such a general oxidation effect. Having available 


TRANSACTIONS AIME, VOL. 188, JUNE 1950, JOURNAL OF METALS—851 


< 
‘ 
ina 
t 


° 


6 


PERCENT OF TOTAL NUMBER 
\ 
\ 
7 


> 
° 


50 60 70 80 
PERCENT MANGANESE EFFICIENCY 


a rather accurate method’ of sampling to obtain the 
analysis of tapping and teeming including 
dissolved oxygen content, it seemed logical to at- 
tempt an approximate alloy and oxygen 


streams, 


balance 
between these two steps in the steelmaking process 
We could not hope to measure the amount of iron 
lost, but from data on the total weight of metal, the 
added to 
samples taken 
stream,” we could 


silicon, ete 
the ladle, and the composition of 
tream and teeming 


amount of carbon, manganese 


from tap 


* Ave ue f 2 of mples take before fr ichle not to oid 


effect of ile g react a ast 1 « > ingot 


measure the loss of all solute elements and obtain 
their oxygen equivalents, assuming negligible losses 
by vaporization 

As an example of such calculations, which have 
been made on more than 200 heats of various grades 
of steel, we give averaged results for a group of 8 
heats of 0.53 to 0.67 C, Si-Al killed, fine-grain open- 
hearth steel. All weights are expressed in pounds 
per ton of In addition to manganese, 
ilicon, and aluminum (2.01 lb per ton of Al aver- 


teel tapped 


age), an average of 0.90 lb per ton of graphite was 
added in the ladle. Additions were analyzed and 
weighed with some extra care and the total weight 


of ingots, butt kulls was measured 
The loss of alloys 


treams averaged as fol- 


and pit s« 


rap or 
as accurately as was practicable 
between tap and teeming 
low 


Lb per ton 


Mn 1.62 
0.31 
Si 0.88 
Al 0.94 
The above metal losses, converted into oxvgen 


equivalents as MnO, CO, SiO, and AIO, are as fol- 


low 
Lb per ton 
O. equivalent of Mn lo 0.47 
O. equivalent of C lo 0.41 
QO, equivalent of Si los 1.00 
©. equivalent of Al loss 0.84 
Total 2.72 
The dissolved oxygen, howeve dropped from 0.009 


pet in the tap stream to 0.002 pct in the teeming 


stream, representing an oxygen contribution of 0.14 


Ib per ton 


Total oxvgen equivalent of solute losse 
Change in dissolved oxygen 0.14 


Apparent oxvgen from external surces 2.58 


In these heats of fine-s 
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Fig. 1—Distribution curves of net 

efficiency or recovery of manga- 

' nese added in ladle in four groups 

\ of open-hearth heats, as follows: 


Curve |. O4 heats without coal, 0.08 to 
“18 C at tap, rimmed or 
capped 
\ Curve 2 57 heats with coal, 0.06 to 0.15 
at tap, rimmed or capped 
Curve 3. 27 heats without coal, 6.06 to 
= \ 0.12 C at tap, Al, Si killed. 
\ | Curve 4. %0 heats with and without coal, 
0.50 to 1.00 at tap, Al, Si 
— killed. 


due to reaction with that oxygen which is dissolved 
in the steel as it leaves the furnace. The large re- 
maining loss could conceivably be due in part to 
vaporization or if, as seems very probable, it is 
nearly all oxidation loss, it could also be partly due 
to reaction with the furnace slag. If, as the authors 
believe, it is essentially all the result of air oxida- 
tion, this means that the liquid steel and the alloys 
added, in the above average of 8 fine-grain heats, 
have somehow come into contact with an amount of 
oxygen equivalent to about 146 cf of air per ton of 
metal, or about 33 times the volume of the liquid 
metal itself, all this in the 8 to 15 min of flow of the 
tap stream down the runner and in its tumbling 
rather violently into the ladle below 

We can observe certain qualitative indications of 
such an effect. The high temperature of the liquid 
steel surface and the transparency of air to radiant 
energy cause sharp temperature gradients and an 
obviously violent rising and eddying flow of air 
around the stream and into and out of the ladle. A 
layer of oxide scum something like an inch thick 
can be seen to rise up and cover most of the ladle 
pool surface before the slag flow begins. Repeated 
bursts of flame occur from gases rising out of the 
pool, which must contain carbon monoxide. As dis- 
cussed in a later section, we find evidence of great 
turbulence and much breaking up of the falling 
stream and of air carried down into the ladle pool 
by such a stream of metal. However, experimental 
conditions prevent a direct quantitative confirmation 
of such an oxidation. We cannot measure the iron 
loss, nor separate and weigh the scum on the ladle 
pool nor the CO gas evolved. Thus the simplest 
presentation is perhaps to give the data on the as- 
sumption that the unaccounted-for loss of the solute 
elements is an approximately accurate measure of 
air oxidation and to let the reader judge as to the 
reasonableness of the picture thus outlined 

A few clues result from the distribution and 
amount of solute losses in various grades of steel as 
tabulated in table I below, where enough heats are 
averaged in each group to eliminate largely the 
variability from one heat to another. The propor- 
tion of the apparent total oxidation effect which is 
due to reaction with oxygen dissolved in the tap 
stream is larger in the low-carbon steels, though 
even here there is three to four times as much 
oxidation from external presumably air. 
Also total loss and oxidation are greater in those 
grades to which more silicon, aluminum, or chro- 
mium are added in addition to the manganese. This 


sources, 


may be caused by more unmeasured iron loss in the 


low-carbon grades, especially the open steels, also 
by more total reaction with the air when more of 
zable elements are present. Although 
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ined steel, apparently, only 
i a few percent of the losses of alloys can possibly be 


somewhat less manganese is lost in those grades in 
which more silicon and aluminum are present, the 
fact that manganese loss is high even in these grades 
is an indication of a “strong” oxidation effect such 
as would result from a bessemer-type reaction with 
air. Addition of coal or graphite causes larger car- 
bon losses, and it seems likely that a part of this 
increased loss may be due to carbon granules of low 
density being blown up into the air above by rising 
air currents. There is, however, a small but definite 
measured carbon loss even in heats in which the 
carbon could only have been oxidized directly out 
of the iron solution. This is again an indication of 
direct oxidation by air; enough is known of the 
carbon reaction to make it very unlikely that any 
appreciable amount of this carbon oxidation could 
be caused by the furnace slag under these condi- 
tions. The losses in general strongly suggest a gen- 
eral oxidation of all the elements in solution as well 
as of the iron itself (much of this oxidized iron 
might be reduced again before mixing with the final 
ladle slag) such as would result only from direct 
reaction with oxygen present at high activity in the 
atmosphere 

Compared to air, the tap slag is only mildly oxid- 
izing to both the tap stream and the alloyed metal 
in the ladle. Also, it normally comes out only with 
the last one-third or less of the steel and flows on 
top with no great amount of mixing into the ladle 


pool. Thus it would seem reasonable to assume that 
slag oxidation after tap is only a minor factor.* This 


* Except with respect to the top laver of steel which can react 
with slag all through the teeming period and produce 
<nHOW falling off in mang: ‘ residual aluminum 
the last ingot in mar F ‘clally wher 


assumption is fairly well substantiated by the com- 
parisons in table II below, which includes the oxida- 
tion effect in heats with furnace tap slag kept off 
the ladle compared with normal practice heats and 
also heats made with a tilted ladle, all the heats 
being of low-carbon steel, tapped open 

Heat A was tapped from a tilting furnace, with 
the taphole stopped off sufficiently to prevent any 
slag flow ahead of the steel; the furnace was tipped 
back quickly with some steel remaining on the 
hearth so that only a very small amount of slag fol- 
lowed the metal. Heat B was tapped from a sta- 
tionery furnace, but through a slag-separating box; 
here again only a small amount of furnace slag, and 
that only at the end of the tap, entered on top of the 
ladle. Col. 3 shows the average alloy loss equivalents 
for 5 similar low-carbon (0.06 pet or below) rim- 
ming heats tapped in the normal manner with slag 
flowing into the ladle during the later part of the 
tapping period: the total net oxidation which is un- 
accounted for is essentially the same as in the heats 
in which practically no slag tumbled into the ladle. 


Table L. Distribution and Amount of Solute Losses in Various Grades of Steel 


Capped and Rimmed 
Semi si 
killed killed 
0.10-0.26C O.11-0.50C 6.05-0. 106 


Fine Fine 
grain grain Alley 


O.25-0.80C 010-0806 


Table If. Comparison of Oxidation Effect in Heats with Normal Practice 
Heats and Heats Made with Tilted Ladle 
Oxygen Balances—Lb O. per Ton of Steel 


Slag-separated 
Ave. of 5 Tilted Ladle Heats 
Normal Tap 
Heats Compar Ave. of 
able to Aand B Similar 
Heats 


2 
re 
+ 
me 
a: 
be 
No. heats averaged 22 11 2 6 7 
Coal or graphite none coal coa < raphite coal graphite a3 ee, 
to ladle rcoa 
Lb per Ton of Stvel 
M Oss 2.27 2.2 2.21 150 1.62 1.92 2.00 be 
C los 0.17 0.65 0.38 0.10 031 07 5¢ 
Si los 0.05 0.08 O87 201 188 o7 197 
Al los 018 oo4 0.32 029 071 
Cr loss 
Total alloy losses 267 00 8 1.90 75 4.09 
Total oxvege 
of alloy losse 1.13 1.67 2.20 1.09 2.72 2.98 61 
Decrease in oxyger 
in solutior 0.27 0.36 0.46 0.78 014 024 0.22 i. 
Apparent air 
oxidatic 0.86 1.31 1.74 2.31 2.58 2.74 9 . 7 
Oxygen equ of Mn lost 0.84 044 0.74 0.75 oe! O54 7 
Oxygen equ of 0.11 025 0.21 0.27 
Oxygen equ of S t 0.07 0.90 0.08 0.08 010 0.08 ie 
Oxygen equiv. of Al lost 0 O34 024 010 
Oxygen equiv. of tot 7 
‘ osse 149 1.79 0.97 0.92 099 
Net change i olved 
oxvger 0.50 090 0.32 052 044 o4 
Apparent oxygen f1 
exter € 099 099 14 04 
, 
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The last three columns give the corresponding data 
for two individual heats, and for one average of 7 
heats, all of low-carbon open steel as in the first 
three columns; here, the ladle was tilted and held 
under the runner during the tap so that the metal 
stream never fell more than 12 to 18 in. through the 
air to the sidewall or the pool of metal in the ladle; 
furnace slag was allowed to accompany the latter 
part of the metal into the ladle in the normal man- 
ner. The only different condition present in these 
tilted-ladle heats was the smaller fall and less vio- 


lent tumbling of the tap stream into the ladle pool 
There is perhaps no significance in the various 
individual loss items in table II, but the difference 


in total external oxidation between the first three 
and the last three columns is large enough to be 
ignificant. Whereas the elimination of mixing be- 
tween furnace slag and ladle metal had almost no 
effect, the decreased fall and violence of drop of 
metal stream into ladle pool reduced the oxidation 
effect to about half the average level for normal 
practice, in these low-carbon heats. Similar differ- 


ences in other heats and for different grades are 
hown in the discussion later in this paper. It is very 
difficult to explain such an effect by any mechanism 


other than the predominance of air oxidation, not 
only by reaction of air with exposed liquid surface, 
but apparently also by actual mixing of air down 
into the ladle pool, as will be discussed later 
Nitrogen Absorption During Ladle Filling: Pre- 
liminary nitrogen analyses on sample from: (1) 
furnace bath just before tap; (2) tap stream off the 


end of the runner, and (3) pouring stream at the 
platform gave very close agreement between sam- 
ples (1) and (2) but a definite increase in nitrogen 
from (2) to (3). Due to a probable higher energy 
barrie to reactor and the limited selubilityv of 
nitrogen in the liquid metal, one would expect very 
much | reaction with nitrogen than with oxvgen 
during tap. Neverthel if this alloy loss during 
tapping and ladle filling is essentially a matter of air 
oxidation, one would expect son legree of correla- 
tion between oxvgen and nitrogen absorption Nitro- 
en analyse were made therefore on tapping and 
teeming imple from a roup of heat elected to 
cover a wide range of calculated value for total 
i oxidation, with result hown in f 2. The 
rdainate nt the increase if ercent nitro- 
el om tap stream to teemu trean \ licated 
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on the figure, the actual nitrogen contents in tap 
stream samples varied from 0.0014 to 0.0044 pct. 
Considering possible errors in differences between 
such small nitrogen contents, the points indicate a 
surprisingly good approach to a linear relationship 
between nitrogen and oxygen absorption, thus giv- 
ing us another independent effect tending to con- 
firm the reality of such a surprising amount of re- 
action between atmosphere and liquid metal. 

Another somewhat related indication was derived 
from the observation that rimming action was more 
sluggish in a group of rimmed heats tapped into a 
tilted ladle with only 12 to 18 in. of free fall into 
the pool and only about half as much air oxidation 
as in normal tapping practice. In table III, averaged 
data on seven such heats are compared with ten 
normal-tap rimming heats which gave almost the 
same average carbon and oxygen contents in the 
tap stream. The reduced turbulence in the tilted 
ladle gave a 46 pct reduction in “external” oxida- 
tion, which showed up mainly in an increased re- 
covery of manganese; however, this also seemed to 
leave a decreased amount of oxygen in the steel at 
the platform. The A[O] values (the excess of oxygen 
in solution above the value for equilibrium with the 
carbon at 1 atm pressure) are nearly the same in 
the tap stream in both groups, but after the turbu- 
lence of ladle filling is over, the quieter tilted-ladle 
heats show only about half as much excess oxygen 
in the stream entering the molds. Only by the use 
of extra sodium fluoride and less aluminum in the 
molds was reasonably good rimming action obtained 
on these heats, in spite of a slightly lower average 
aluminum addition to the ladle 

Flow of Air with Falling Streams into a Liquid 
Pool: The rate of reaction between exposed surfaces 
of liquid metal and oxygen diffusing through a 
postulated air film might be calculated on the as- 
sumption that all oxygen molecules reaching the 
metal surface would react, but the results would 
be uncertain, even perhaps in order of magnitude 
The effective air-film thickness at temperatures of 
2850° to 2950 F, the true area and time of exposure 
of liquid surface together with other possible un- 
known aspects of the reaction all tend to discourage 
uch a calculation. One can guess that the rate would 
be relatively high because of the probable steep 
temperature gradient in air next to the liquid sur- 


face, but it is still difficult to accept a surface re- 


| | } 
+4 
4 
a 
? 
VOL. 
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action with air to the extent of as much as 30 to 50 
times the liquid-metal volume, in view of the short 
exposure of such a massive tap-stream and ladle- 
pool surface. Also, the probable degree of variability 
in surface exposure would not appear sufficient to 
explain the wide range in amount of air oxidation 
indicated by the points in fig. 2. 

We were thus led to suspect that bubbles of air 
are carried down into the ladle pool by the falling 
tap stream. In some laboratory studies of water 
streams falling into a glass tank from a reservoir 
with a bottom outlet simulating a ladle nozzle, it 


Table III. Comparison of Low-carbon Rimmed Heats 


Avg. of | 
10 Non- | Avg. of | 
Tilting |7 Tilting 


| Ladle Ladle Differ- 
Heats Heats ence 
Lb O» per ton equivalent to Mn loss 0.84 054 
Lb O» per ton equivalent to C loss 0.28 0.27 
Lb Oy per ton equivalent to Si loss 0.06 0.08 
Lb O: per ton equivalent to Al loss 0.15 0.10 
Total Ib. O, per ton equivalent 1.33 | 0.99 
Net change in dissolved O:* 0.30 0.43 
Lb Os» per ton from air 1.03 0.56 0.47 or 45.7 
pet reduction 
Mn loss Ib per ton 2.87 1.86 1.01 
C loss lb per ton 0.21 0.20 
Si loss Ib per ton 0.06 0.07 
Al loss Ib per ton 0.17 O.11+ 0.06 


Total loss lb per ton 3.31 2.24 1.07 


Avg. Ib per ton Mn added in ladle 5 7.7 
Mn efficiency of ladle addition, pct 55.5 76.9 21.4 
C} in tap stream, pct 0.066 0.068 
©} In tap stream, pct 0.060 0.056 
O} equilibrium with C, pct 0.034 0.033 
\ |O)} above equilibrium, pet 0.026 0.023 
C} in teeming stream, pct 0.079 0.088 
O} in teeming stream, pct 0.045 0.034 
QO} in equilibrium with C, pct 0.028 0.025 
\ | O)} above equilibrium, pet 0.017 0.009 0.008 


* O» in tap stream minus O, in teeming stream 
+ Two heats did not have aluminum addition, average for re 
maining five was 0.15 


Fig. 3—Enlarged frames 
from high-speed motion 
picture of falling water 
stream entering pool. 


Wave in 
pool 

About 6.015 see later than 30 
showing mass of bubbles car- 
ried inte pool with impact of 
wave. 


stream just entering 
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was found that the entrapment of bubbles into the 
pool was too rapid for visual observation or for re- 
cording by a motion picture camera operating at 
4 to 6 times the normal speed. This finally led to 
pictorial records made with a high-speed camera at 
1000 to 2500 frames per second so as to enlarge the 
time scale 75 to 150 times. Such studies led to the 
following conclusions: 

1. Smooth streams of constant, or nearly con- 
stant, diameter seem to carry no bubbles into a 
pool, even with rather long distances of free fall. 

2. Any such free-falling stream is unstable, how- 
ever, tending eventually to break up into drops, 
with a transition of increasing waviness between 
smooth cylindrical stream and separate drops. Be- 
cause of the instability in such a stream, any eddy 
or vortex within the liquid, or any disturbance of 
smooth flow by obstacles, sudden turns, etc. all tend 
to accelerate the development of roughness in the 
falling liquid stream. All these effects seem to be 
even more marked in liquid mercury than in water, 
due, perhaps, to higher surface tension. 

3. It is the impact of a wave or other roughness 
in the stream surface which pushes the pool aside 
and permits the entrapment of a volume of the air 
being pulled along adjacent to the stream surface; 
this entrapped volume is then carried down into the 
pool as a shower of smaller bubbles 

4. Such bubbles, once carried down into the pool, 
are prevented from rising out immediately by cir- 
cular eddies set up within the pool by the falling 
stream. 

This effect can be seen best by viewing the high- 
speed motion picture records, but the enlargements 
of two frames from one such record, shown here in 
figs. 3a and 3b, will serve as an indication. Fig. 3a 
shows a wave in the stream just about to enter the 
pool, which contains at the moment only scattered 
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bubbles but none entering with the stream: fig. 3b 32; - 


hows the shower of bubbles present in the pool 
near the stream a very small fraction of a second 
later, after the impact of this wave on the pool sur- 
face. Similar photographs of liquid mercury which 
in this case include only the stream and the pool 


26 AVG=2.63 LBS/TON 


surface, showed that wavy streams carry air bubbles 12 / \ 
down into the pool of this much heavier liquid rs \ 

The density of liquid steel is intermediate be- S ” 4 
tween water and mercury; its viscosity is rather 4 “~ 


PERCENT OF TOTAL NUMBER 
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close to that of water and its surface tension more 9 

nearly like that of mercury. Similar high-speed pic- a0 
ture records were made during the tapping of sev- 
eral commercial open-hearth heats. Figs. 4a, 4b, and 


100 ‘$0 200 250 300 350 400 450 
TOTAL ALLOY LOSS (C,Mn, Si, Al )- LBS/TON OF STEEL 


4c are again enlarged frames from motion picture a 32 
records showing tap stream and ladle pool, on three ® 28 
$ 
such heats; here again, the original records viewed 2 2 _ @NG.°0.86 L88/TON 
in slow motion, made in natural color in some cases, - 
how the effects much more clearly. Fig. 4a serves < 20 
at least to indicate the surface character of what. e 16 
by comparison, would be called a relatively smooth 5 12 A \ 
tap stream; even under best average conditions the é / \ 
8 / \ 

tream surface, as shown here, has rather rough 8 / \ 
contours, indicating turbulent flow. Fig. 4b illus- 4 4 / \ z3 
trates the rougher contou of what would be called Q . - 

0.10 030 O50 O70 O90 110 130 150 1.70 
a relatively heavy surging or pumping tap stream; 

. OXYGEN ABSORPTION FROM AIR -LBS PER TON OF STEEL 

at this particular instant of flow, the stream is 
divided into almost completely separate portions Fig. 5—-Distribution curves of total alloy loss and 
Reasoning by analogy from the above observations calculated oxygen absorption in pounds per ton of 
on falling water streams, one would expect a con- steel—based on 52 heats of 0.03 to 0.13 C capped 
iderable transport of bubbles down into the ladle and rimmed steel, tapped into regular vertical ladle. 
pool, even with the relatively smooth stream of fig 
fa, but that this transport would be much greater shown a flame burst, presumably from burning CO, 
with a rougher stream such as in 4b, which differ- indicating the escape of bubbles comprising mainly 
ence was actually observed in these heats. In 4c is nitrogen and carbon monoxide, from the pool after 


Fig. 4—Enlarged frames from high-speed motion pictures of tap streams 
entering ladle pool on three open-hearth heats. 


Relatively smooth tap stream 
More turbulent tap stream with rougher contours 
Flame burst from pool near tap stream, duration of burst about 6.01 sec 
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$90 1307 170-210-280 B90 410 
OXYGEN ABSORPTION FROM AIR-LBS PER TON OF STEEL 
Fig. 6—Distribution curves, total alloy loss and 
calculated oxygen absorbed from air—32 heats of 
0.08 to 0.68 C silicon-killed, coarse grain, tapped 
into vertical ladle. 


having been carried under as air bubbles by the 
falling stream. 

Variability in Oxidation Losses During Tap in 
Normal Shop Practice: Even ordinary visual obser- 
vation gives rather good indications that turbulence 
and exposure to air are quite variable from one heat 
to another in normal open-hearth tapping practice 
Irregularities inside the taphole or in the runner 
near the taphole exit are probably responsible for 
surging and waviness in the stream; however, such 
extreme conditions as spraying or pumping of the 
stream may be in part related to other factors such 
as gas evolution back inside the taphole. Occa- 
sionally, a tap stream may appear smooth, flowing 
like a viscous fluid such as tar or honey, but this 
condition is rather exceptional and may vary 
through degrees of turbulence to really violent taps 
when pumping, spraying, and billowing of the 
stream are present all together. 

There ore, on the assumptions: (1) that air oxida- 
tion is the main, or at least a major factor determin- 
ing alloy losses, and (2) that area and amount of 
reaction at exposed liquid surface as well as amount 
of air entrained in the ladle pool would increase 
with degree of turbulence in the tap stream, we 
would logically expect a wide variability in alloy 
losses, as indeed was indicated by the plant data on 
manganese recovery from ladle additions shown in 
fig. 1. However, the true variability in pounds per 
ton of steel in both total alloy loss and the calculated 
amount of air oxidation are shown for normal tap- 
ping practice more accurately by the frequency 
curves in figs. 5 and 6. Fig. 5 is derived from 52 
heats of low-carbon (0.03 to 0.13 pct) open steels. 
showing a variability of at least 4 to 1 in apparent 
air oxidation. Fig. 6 is based on 32 heats of coarse- 
grained silicon-killed steel varying from 0.08 to 0.68 
pet in carbon content; alloy losses in this case aver- 
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age somewhat higher, the variability of about 3 to 1 
in ratio being about the same in pounds per ton of 
steel as in the lower carbon heats. 

The word “deoxidation” has always been a rather 
ambiguous term in steelmaking parlance. Actually 
the normal process of tapping and adding alloys in 
the ladle is a combination of oxidation and deoxida- 
tion which nearly always results in some net de- 
crease in oxygen content between tapping and teem- 
ing streams. The loss in any one solute element is 
presumably due in part to reaction with oxygen in 
solution in the tap stream as well as with oxygen 
coming from external sources, which we are assum- 
ing to be the atmosphere in this discussion. If we 
make the somewhat arbitrary assumption that the 
net decrease in dissolved oxygen is divided among 
the various alloy additions in the ratio of their rela- 
tive losses, we can derive approximate values for 
the losses of any given metal which is due to “air 
oxidation only.”’ The frequency curves of fig. 7 are 
obtained from such values, in this case for man- 
ganese loss: the solid curves show the range of total 
manganese losses, the dashed curves show the loss 
“from air oxidation only.” In the higher carbon 
killed-steel heats shown by the upper curves, the 
dissolved oxygen is small and is shared among other 
alloys, so that the range and variability in man- 
ganese loss from “air oxidation alone” is almost the 
same as the total loss. In the low-carbon open steel 
heats shown by the lower curves, about 25 pet of 
the manganese loss is counted as resulting from the 
oxygen in the tap stream, but the variability is seen 
to be nearly all due to oxygen from external sources. 

These curves indicate a variability range of from 
0.16 to 0.18 pet Mn apparently due to variable “ex- 
ternal oxidation” during tap. This variable may be 
considered as almost entirely out of control of the 
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Fig. 7—Distribution curves of manganese loss— 
regular vertical ladle. 
4A Total loss from air oxidation plus oxygen dissolwed in 


tap stream 
B Loss from air oxidation only 
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635 050 065 060 095 110 125 140 
RATIO OF MANGANESE TO SILICON LOSS IN TAPPING 
Fig. 8—Distribution curve of ratio between man- 
ganese and silicon losses during tap into normal 
vertical ladle—based on 42 heats of 0.08 to 0.18 C, 
silicon-killed. 


furnace operators under normal conditions of fur- 
nace operation, so that even with the most accurate 
analyses and weights, the melter cannot be expected 
to regulate the manganese content within a range of 
less than about 20 points. This is a typical instance 
of the lack of close control of composition in general 
which is inevitable in nearly all present practices 
for handling steel from furnace to ingot mold 
Silicon losses show a similar variability in normal 
practice, The relative amounts of manganese and 
ilicon losses obtained in any one heat also vary 
widely in their ratio; even among heats of the same 
grade of steel in one shop the manganese loss is 
ometimes larger, very often much smaller than the 
ilicon lo in pounds per ton of steel. This is illus- 
trated by the frequency curve of fig. 8, derived from 
data on 42 heats of silicon-killed steel, all within 
0.08 to 0.18 pet carbon and with aluminum addi- 
tions to the ladle around 0.5 lb per ton or below; 
the variation here of 6 to 1 in the ratio probably 


covers most of the heats of a given grade, although 
in this case three heats with Mn/Si loss ratios of 
2.5, 2.5, and 3.6 were not included since they were 
o far out of the range covered in fig. 8. Briefly, we 
mav say that erratic oxidation effects seem to be 


inherent in normal furnace tapping practice, prob- 
ably due to erratic conditions and the 


trong” oxidizing effect of oxygen from air 
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Experiments on Some Methods of Reducing Air 


Oxidation: In view of the practical difficulties in 
handling liquid steel at 2800 te 2950°F, only a few 
of the simpler methods of minimizing this oxidation 
effect have been tried up to the time of this writing 


LADLE STAND 
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The simplest idea which might occur to anyone con- 
sidering the problem would be to surround the 
stream and ladle pool with a reducing or neutral 
atmosphere. A number of heats were tapped with a 
stream of small coal, from 25 to 75 lb total weight, 
fed until slag began to flow, on the tap stream near 
the taphole, the coal flowing on the metal down the 
runner and into the ladle. A few heats were also 
made with a large number of tiny streams of heavy 
oil flowing on the steel along the length of the 
runner. In either case, the hope was to form reduc- 
ing gases which might be carried along by the mov- 
ing metal surface. These efforts were a complete 
failure, giving no reduction in total loss of man- 
ganese, silicon, and aluminum. In the heats fed with 
coal, the total carbon loss was somewhat higher, 
which was to be expected. 

In another group of silicon-killed heats, large 
additions of calcium-silicon alloy, substituting for 
part, or all, of the ferrosilicon normally used, were 
made in various ways. The alloy was placed all on 
the bottom of the ladle, or fed at various intervals 
to the ladle during tap, or, by selecting fine-sized 
pieces, was fed on the tap stream in the runner over 
the whole tapping period. Counting in the oxygen 
required to oxidize the calcium, the total oxidation 
effect was larger on these heats than in a comparison 
group deoxidized with ferrosilicon. Silicon loss was 
about the same in both groups, manganese loss was 
appreciably lower in the Ca-Si-treated group, and 
with the oxygen equivalent to the change of the 
calcium metal to CaO omitted, the total apparent 
external oxidation in these heats was lower by 
about 20 pct. In spite of the higher specific gravity 
of calcium vapor or CaO fume, it was quite apparent 
that a violently eddying layer of air was carried 
down with the tap stream, easily displacing the 
fume-filled gases over the pool in the ladle. In gen- 
eral, manganese recovery can be improved rather 
consistently by feeding a stream of small-sized 
silicon or other similar alloy on the tap stream in 
the runner. However, total air oxidation is not re- 
duced and, in fact, is likely to be somewhat in- 
creased by such practice. It merely tends to decrease 
manganese loss at the expense of a larger silicon 
loss 

The failure to reduce air oxidation in these tests 
is interesting mainly because it illustrates the vio- 
lent eddying caused by the steep temperature gradi- 
ent which makes it practically impossible to prevent 
air from being swept into intimate contact with all 
exposed liquid metal surfaces. 

Since with a stream of any given turbulence, the 
larger the distance of free fall into the ladle pool, 
the greater should be the tendency to break up and 


Fig. 9—Tilting ladle. 
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Fig. 10—Distribution curves of 20 
oxygen absorption from air for 
taps into vertical and tilting 
ladles—both groups of heats are 
similar composites of rimmed, 
semikilled, and killed steels. 
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carry in more air bubbles, a few preliminary taps 
were made in which the craneman held the ladle 
initially almost horizontal just under the runner 
and lowered it during tap only fast enough to pre- 
vent overflow, so that free fall of the tap stream to 
the side of the ladle lining or the pool was held to 
below about 18 to 20 in. In contrast to the negative 
results mentioned above with reducing gases, this 
decrease in distance of free fall lowered the air 
oxidation to around half the usual value (see table 
II above). However, the safety problem and the 
skill required for such a tilting operation with the 
ladle crane made desirable a tilting-ladle arrange- 
ment such that any required number of experi- 
mental heats could be run off with a minimum of 
disturbance to normal shop operations. 

Such an arrangement is shown in the sketch of 
fig. 9; this involves a special ladle stand designed 
to support both normal and tilting ladles, and a 
special ladle with four extra castings attached to 
the shell. Two of these form a pivoting point at the 
top of the vertical extensions to the ladle stand, the 
other two engaging the main hoist hooks on the 
ladle crane. The dashed lines show the ladle posi- 
tion at the beginning of tap: a gradual lowering 
during tap until the filled ladle rests in the normal 
way on the stand maintains less than about 15 in 
of free fall of tap stream, and the ladle is then 
picked up in the normal manner for transfer to the 
pouring platform. 

As far as we could judge, this technique, which 
was successfully used on some 40 to 50 heats, altered 
nothing but the distance of free fall of stream, at 
least to any large extent. The total effective expo- 
sure of liquid surface to air was probably not de- 
creased; there was less falling stream surface but 


OXYGEN ABSORPTION FROM AIR-LBS PER TON OF STEEL 
a somewhat larger average area of ladle-pool sur- 
face which was also situated more favorably for 
contact with moving air in the tilted ladle. It is 
therefore very probable that any effect on amount 
of air oxidation is essentially due to less breaking up 
of the free-falling stream so that a decreased amount 
of air bubbles was carried into the ladle pool. The 
frequency curves of fig. 10 show the distribution of 
oxygen absorbed from air per ton of steel for 32 
heats into the tilting ladle and for a comparable 
group of 27 heats tapped into the usual vertical 
ladle. Both groups include rimmed, semikilled and 
killed steels, but all heats were made in one shop 
and the comparison group of vertical ladle heats was 
selected to eliminate as much as possible any aver- 
age differences in other known variables. On the 
average, the tilting ladle reduced the amount of ap- 
parent air oxidation by 25 pct and also reduced the 
spread in air oxidation between different heats in 
the group. 

From visual observation of the tap stream, helped 
out by the high-speed moving pictures (see fig. 4) 
it soon became obvious that: (1) even relatively 
“smooth” tap streams were quite possibly turbulent 
enough to carry air bubbles into the ladle pool in 
either tilting or vertical ladle; (2) there were large 
differences in stream turbulence between heats in 
both groups; and (3) these differences, even as 
judged by ordinary visual observation, had an obvi- 
ous effect on the amount of alloy losses. These effects 
are illustrated by the frequency curves of fig. 11. In 
these observations, the visual estimate of relative 
stream roughness is only a rough criterion but is 
probably adequate for such statistical comparisons. 
The general trend is toward a reduction in alloy loss 
with less turbulence and spraying of the tap stream 
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in both the tilting ladle heats (12 to 18 in. of free 
fall) and those tapped in the normal way into a 
ladle standing vertical (5 to 10 ft of free fall of 
stream); as in fig. 10 for oxygen absorption, the 
total alloy losses here in fig. 11 again show the effect 
of the shorter distance of stream fall 

In general, it is difficult to account for such be- 
havior on any as 
amount of mixing and reaction with the oxygen of 
the atmosphere. No correlation has been observed 
between tap time and these calculated amounts of 

Apparently, oxidation can proceed 
o that the effectiveness of mixing with 
Some more recent data 


umption other than that of variable 


air oxidation 
very rapidly 

air is the controlling factor 
have been obtained on heats from tilting furnaces 
in which the rate of tap-stream flow is generally 
higher, but in which there is also a more turbulent 
and violent impact of the stream on the ladle pool 
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heats are not large enough to give regular frequency 
distribution, but the average manganese losses of 
0.82, 1.61, and 2.38 lb per ton, respectively, are prob- 
ably close to what might be expected in larger 
groups. 

These results indicate that merely with much im- 
proved taphole practice and tapping procedures 
such as would give consistently smooth-flowing tap 
streams, an average saving of around 0.4 to 0.5 Ib 
manganese per ton might be obtained, perhaps a 
little more. (The writers’ somewhat limited obser- 
vations would indicate that really smooth-flowing 
tap streams are more the exception than the rule 
in typical shop practice.) Although the total poten- 
tial saving of manganese is around 2 lb per ton by 
elimination of all air oxidation, we are not likely to 
devise any very practicable method for such elim- 
ination in the near future. However, a combination 
of smooth tap-stream flow in nearly all heats 
with some method such as the tilting ladle which 
would result in a minimum free fall of the tap 
stream would appear to give an average decrease in 
manganese loss of around 1.0 lb per ton of steel. 
Since this would probably be accompanied by around 
0.7 lb of increased silicon recovery and perhaps 0.05 
lb less aluminum loss, the cost savings in alloys 
should materially reduce any probable increase in 
operating cost involved in such practices. 

It should be remembered that any such reduc- 
tion in manganese loss in tapping is entirely inde- 
pendent of anv saving through increased recovery 
in the mete! in the furnace bath before tap. 


Oxidation Effects and Steel Quality: We have no 
definite evidence at this time of any correlation be- 
tween “air oxidetion” and “steel quality,” and in 
any case would prefer not to complicate the present 
discussion with this subject and with the vague and 
contradictory evidence regarding it to be found in 
the literature. A few brief comments may be help- 
ful, however. Seums, inclusion streaks, and certain 
surface defects have in various papers been asso- 
ciated with “deoxidation practice with erosion o1 
chemical attack on refractories, with precipitation 
of nonmetallics during freezing, and with furnace 
charge materials or refining practices. The writers 
feel that clear-cut evidence is lacking for practically 
all the various viewpoints, probably because we still 
lack fundamenta knowledge about the mechanism 
and controlling factors in the formation of pre- 
cipitates or emulsified nonmetallics in the liquid 
metal 

There are definite indications of some kind of 
relationship between the oxidation effects involved 
in normal tapping practices and inclusions in the 


metal. In killed heats, the 3 to 9 lb of manganese, 
silicon, and aluminum oxides formed by oxidation 
per ton of metal in the ladle amounts to approxi- 
mately 0.4 to 1.0 pet in terms of liquid metal volume 
A very large majority of these oxide particles rise 
face of the ladle pool, forming a 
cum which mixes with the rest of the ladle slag 
molds, an additional amount of oxide ma- 
terial tends to rise out and form a scum on ingot 
tops. This scum quite often carries occluded or par- 
olved fragments eroded from refractories 


quickly to the 


tially di 


but Ils more normally a rather homogeneous material 
with a composition which tends either to agree with 
predicted from the relative 
imounts of loss of the various alloy additions by 
ladle, or deviates from this pre- 
consistent with 


that which would be 


on in the 
dicted composition in a manner 


a” 


variable rising rates of particles of variable compo- 
sition and physical state. This scum is sometimes 
partly entrained in the surface layers of the ingot 
to give surface or subsurface defects, or it may sink 
down into the shrinkage cavity during freezing to 
give certain pipe or blowhole defects. Some data on 
analysis of inclusions extracted from the final steel 
again suggest the same ladle oxidation products as 
the main source, suggesting that these inclusions 
are chiefly those emulsified oxide or silicate products 
of (mainly) air oxidation which did not float out in 
either ladle or mold. 

On the other hand, the preliminary indications 
were that final steel cleanliness or various indexes 
of defects or “quality” had little or no relationship 
to the relative total amount of air oxidation in the 
ladle. The dirt left in the steel is hardly ever more 
than a very small percentage of the total amount 
formed by oxidation and occasional refractory ero- 
sion. It seems probable therefore that other, still 
unknown, factors are dominant in this general prob- 
lem, and that there is some critical factor which 
largely determines the degree of fineness or emulsi- 
fication in the liquid metal, of at least part of the 
large amount of oxidation products formed in all 
present steelmaking practices. We therefore merely 
wish to indicate here the belief that the problem is 
essentially an unsolved one at this writing. It seems 
reasonable to conclude, however, that the air oxida- 
tion during tapping is one major, though probably 
not the decisive, factor in this general problem of 
steel cleanliness and quality 


Discussion of Results and Conclusions: In addition 
to its possible relationship with the control of steel 
quality in general, this oxidation effect appears to 
result in an extra cost of 20 to 50 cents per ton 
through alloy losses and is the main variable which 
limits our present degree of control of composition 
within specifications for any given grade of steel 
Although the practical or complete elimination of 
the effect would be very desirable, this appears to 
be a very difficult problem, at least in quantity pro- 
duction, and any complex or expensive method of 
handling the steel out of the furnace would prob- 
ably not be justifiable. The main purpose here is to 
describe what happens and the main factors which 
appear to influence the amount of oxidation. More 
frequent piping of tap holes, or some new taphole 
and tapping practices, and some innovation, such as 
the tilting ladle which would limit the fall of tap 
stream in the air, appear to promise a marked re- 
duction in variability and are at least worth consid- 
eration. Any resultant lowering in manganese loss 
would be especially helpful under present condi- 
tions 

The following conclusions summarize results to 
date: 

1. Although direct and conclusive evidence is not 
vet available, the writers believe that there is very 
good circumstantial evidence for reaction with air 
as the main source of alloy loss in tapping and ladle 
filling. The metal stream appears to react with an 
amount of oxygen equivalent to 20 to 30 or more 
volumes of air per volume of metal, forming 3 to 9 
lb per ton, or 0.4 to 1.0 pet by volume of oxides 

2. Along with the oxidation, 0.001 to 0.002 pct of 
nitrogen is absorbed between tap stream and teem- 
ing stream. Rimming action seems to be increased 
in open steels due to a higher A[O] or excess of 
dissolved oxygen above carbon equilibrium in the 


teeming stream 
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3. The mechanism of air oxidation appears to 
include not only the violent convection flow of air 
over the exposed liquid metal surfaces but also an 
actual carrying of air bubbles down into the liquid 
metal pool in the ladle. Such entrainment of bubbles 
appears to occur at the instant of impact on the 
pool of waves or other irregularities in the metal 
stream surface. Turbulence and waviness in stream 
and impact velocity both tend to increase with dis- 
tance of free fall through the air 

4. Results tend to indicate that because of the 
high activity of atmospheric oxygen, the resultant 
oxidation is independent of the time factor and 
speed of tap, since it is controlled in amount essen- 
tially by the turbulence and violence of tap and the 
degree of exposure and mixing with air 

5. Also because of this strongly oxidizing effect 
of air. and the erratic mixing conditions in normal 
ladle tilling and alloy additions, not only aluminum 
and silicon but also carbon, chromium, and man- 
ganese are oxidized, and the total amounts and the 
relative ratios between different alloy losses are 
variable and erratic between heats of one grade in 
the same shop practice. This variability (at least 4 
to 1 in total alloy loss) is the main factor rendering 
close control of composition difficult in present 
steelmaking practices 

6. The most immediately practicable methods of 
limiting this effect would seem to be: (a) control 
of taphole contour and opening-up and tap-stream 
flow in general to give consistent smoothness of 
flow, and (b) decrease in distance of free fall 
through air from runner to ladle pool. There are 
promising indications that such conditions could 
result in a saving in manganese of somewhere be- 
tween 0.4 and 1.0 Ib. per ton of steel. Since this 
should be accompanied by corresponding savings in 
silicon and chromium and would be independent of, 
and in addition to, anv manganese savings in the 
furnace bath before tap, it would appear to be worth 
erious consideration 
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Thermodynamic Relationships in Chlorine Metallurgy 


Equations representing the standard free energy of formation as 
a function of temperature, for thirty metallic chlorides, are pre- 
sented and plotted on a free-energy vs. temperature diagram. The 
use of these data for calculations on reduction of metallic chlorides, 


by Herbert H. Kellogg 


refining of metals with chlorine, and chlorination of metallic oxides 


and sulphides is illustrated. 


e HLORINE metallurgy’ 

gists for 
usual propertie 
ing point, high volatility, 
the oxides—-make possible many 
Interest in chlorine 


has attracted metallur- 
more than a century because the un- 
of the metallic chloride low melt- 
and ease of formation from 
useful extractive 
processes processes 1 under- 
going a renaissance due to present availability of 
chlorine at relatively low prices, and to recent ad- 
vances in technology 

During the present century there have accumu- 
lated a considerable number of reliable values of 
the thermodynamic constants for the metals and 


their chlorides. These data permit the calculation of 
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free-energy equations for many metallurgically im- 
portant reactions Consideration of free-energy 


values make possible certain predictions of the 


direction and extent of a given reaction, as well as 


the effect of temperature, pressure and composition 


Reaction rate 


although not pre- 
y data, is usually sufficiently 
that diffusion of the 
and products to and from the zone of re- 
actual rate. Thus, if the free- 


upon the result 
dictable from free-eners 
reat at elevated temperature 
eactant 
action determines the 
energy indication is favorable, the chances are good 
that a high 
proceed at a 
for rapid diffusion ha 


This paper present 


temperature metallurgical reaction will 
reasonable rate, if adequate provision 
been made 

tandard free-energy equa- 
1umber of metallic chloride based on 
data which are cattered throughout the 


The equations are presented in a form that 


for a 
literature 


simpli- 


‘ their use, and typical example are given of the 
applicatior of free-energy data to metallurgical 
proce ‘ 

Free Energy of Reaction 
rhe free-energy change (4G) of a reaction is the 
true measure of the trivir force of the reaction 
under a ven set of ce {itor nd th elated to 
the standard free-ene change (AG ) of the re 
actior i ow 
For the reactior 
bB et D ek 
\ 
\G \G RT | 
\ 
where A ictivity of ce tuent (7) 
| ibsolute tempe ture K 
R is constant 
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The criterion of a spontaneous reaction from left to 
right, at constant temperature and pressure, is a 
negative value for the free-energy change (AG). 
The standard free energy of the reaction is equal to 
the free energy of the reaction when all the re- 
actants and products are at unit activity, since under 
these conditions the second term on the right-hand 
side of eq 1 is equal to zero. 

The concept of activity is treated fully in many 
textbooks on chemical thermodynamics’ and in a 
recent article by Chipman. Briefly, the activity (A,) 
of a constituent (i) is a measure of the reactivity 
of this constituent relative to its reactivity in some 
arbitrary standard state. For liquids and solids the 
standard state most often used is the pure liquid or 
solid constituent. Thus the activity of a pure liquid 
or solid in a metallurgical reaction is equal to unity 
under elevated 
temperatures behave very nearly as ‘ideal gases,’ 
and the standard state is chosen as the gas at 1 atm 
activity of an ideal gas is therefore 


Gases moderate pressure and at 


pressure. The 
equal to its partial pressure, and this relation is 
sufficiently exact for real gases in most metallurgi- 
solution there is 
in general no simple way to express the activity of 
a constituent as a function of its concentration, and 
activity must be determined by experiment. A few 
behavior, and if 
the pure constituent is chosen as the standard state, 


cal reactions. For a liquid or solid 


solutions follow a so-called ‘ideal’ 


the activity of a constituent in an ideal solution 
becomes equal to its mol fraction 

When a reaction reaches a state of thermodynamic 
equilibrium at constant temperature and pressure, 


\G becomes equal to zero and eq | reduces to 


-A 


A 
AG RT In | 

A A equilibrium [2] 
The brackets surrounding the activity term are used 
to emphasize that each of the activities is an ac- 
tivity 
arbitrarily 


under equilibrium conditions—not just any 

bracketed term is 

the equilibrium constant (K) of the reaction. Eq 2 

makes possible the calculation of equilibrium activi- 

ties for is known at the de- 
ired temperature 

The standard free-energy equations presented in 


assigned value. The 


a given reaction, if AG 


this paper were calculated from the fundamental 
thermodynamic values of enthalpy of formation at 


298 K (AH ’,), standard entropy at 298°K (S 


heat capacity as a function of temperature (Cp), 
and enthalpies of transition, fusion, vaporization, 
and sublimation for the various constituents. Where 
possible the data reported in the recent “Selected 
Values of Chemical Thermodynamic Properties,” 


published by the Bureau of Standards,” were used 


\ large number of data came from the publications 


rs 
7 
4 
CC 
4 
VOL. 155 


of K. K. Kelley’** and a few values of JH”, came 


* Kelley's most recent rev 
ceived too late for use in the 


m of heat capacity data* was re 
najority of the calculations 


from Bichowsky and Rossini.” The method of cal- 
culation of AG° from these data can be found in any 
textbook on chemical thermodynamics. 

In a few cases the standard entropy (S ..) of the 
metallic chloride was not available in the literature, 
and rather than omit an important substance from 
consideration, the entropy was estimated by one of 
the empirical methods available. These estimated 
entropies are probably reliable to 2 entropy units. 
The error introduced into the free-energy equations, 
as a result of the uncertainty in the entropy, Is 
small at low temperature but becomes appreciable 
as the temperature is increased. In some cases the 
heat-capacity data were estimated, but the erro 
introduced into the free-energy equations by this 
procedure is by no means as serious as that from an 
inaccurate entropy value. Whenever data were esti- 
mated the resulting free-energy equations have 
been clearly designated as approximate. Some in- 
dication of the reliability of each equation will be 
found in the appendix where the equation for each 
of the lines on figs. 1 and 1A is given along with the 
sources of the data for each chloride. 

Extreme accuracy is not claimed for any of the 
equations in this paper. Particularly at high tem- 
peratures the errors are probably large in some 
cases, and the values should be considered pro- 
visional. Only with the aid of much more experi- 
mental evidence on high temperature equilibrium, 
and by painstaking analysis of the data can the 
accuracy of the equations be increased. Maier” has 
performed such a service for the chromium chlo- 
rides, and as a result these equations are probably 
more reliable than most of the others reported in 
this paper. Despite the provisional character of 
many of the free-energy equations, their usefulness 
for preliminary calculations in development prob- 
lems and in the teaching and understanding of ex- 
tractive metallurgical processes is very great 

One further limitation of the free-energy equa- 
tions should be pointed out. The thermodynamic 
constants for a great many chlorides of lower or 
higher valence state than the normal chlorides are 
not available, and these chlorides have been omitted 
from consideration. In many metallurgical proc- 
esses these other chlorides may play the predomi- 
nant role, and the free-energy equations reported in 
this paper would be insufficient to predict their be- 
havior. A recent patent" affords an example of a 
process for refining aluminum which makes use of 
the normally unstable compound AICI 


Standard Free-energy vs. Temperature Diagram 


H. J. T. Ellingham has performed an important 
service for the literature on extractive metallurgy 
by his recent publications in which he has given the 
tandard free energies of metallic oxides and sul- 
phides as functions of temperature and related these 
to practical problems in smelting and refining. The 
method of presentation of data used by Ellingham 
has been adopted in this paper. A brief discussion 
of the characteristics of a standard free-energy v 
temperature diagram follows: 

In fig 1 and 1A, the standard free energies of 
formation of the metallic chlorides are plotted a 
functions of the Centigrade temperature. The basis 
of each equation is 1 g mol of chlorine, rather than 
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the more usual 1 g mol of chloride. Thus the re- 
actions are written: 


2M +- Cl 2 MCl 
M’ -+- Cl M’Cl 
2/3 M Cl 2/3 MC, 


The use of 1 g mol of chlorine as the basis for the 
equations makes possible the direct visual compari- 
son on figs. 1 and 1A of the relative ‘affinities’ of the 
metals for chlorine at any temperature. The farther 
down on the graph the chloride appears (the more 
negative is the value of AG ) the more stable is the 
chloride. At a given temperature, a metal is able 
to displace from their chlorides all other metals 
that appear above it on figs. 1 and 1A, provided all 
reactants and products are in their standard states 
(for the more practical problem, where the sub- 
stances are not in their standard states, this relation 
can be contradicted as will be explained later). The 
preceding statement is true because if one equation 
on the graph is subtracted from another, the 
chlorine will cancel out and the result will be a 
replacement reaction 


(a) M Cl MC1 

(b) M’ cl M'Cl 
(a)—(b)=—(c) M M 
AG AG AG 


If MCl, appears below M‘Cl, on the graphs at a 
given temperature, then 3G , is a larger negative 
value than AG ’,, and AG’. will also be negative 
Since AG is negative, reaction c will proceed 
spontaneously from left to right if all reactants and 
products are in their standard states, and M will 
displace M’ from 

The curves on figs. | and 1A form a quantitative 
‘affinity series’ for the metallic chlorides that is valid 
for the temperature range 0 to 2000°C. The rela- 
tively unstable chlorides of the noble metals appear 
on the upper part of fig. 1, while the very stable 
chlorides of the alkali and alkaline earth metals are 
at the bottom of fig. 1A; the base-metal chlorides 
lie between these extremes. The fact that many of 
the curves cross each other indicates that the sta- 
bility of the chlorides, relative to each other, 
changes as the temperature increases. For this rea- 
son a single affinity series, valid at one temperature 
only, is of littie use for metallurgical purposes 

The standard free energy of a chemical reaction 

related to the standard electrode potential of an 
electrolytic cell which embodies that reaction, as 
follows 


AG inE F 


where E standard electrode potential in volts 


F Faraday constant, 96,500 coulombs 
per mol 


n number of faradays per mol of re- 


action 


j conversion factor from joules to 


calor 0.239 


It follows that the ordinate representing standard 
free energy can also represent the standard electrode 
potential (E) if (n) constant for all of the re- 
action When the basis of the free-energy values 


g mol of chlorine, (mn) will have the constant value 
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Fig. 1A—Standard free energies of formation for metal chlorides as a function of temperature. \G° be- 


to the standard enthalpy of reaction (\H-) and the 
standard entropy of reaction (AS 
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[4] plot of 


and pressure 
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change in 
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temperature 


versus T will result in lines which are 


change to a mino! 


extent only 
(provided the re- 


constant temperature actants and products undergo no phase changes), a 
AG 
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very nearly straight and having a slope of +-AS 


In figs. 1 and 1A, 4G sis plotted downwards and 
the slope of the lines is 4S ; a line that slopes 
upward from left to right has a positive slope but 
a negative 3S The slight curvature noticeable in 
some of the lines reflects the small temperature de- 


pendence of 4S’, which results from the differences 
in heat capacities of the products and reactants 

At all phase-change temperatures (transition, 
fusion, vaporization, and sublimation) the entropy 
of the reaction changes abruptly by an amount equal 
to the entropy of the phase change, and the lines on 
figs. 1 and 1A show sudden ‘breaks’ at each such 
temperature. The entropy changes for vaporization 
and sublimation are usually much greater than for 
transition and fusion, and the lines have sharper 
breaks at the points of greater entropy change 
When a substance appearing on the right-hand side 
of the equation (1.e., the metal chloride) undergoes 
a phase change upon increase in temperature, the 
entropy of the reaction becomes more positive (o1 
le negative); the slope of the line, therefore, be- 
comes less when ich a phase change occurs. A 
substance on the left-hand side of the equation (i.e., 
the metal or lower valence-state chloride) will have 
the reverse effect upon the entropy of the reaction 
when it undergoes a similar phase change. The 
‘normal’ fusion, boiling, and sublimation tempera- 
} des are indicated on figs. 1 and 
1A by the ymbols M, B, and S. The same phase 


hang 


or the metal (or lower valence-state- 
chloride) are denoted by M’, B’, and S T’ refers to 
the temperature of transition between two crystal- 
line forms of the metal 

In most reactions of practical interest the prod- 


ucts and reactants are not in their standard states 
In this case the drivin force of the reaction is AG, 
rather than AG , and appropriate value of the 
activities must be used in eq 1 to predict the spon- 
taneity of the reaction If the activity value are 
known, the value of AG for the reaction can be 
found graphically by the use of the correction chart 
at the bottom of f 1A As an example of the use 
of this chart consider the followir 
The tree ene! { ) ot the reaction 


desired at 1000 C, when Ag ts in a metallic solu- 


tion at activity 


1000. chlorine a is at 2 atm 
liquid 


and 


From eq 1 


(1/1000) 2 
(c) \G RT In 2 2 RT In 1000 
Fach of the terms on the ht-hand side of (c) can 
be evaluated from ft ! and 1A. Thus, at 1000 C 
cal 
RT In 2 1,750 


(d) 500 1.750 17,480) 


Applications to Chlorine Metallurgy 


Hydrogen Reduction: If the curve for the standard 


of met } 


enerey 


the curve fo 
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whose chloride lies below the 2HC1 curve at a given 
temperature will be converted to the chloride by 
treatment with HCl (gas) under standard condi- 
tions. The curves for most of the chlorides slope 
upward from left to right and cross the 2HC] curve, 
thus an increase in temperature makes the free 
energy of the hydrogen-reduction reactions more 
favorable. At 2000°C, AG” for the reaction 


H M -+- 2HCl 


is negative for all the metallic chlorides on figs. 1 
and 1A except CrCl, ZnCl, MnCl, 2/3AICl,, 
1/2ZrCl,, MgCl, CaCl, and 2NaCl (and probably 
BeClL) 

It is not essential that the curve for the standard 
free energy of the chloride lie above the 2HCI curve 
in order to effect the reduction of the chloride by 
hydrogen. If the chloride curve is not too far below 
the 2HC1 curve, the free energy of the reduction 
reaction can be adjusted to a negative value by 
maintaining a large activity of hydrogen and a 
small activity of HCl. An example of such a case is 
the method of CrCl, reduction with hydrogen which 
was developed by Maier for the U. S. Bureau of 
Mines This process is operated at 800 C, and fig 
1 shows that at this temperature 


AG 
(a) H Cl 2HC!1 48,350 
(b) Cris) Cl CrcCLi(s) 63,150 


(c) H CrcL(s) Cr(s) 2HC!1 14,800 cal 
The partial pressures of the two gases required to 
make the reduction reaction spontaneous from left 
to right are found, in the limiting case, by solving 


for the equilibrium condition. From eq 2: 
A -A 
\G RT In 
dn, - A 


The activities of Cr(s) and CrCl(s) are unity, since 
these substances are present in their standard states 


RT In 14,800 cal at 800 C (1073°K) 


(d) log 3.017 


If the total pressure in the reduction system is 1 


(e) P l P P 


If (d) and (e) are solved simultaneously, the re- 


ults are 


P 0.031 atm 
0.969 atm 


If the amount of HCl in the reducing gas is kept 
below 3.1 pet by supplying fresh, dry hydrogen and 


ously removing the HCI which is formed, 
\G will be negative and the reduction reaction will 


oceed spontaneously 

Reduction by Carbon and Methane: Carbon is one 
f the most useful reducing agents for metallic 
as a reducing agent for chlo- 


reaction 


1/2 CCl 


VOL. 188 


| 
¢ 
| 
(a) 2 Ag(l) Cl 2 AgCl (1) 
atm, t! ‘ 
‘ EE le on f 1 lies above 
¢ ( 
H ( 
at a given temperature. the met chloride will b. ride This conclusion is based on the position on 
ibstances are in the tandard stat \ metal 1/2C Cl | CS 


which lies far above all the curves for the metallic 
chlorides except AuCl. Carbon has such a low 
affinity for chlorine that the standard free energy 
of formation of CCl, becomes equal to zero at 475 C, 
and CCl, will decompose into carbon and chlorine 
above this temperature. 

Methane has been reported as a practical reduc- 
ing agent for the metallic chlorides However, 
the use of methane should be considered as an al- 
ternative (and perhaps cheap) method of effecting 
hydrogen reduction of the chlorides. Methane is 
unstable when heated much above 600°C and de- 
composes into hydrogen and carbon. The products 
of the methane reduction of metallic chlorides al- 
ways contain solid carbon—no carbon chlorides are 
formed. The hydrogen from the methane combines 
with chlorine from the metallic chloride to form 
HCl, as in ordinary hydrogen reduction 


(a) 1/2CH,(g) MCl M 1/2C 


The standard free energy of formation of methane Is 
given in table I 


Table L. Standard Free Energy of Formation 
of Methane* 


1/2Cis) + H 2 
\G 
5 6,070 
727 2.305 
1,027 6.250 


* Values from “Selected Valuc 


The standard free energy for the methane reduc- 
tion reaction, (a), is obtained by subtracting AG 
for the metal chloride (from fig. 1) and AG for the 
formation of 1/2 CH, (from table I) from AG’ for 
2HC! (from fig. 1). At those temperatures where 
SG” for 1/2 CH, is negative, the reducing power of 
methane is less than that of pure hydrogen, while 
for positive values of AG ", the reducing power 
of methane is a little greater than that of hydrogen 
A disadvantage of the use of methane is that the 
reduced metal is contaminated with carbon 


Electrolytic Reduction: The required free energy 
for the reduction of a metallic chloride may be sup- 
plied by electrolysis, instead of employing the free 
energy involved in the formation of HCl from H 
Eq 3 gives the relation between the variables in- 
volved. The use of electrical energy for reduction 
has one important advantage over chemical methods 

the strength of the reducing action in electrolysis 
is unlimited, and even a very stable chloride like 
NaCl may be electrolyzed to produce sodium metal 
and chlorine gas, if a sufficiently large voltage is 
employed. For this reason electrolysis of the molten 
metallic chloride is the principal method for the 
production of the active metals” such as magnesium, 
sodium, calcium, lithium, and cerium 

For the electrolysis of a pure molten chloride with 
the formation of chlorine at 1 atm pressure and the 
pure metal, figs. 1 and 1A give directly the ‘reversi- 
ble decomposition potential’ for the electrolysis at 
any temperature, since all substances are in their 
standard states. If pure liquid PbCl, is electrolyzed 
at 500°C, fig. 1 indicates a reversible decomposition 
potential of 1.27 v 

Wher the substances involved in an electrolysis 
are not in their standard states, appropriate activity 
corrections must be made in order to find the re- 


versible decomposition potential (E). E is related 
to E~ by the relation: 

. nF A,’-A 
where R gas constant expressed as joules per “C 
per mol. 

In most commercial methods for electrolysis of 
molten chiorides, the electrolyte is a solution of 
several chlorides—the additions serving the purpose 
of lowering the melting point and increasing the 
conductivity. Im such a case the activity of the 
chloride undergoing electrolysis is less than unity 
and eq 5 must be used to calculate E. 

The actual cell voltage used for the commercial 
production of a metal is considerably higher than 
the reversible decomposition potential for several 
reasons. The internal resistance of the electrolytic 
cell causes a voltage drop which may be as much 
as 5 v in some cases. The electrode reactions may 
exhibit ‘overvoltage’ or ‘polarization’ which adds 
to the cell voltage. All of these effects are rate 
phenomena-—they depend upon the current density 
of the electrolysis—and cannot be accounted for by 
studies of reaction equilibrium. 

In a molten solution of two chlorides, such as 
PbCL-ZnCL, electrolysis can be used to obtain a 
fractional separation of the two metals. The farther 
apart the curves for the two chlorides appear on 
figs. 1 and 1A, the more successful will be the sepa- 
ration. Drossback” was able to obtain close to 100 
pet recovery of lead (containing 0.1 pet Zn) from a 
PbCL-ZnClL-NaCl electrolyte at 540°C, by adjust- 
ing the cell voltage so that it did not exceed 1.6 v. 
The zine could subsequently be reduced by increas- 
ing the cell voltage after all the lead was deposited 
The possibility of this separation is indicated from 


the curves on fig. 1. At 540°C: 
for PbCl 1.25 v 
for ZnCl 1.59 v 


If activity corrections are neglected as a first ap- 
proximation, then lead should begin to deposit 
when the cell voltage reaches 1.25 v and pure zinc 
could not deposit until the cell voltage had been 
raised above 1.59 v (Drossback’s value of 1.6 v in- 
cludes the voltage drop across the internal re- 
sistance of his cell). For a more accurate analysis 
of the system the activities in the chloride melt 
would have to be taken into account 


Reduction of Chlorides by Other Metals: Practical 
use of metal reducing agents for other metallic 
chlorides is at present the subject of many papers, 
investigations, and patents Perhaps the most im- 
portant of these are the production of ductile ti- 
tanium and zirconium by the reduction of the 
respective tetrachlorides with magnesium metal 
The free-energy relations which indicate the possi- 
bility of these reactions are found on figs. 1 and 1A 
The standard free-energy curve for MgCl, lies far 
below that for 1/2 TiCl, and 1/2 ZrCl,, hence the 
replacement reaction 

Mg 1/2 TiC) 1/2 Ti MgCl 
should proceed readily. The position of the NaC] 
curve on fig. 1A indicates that sodium metal could 
also be used to reduce zirconium and titanium tetra- 
chlorides, and this reaction formed the basis for the 
production of titanium at one German plant during 
the recent war 
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‘ 
af 
| 
2 
i 
uF 
‘ 
‘ 


‘gested a 


number of processes for (b) Pb(l) + Cl PbC1 (1) 
the refining of metal scrap and alloys, which in- 


olve reactions of the type AG 61,550 cal at 390°C (obtained from 
: fig. 1 by ex- 

(a) Mn (as solid ferromanganese ) FeCL (1) tension of the 
(or FeCl) Fe(s) curve, or from 


eq 79 in the 


appendix) 
Ni(s) CoCL (1) 


Only reaction (a) will proceed to a significant extent 


These reactions are carried out with the alloy in the because any PbCl, formed by reaction (b) will react 
form of solid powder or turnings and a molten bath with zinc (as long as Zinc is present in the system) 
of chloride (NaCl, KCl, et are usually added in according to the reaction 
orde to reduce the melting point and the volatility ° . 

(c) Zn (liquid, dissolved in Pb) PbClL, (liquid, 
of the other chlorides). The possibilities of these : ; : 


dissolved in ZnCl.) Pb(1) ZnCl. (1) 


eactions are indicated by the curves on fig l and 
1A. Hf the chi le of the metal to be removed from Since reaction (c) (a) (b) 
the alloy has a standard free energy which lies fat \G 76,640 -- 61,550 15,090 cal at 390°C 
below the tar ird free energy of the chloride used 
for purification (; the case for the Mn-Fe sepa- Reaction (c) controls the equilibrium between the 
ation in ea a). then the cece of the process is metal and chloride phases. At the start of the 
very likely. Howeve the substance n such a re- process when the activity of the zinc in the lead is 
tion ¢ not in their standard states, and an ac- high, the amount of PbC1. that exists in the chloride 
curate prediction from thermodvnamic data must phase is small. At the end of the process, considera- 
conside the activitic of each constituent. The bly more PbCl, can exist in the chloride phase, since 
ctivit of the chl les are le than unity since the activity of zine in the lead has been reduced to 
they are constituents of a solution along with NaCl a very low value 
and/or KCl. The metals in the alloy will also be In order to check the thermodynamic prediction 
tha nit activit olid solutions or in- against the operating results, the expected residual 
termetallic compounds are formed nce in the lead will be calculated on the assump- 


on that the metal and chloride phases reach 


equilib! 


Refining of Metals with Chlorine: If chlorine gas 


- um at the end of the proces Applying 
ed tl igh a molten alloy, the metallic PPL 


chloride will 


15,090 RT 


t ict ty of Pb The final lead is 99.9 pet, hence 
i ‘ est be predicted from the curve . 
: A l, is fully justified 
ina ihe « entia equirement f the 

letivity of ZnCl rhe final chloride phase has a 

‘ t? ct that the tandard free- 
mol fraction of ZnCl 0.983. Muromtsev and 

‘ rhe ) ot neta o he 
Nazarova” have shown that ZnClL-PbCl. solutions 
‘ i ir be that for the chloride . 
a are ‘ideal’ with respect to ZnCl, when the mol frac- 
} | ble All of the ibstances 


tion of ZnCl. is large. Therefore 


be 


1 mol fraction of ZnC] 0.983 
le thar init Accurate predictior from the 
thermodynamic data must take into account the lctivity of Zine: Lumsden” has investigated 
ot ty of ¢ h constituent activities in the lead-zine system and the use of his 


equations gives rise to 


e analyzed nee the op- j 29 N 


the ct tie ) I] ibstance where N is the mol fraction of zinc in lead. This 
ell imma ‘ the ope itl condi- relation } approximately valid for very dilute solu- 
f the proce tions of zinc in lead at 390 C 


Activity of PbCl The data of Muromtsev and 
Nazarova on the vapor pressure of ZnCl.-PbCl 
olutions indicate some departure from ideality for 
the activity of PbClL, below mol-fraction 0.7. Rather 
than make an uncertain extrapolation of their data, 
t will be assumed that the system is ideal and that 
the activity of PbCl. is equal to its mol fraction 
(0.017). The error involved in this assumption is 


Table IL. Betterton Process 


probably less than a factor of two 


(d) 


substituted in 


(0.983) 


(0.017) 


quilibrium, if the 


lead (0.017 mol- 
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constituent that 
eact first, thu In 
; of the allo Suct eactior the ba of the As: A 
Bet 
| 
As an e of the 
ez 
If the activity values are 
ne reacts with ct to the re ie) 15,900 RT In 
4 | Soly or \ 
(a) 7. { olved in! ) ( ZnCl (1) for 
bs \G 76.640 t 390°C (from ¢ 1) pet Zn 0.00066 
4 Since lead is present in the system a second rea The theory predicts thi a i __= 
pe hloride phase contains 2.5 pct 


fraction PbCl.), the residual zinc in the lead phase 
will be 0.00066 pct. Practice indicates a value of 
0.005 pct zinc in the lead. The error is not large and 
is, in fact, to be expected. When very little zinc 
remains in the lead, the attainment of equilibrium 
between the zinc dissolved in the lead and the PbC] 
in the chloride phase will be a very slow process, 
and the reaction between lead and chlorine will 
proceed without equilibrium being established with 
zine. 


Chlorination of Metallic Oxides: Many metallic 
oxides can be converted to chlorides by heating 
with chlorine alone 


(a) MO Cl MC1 1/20 


Systems where this reaction is possible can be pre- 
dicted by a combination of the data on figs. 1 and 1A 
with that reported by Ellingham for the metallic 
oxides. Reaction (a) is the sum of two partial re- 


actions: 


(b) M Cl MCl AG 
(c) M 1/20 MO AG 
(a)=-(b)—(c) MO Cl 


MC1 1/20 AG AG AG 


1000 C 


Table III gives values for AG’, at 500° and 


for several metals 


Table UL. Chlorination of Oxides by Chlorine Alone 


46,200 


3 8.900 17.601 
2 8.500 6.600 
10 ef of 120 7.000 200 
1! MgO Mut 120 4.004 6.200 
12 14 2/3Cr¢ 120 14.300 
13 1 2T10 1 2TiCl, 1/20 19,000 15.900 
14 1 ALO 2 SAIC 120 9.400 
15 1 2810 « 1 2SiCh 1/20 24.300 21.400 


AG, for the chlorination of many of the metallic 


oxides in table III is negative, and these oxides can 
readily be converted to chlorides by treatment with 
chlorine. Maier” has reported the chlorination of 
ZnO and PbO in this manner. The chlorination re- 
actions for MgO, Cr.O,, TiO,, Al.O,, and SiO. have 
positive values for 4G ,, and the successful use of 
these reactions is doubtful. It is theoretically possi- 
ble to make these reactions spontaneous if the prod- 
ucts of the reaction are continuously removed as 
gases and kept at far less than unit activity. Maiet 
reports several attempts of this kind that showed a 
partial chlorination of Cr.O 

The chlorination of those metallic oxides which 
show a positive value of SG’, in table III can be 
effected by the use of chlorine gas and a reducing 
agent. Carbon, CO, and sulphur have been suggested 
and used as reducing agents for this purpose. The 
production of anhydrous magnesium chloride from 
MgO by treatment with chlorine and coke at 1000 C 
was used by Basic Magnesium at Las Vegas during 
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the recent war.” Titanium tetrachloride is produced 
for the Bureau of Mines titanium plant by a similar 
process. 

The effectiveness of a given reducing agent in 
chlorination can be estimated by combination of the 
data of table III with the data of table IV, which 
lists AG for the oxidation of several reducing 


agents 


Table IV. Reducing Agents for Chlorination 


Reaction 


1 1 20 co* 43,100 53,670 
2 2¢ 1,20 1 47,270 47,340 
co 120 51,430 41,000 
4 1/28 120 1 280 46,500 32.200 
Values of AG* from Bureau of Standards, Selected Values 
Values of AG* read from Ellingham’s graphs 


Any one of the reactions in table IV may be com- 
bined with the desired reactions from table IIT to 
give the standard free energy of the chlorination 
reaction when a reducing agent is used. Thus for 


titanium: 


00°C 1000 °C 


Ill) 1 2TiIOsis cl 1 2TICKk 120 19,000 15,900 


2C0 47,270 47,340 


2c0 28,270 31,440 


sy use of a reducing agent with chlorine, AG” for 
the chlorination of any of the oxides in table III be- 
comes negative and the chlorination reaction is 
possible under standard conditions 

HC! can be used to convert metallic oxides to 
chlorides according to the reaction 


(d) MO 2 H.O(g) 


Combination of the data of figs. 1 and 1A with 
Ellingham’s values for the oxides” and the standard 
free energy of formation of H.O(g), makes possible 
the calculation of 4G Values of AG’, are reported 
in table V. The interpretation of these data is 
similar to that for the data of table III 


Table V. Chlorination of Oxides with HCI(g)* 


G 
1 Ago 2AKeCl H.O ig) 47,800 
2 HgO 2HC Het H,O 
PbO 2H¢ Phe Ho 18.400 
4 CdO Cade HO 16,100 
Cu 2HC Cud 16,600 900 
6 Mno 2HC!I 14,900 1300 
7 NiO Nit 10,800 200 
2H¢ Zne HO 10,500 11,000 
SnO 2HC Sncl 10,100 10,000 
10 FeO Fee 9.200 1.400 
il MgO Mec H«&) 2.400 12.800 
2 3Cr0 2/3CrCl 12.700 25,200 
1 1 2T1O 2H¢ 1 2TiClh, 17,400 22.500 
14 1 3AL0 2HCi 2 3AICI 16.000 
1 2810 2HC 1/2Sick 22.700 28 000 
f ind 2H¢ fre fie and 1A tor MO fror 
Ellingha G f H«) f Selected Value Refer to 
1 nat for the pt tate the 
i chloride t 500 d 1000°¢ 


Chlorination of Metallic Sulphides: Metallic sul- 
phides can be converted to chlorides by reaction 
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{ 
+ 
fhe 
No. 
— 
AG 
‘ 
Table IV) 1/2Cis 120 
4 
1 AgO ¢ 2AgCl + 120 
2 HgO + ¢ Het 120 41,800 
3 PbO 120 24.100 25.000 
4 cdo Cade 1,20 21,200 22.700 
5 + ¢ Cu, Cl 120 15,000 12.500 
6 MnO 120 12.300 2,900 
AG f oxides wa btained fro Fllingha s pl 
G for orides was obtained fro figs. l and 1A Refer to these +" 
sources f the physic states of the oxide ind chloride t 50 . 
me 
i 1000°C 
4 


with Cl, or HCl in a neutral or reducing atmosphere, gram. The use and advantages of such a diagram 
according to the reactions have been discussed. The application of the free- 
(a) MS Cl MCl 1/2S energy data to a variety of chlorine processes of 
(b) MS -- 2HCI MCI HS interest to extractive metallurgists has been illus- 
trated 
he stan * setter for either of these reac- Many other applications of the data given on figs 
ry ated of the data 1 and 1A are possible, but these data do not exhaust 
with Ellingham’s” data on the the possibilities in chlorine metallurgy. Free-energy 
ides 
metallic suiph equations for many more metallic chlorides and 
( arge ‘gative value ‘ 
45,000 “wv to more information on activities in metallic solutions 
| cai) for HeS-HgCl, Ag.s- and in chloride melts are necessary for a compre- 
cAgCl, CuS-Cu.Cl, PbS-PbC! FeS-FeCl,, CdS hensive treatment of the subject. 
CdCl, ZnS-ZnCl, and MnS-MnCl. AG , is a small 
positive or smail negative value for the same sys- Acknowledgments 
ak tems. Chlorination with HC] is far less energetic The author would have been discouraged long 
| 7 than chlorination with Cl, because the free energy before completion of the calculations, except for the 
of formation of HS is small and the free energy of help of Jane Breckwoldt and Mehmet Ali Kaci, re- 
\¢ formation of 2HC1 is large search associates in Mineral Engineering, Columbia 
; . ‘rsity anks are due A. F. Taggart < 
| Summary University. Thanks are due to A. F. Taggart and 
4% . M. D. Hassialis for criticizing the manuscript 
at Equations representing the standard free energy 
; - of formation as a function of temperature, for a Appendix 
number of metallic chlorides, have been calculated For those who plan to use any of the standard 
and plotted on a free-energy vs. temperature dia- free-energy values of figs. 1 and 1A, it may be 
Table VI. Summary of Free-energy Relationships for Formation of Metallic Chlorides 
\G a + bT + cT dTlogT +e T K 
Neo Reaction 2 d Range °K 
1 2Aat 0.29 28 
2 2A 2Agt 0 7 234 
0.34x 10 
13 Ala 0 0 133.7¢ 298-45. 
\ cl tAlA 47 1 
cl AM 04 1.43 1.7-2,27 
tAat 0.64 98-40. 
Ast ( 9.71 40 
a Ast 2.500 12.14 883-1000 
Aut 6, 26.1 298-42 
475 0 
i 
a ! 11.51 298-50: 
Rit 4 19.04 50 44.2 
44 0 461 714-1.600 
( 1 2c¢ ) 146 29 49.9 
0.292 10 
5 4 ( ce 2 ) ) 0% 49.9-1,.37 
‘ ‘ Cat 6.77 0.26 
j J ‘ Cat 0.4 0.79 
Cat 208 90.8 18.56 
; Cat 1% 09 233.2% 
‘ o 4 
‘ ‘ ‘ 45 
‘ ‘ 12 42 
2.81 +29 0.26 x 
‘ ( i ) +54 
y ( 4 10°T 
as 6.245 x 10 
Pet 62. ‘ 
~ 
! 7.945 
629 7-2. 972 
t K 2 K 4000 2000 °K 
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necessary to obtain more accurate values of AG 
than can be read from the graphs. For this purpose 
table VI is included, which lists the empirical equa- 
tions relating AG’ to T, for all of the lines on figs. 
1 and 1A. The equations are probably valid for one 
or two hundred degrees above and below the 
“range” indicated on table VI, except where specif- 
ically noted in the following section. 

In order that the reader may judge as to the re- 
liability of the standard free-energy values, the 
following section gives a brief reference to the data 
used in each calculation 
Source of Thermodynamic Data 

1. AgCl: aH’,, S and for ASH for fusion and 
vaporization from Selected Values.’ Cp values from 
Kelley.’ 

2. AICl,: S°.., from Selected Values." Cp 
values from Kelley. AH for fusion and sublima- 
tion from Kelley.” * AG” vs. T for the dissociation, 
ALCl.,= 2 AIC! from Treadwell and Terebesi 
AICI, is the predominant form of the gas molecule 
above melting point of Al, hence eq 8 takes prefer- 
ence over eq 


3. AsCl: AH’,, S°.., and AH for vaporization 
and sublimation from Selected Values. Cp values 
from Kelley.” ° Not valid above 1000°K since As,(g) 
dissociates. 

4. AuCl: AH’,, S°.. from Selected Values.’ 
for AuCl estimated from Wenner’s graph” as 25.0 
entropy units. ACp was neglected. This equation is 
to be considered tentative 

5. and AH 
Cp values from Kelley.” 

6. BeCl: AH’, from Bichowsky and Rossini 
S°.. for Be(s) and ClL(g) from Kelley. for 
BeClL.(s) estimated from Wenner’s graph,” as 16.0 
entropy units. ACp was neglected. This equation is 
to be considered tentative. 

7. BiCl,: AH’,, S°.., and AH for fusion and 
vaporization from Selected Values. Cp for BiCl, 
was estimated; Cp for other constituents from Kel- 
ley." 

8. CCl: AH’,, S°.., AH for vaporization from 
Selected Values.’ Cp values from Kelley.’ 

9. CaCl: S for Ca(s) from Kelley; for 
CaCl.(s) from Kelley and Moore;” S°,. for Cl, from 


from Selected Values." 


Table VI (Continued). Summary of Free-energy Relationships for Formation of Metallic Chlorides 


\G a + bT + cT 


Reaction 


100 
98.060 
98.5 


100,810 


dTlogT + e K 


Range ORK 


0.30 x 10 
0.07 I 9233 
0.69 x 10 
0.68 3.17 r 923-987 
13.59 987-1,380 
19.00 1,380-1,691 
4.12 1,691-2,273 
0.16% 10 
8.11 1 298-925 


0.525 x 10 


92%-1,000 


1,000 


409-2,000 


293-548 

542-692 7 
“92 7-1 929 
1,029 lan 


1,180-2,.273 


298-604 


604-1,77 
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el-. 
. 
No. a b 
56 Mg cl MgCl. (s 154,590 + 66.34 
57 Mg‘ Cc } 156,310 60.26 
58 Mi Clots 148,380 73.85 
59 MgeCly 184,140 116.74 
60 Mg Cc 134,470 + 12.74 
61 Mnia 116,440 16.57 
62 Mn Clig) = MnCleyl 110,170 79.53 + 1.71 18.61 r 
63 Mr Mncl 109,470 61.98 0.36 12.55 74 
64 Mr c Mnc 107,430 43.56 7.00 1,374-1,410 
65 M Mnc 107,740 43.22 6.82 1,410-1,463 
66 Mn cl Mnc! 64.510 19.36 16.21 1,463-1,517 
67 Mr Min 68,220 4.81 15.59 1,517-2,273 
68 2Na ri 2NaCl 197,510 64.18 1.44 7.55 298-371 ee 
2Nail Cl 197,660 1.92 191 171-1,073 
70 2Natl ( 189,000 91.77 18.17 1,073-1,187 
71 2NaCl il 241,060 170.39 29.47 1,187-1,738 
72 134,850 1.76 1.09 1.728-2.273 
73 i NiCleis 76,680 64.13 1.92 10.44 298-626 
74 ity ( Ni€ s 76,140 + 47.40 0.83 4.15 626-1260 
75 NiCle¢ 19.840 591 7.97 1,260-1.725 
76 cl Nic 2,200 762 9.10 1,725-2.273 
77 Cc Ph¢ 86,510 0.19 2 885 4.22 298-600 5 
i 
78 Pbil Cls 87.480 45.8 895 1.84 600.5-771 
79 Pbil cl Phe 87,810 114.79 26.63 771-1,227 
80 Pb 41.580 19.26 4.58 1,227-2,02% 
81 Pb ( 88,610 19.17 
8&2 2 3Sb cl 2 28bC 62,420 + 64.98 11.81 298-346.6 
83 2 3Sbis cl 2 38bC 61,620 83.20 19.90 346 6-494 
2 3Sbis « 2 2s 49.560 225 2.764 494-9023.7 
85 2 2 92,230 24 4.10 903.7-1,713 
a6 2 3Sb c 2 /3SbCly 86.360 29 93 1,.713-2,273 , 
87 128i 1 78.420 70.00 14.81 298-320 2 
2 2 
88 1/2Si 1/2SiCh 72,550 14.13 0.435 0.2455 0.2525 x 10 $30.2-1,683 
i 
89 1/2Si 1/2SiC) 75,960 2.15 4.928 1,683-2,273 
90° Sn « 84.630 56.97 195 661 298-5051 
91° S: cl 87.290 79.37 13.31 505.1-520 
92° cl Snc 85.200 94.76 20.04 \20-896 
Sr cl snc 55.480 9.76 915 896-2,000 
SncCl 10.170 98.5% 26.85 298-386 
95° Snc Snc! 4.7% 10.18 1a6-520 
96* Sn 16.710 16.46 18.84 120-896 
97° « Snc 66.290 41.46 22 A96-2.000 
98 12T Cc 1/2Tic 91,880 76.80 17.22 298-409 
99 1/2Ti 1 /2TiC 83,830 9.60 0.565 1.13 2 
100 Zn is Cc 54.63 2.27 5.46 
Zr c ZnC 99 42 1.63 24.11 
102+ Zn ( 85 56 0.555 18.72 
10 Znit Zn 56.680 12.4% 7.14 
104 Zr ‘ ZnC} 87,770 + 15.84 
0.755 x 10 
105 1/22r 1 /22rc 117,050 + 72.55 1.065 12.62 
620 x10 
106 1/22r 1/2Zrc 11.14 1.065 0.12 


SH for fusion vaporization and transi- 
‘p values from Kelley 

, 4H for fusion and vaporiz- 
ation from Selected Value 


, from Selected Values 


CoCl, was estimated; other Cp values from Kelley 


combined with eq 50 from table VI 


1000 to 2000 C 


and phase change data from 


Hearth Steelmaking 


from Selected Value 
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estimated as 29.0 entropy units (see paragraph 26) 
Cp for liquid and gaseous SnCl, was estimated 
other Cp values from Kelley* © and Selected Values 
These equations are to be considered tentative 

28. TiCl,: AH’, and S from Selected Values 
SH for vaporization and Cp values from Kelley.’ 

29. ZnCl AH”’,, S°.., and AH for fusion and 
vaporization from Selected Values.’ Cp for ZnCl., 
liquid and gaseous, was estimated; other Cp data 
from Kelley 

30. ZrCl,: S*., AH and 3H for sublimation 
from Selected Values.’ Cp values from Kelley 
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Selected Value \H for CaCl. from Bichowskvy 
mated; other Cp values fi Ne 
for fusion and vapor t . Cp for 
12. CrCl: Maier” gives T for reduction 
; of CrCl, by H, and for vaporization of CrCl. These 
equations, 
ised to calculate eqs 35, 36, 37 of table VI. Maier 
j equations are probably quite accurate from 1000 ae 
to 2000 C 
: 13. CrCL-CrCl,: Maier” gives AG” vs. T for re- 
action 38 of table VI, also for sublimation of CrCl, 
_ and fusion and vaporization of CrCl Combination 
“ of these equations vields eqs 39, 40, and 41 of table 
VI. These equations are probably quite accurate 
fon 
14. CuCl: aH”,, § and AH for fusion from 
4 Selected Value \H for vaporization of Cu Cl, from 
3 Kelley.” Cp for Cu.Cl, was estimated; other Cp val- 
a4 ies from Kelley 
E Selected Values Cp values from Kelley, except 
4 Cp for Fe (s, avg.) which was obtained from Basic 
Ob 
16. HCl: from Bichowsky and Rossini.” S 
: and Cp from Kelley Values of AG” agree with 
x | those reported in Selected Values’ to 0.05 pet 
He Cl: AH Ss 
7 from Kelley 
18 \H S and AH for fusion and 
val ition from Selected Value except 
a4 19. MgCl: S for Mg,,, and Cl. from Kelley z. 
for MgC] from Kelley and Moore.” fron 
J Shomate and Huffmar \H for fusion and vaporiza- W. H. Waggaman and E. A. Gee: Chem. Eng. Neu 
tion from Kelle Cp value from Kelley (1948) 26, 377-381 
from Selected Valus Cp values from Kelley (Oct. 15 
i 2] NaC \H from Bichowsky and Rossini 
a ‘ \H for fusion and vaporization, and Cp value 
\H and S from Selected Value W J 
Hf fusion and iblimation from Kelley C} June 15, 1948 
values from Melle. 
Nov. 2, 194 
‘ 2 Pht MH S and AH for fusion and 
vape ation from Selected Value Cp value from 
Kelley 
24. Sb S and AH for fusion and 
vaporization from Selected Value Cp values fron , 
Relles 
p 
25 S and AH for and C. J. P. Ball: Tra 
| Kelley except Cp fo yuid leon which wa 1948) No, 4 
estimated I R. Wenner Thermochemical Calculation New 
, 26 SnC! H S nd AH for fusion and York. MeGraw-Hill Pub. Co. (1941) p. 176 
vaporization from Selected \ rT S f Snc W. D. Treadwell and L. Terebesi: Helr. Chim. Act 
was estimated from Wenne ph” as 29.0 entropy 1932) 15, 1053 
init Cp for quid and eous SnCl. was est K. K. Kelley and G. E. Moore: J.A.C'SS. 
mated; other ¢ values from Kelle these equa 
, Mudd Series (1944) p. 360 
27 SnCL-SnCl Ss and AH for vapo Cc. H. Shomate and E. H. Huffman: J.A.CS. (1943 
ition and fusion from Selected Valu of SnCl 65, 1625 


A Survey of the Thermodynamics 


Copper Smelting 
by R. Schuhmann, Jr. 


Available thermodynamic data applicable to copper smelting systems 
are collected and tabulated, and the important gaps are pointed out. A 


few examples are given of estimations which can be made from the avail- 

able data. An experimental research program is proposed to supply the 

thermodynamic data that appear most essential to better quantitative 

understanding of the chemistry of copper smelting. The proposed program 

is designed also to shed specific light on the practical problems of slag 
losses and magnetite behavior. 


Bins smelting, from flotation concentrates to 
blister copper, is conspicuous among the large 
scale chemical processes which are conducted with 
only relatively incomplete knowledge of the physical 
chemistry involved. For example, no common metal- 
lurgy text explains adequately why copper enters 
the matte phase while iron enters only to the extent 
that sulphur is left over after satisfying the copper 
Explaining this important phenomenon as a mani- 
festation of the greater affinity of sulphur for cop- 
per than for iron is unsound because the affinities 
of copper and iron for sulphur are about the same 
at smelting temperatures. As will be shown, othe: 
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affinities are really decisive in the relatively clear- 
cut separation of copper in the matte 

In contrast, thermodynamic studies have con- 
tributed much to our understanding of copper re- 
fining, zinc oxide reduction, magnesium production, 
steelmaking, ete. For each of these processes, the 
important reactions are clearly recognized, and fait 
to good quantitative values of the free-energy 
changes and equilibrium constants are available 
Such data have proved to be of constantly increas- 
ing practical value in process development and im- 
provement 

Work in other fields has furnished much thermo- 
dynamic data applicable to copper smelting sys- 
tems. In fact, several promising starts have been 
made in applying such data to specific smelting 
problems. Kelley’ made an appraisal of the possi- 
bilities of recovering elementary sulphur from low 
grade matte. His calculations and compilations of 
thermodynamic data have represented the starting 
point for much of the work in this field, including 
the present survey. Huang and Hayward’ and Aksoy 
used thermodynamic methods in the study of cop- 
per losses in reverberatory slags. Peretti’ used ther- 


modynamic data in explaining the chemistry of 
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converting. The recent publications of Darken and 
Gurry and of Darken, dealing with the iron- 
oxygen and iron-silicon-oxygen systems, respec- 
tively, present equilibrium data that are applicable 
to copper smelting systems. Also additional data 
were reported recently on the affinity of sulphur for 
copper, manganese, and iron” and on the sulphur 
pressures of iron-sulphur melts 

The survey presented in this paper was made as 
the basis for planning an experimental program on 
the thermodynamics of copper smelting. Few re- 
searches on the chemistry of copper smelting have 
been reported in recent years, so that a reappraisal 
and coordination of old and new data are essential 
if further work is to take the directions of maximum 
value. The experimental program is now in prog- 
ress, and the plan of attack is outlined at the end of 
this paper 


Progressive Oxidation and Desulphurization of 
Copper-bearing Liquid Phases: The chemical activi- 
ties of sulphur and oxygen are two of the most 
important thermodynamic yardsticks to be applied 
to copper smelting processes. Virtually the entire 
melting and refining sequence involves a series of 
systems characterized by decreasing sulphur activity 
and increasing oxygen activity. In this section, 
therefore, an attempt is made to define and explain 
these activities in terms of equilibrium partial pres- 
sures of SO., S,, and O.. Also, estimates of these 
quantities are presented, the estimates being based 
largely on calculations presented in a later section 
of this paper. 

The sequence of steps from raw flotation con- 
centrate to fully oxidized copper ready for poling 
involves progressive and controlled oxidation. Iron 
is oxidized and enters the slag. Sulphur is oxidized 
and leaves in the gas. Table I summarizes several 
important features of this oxidation and desulphur- 
ization sequence, starting at the beginning of the 
matte blow in the converter. The top line gives in 
order the principal smelting and refining stages up 
to fully oxidized copper, plus the additional step, 
not used commercially, of oxidizing all the way to 
Cu.O. In the second line are shown the principal 
copper-bearing liquid phases which characterize the 
process. Through most of the sequence the copper 
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Fig. 1—Estimated equilibrium pressures of SO, 8S. 
and © at 1300°C for converting copper matte and 
subsequent oxidation of blister to Cu O. 


is concentrated in one phase at a time, but for part 
metal-to-blister blow two high-copper 
and again during oxidation to 
esent simulta- 


of the white 
phases are present 
CuO two high-coppet phase are pl 


neously. The next two line ummarize the stoichio- 
metry of oxidation and desulphurization, empha- 
izing the fact that from a purely stoichiometric 
point of view the bulk of the oxidation and de- 
| ilphurization is in the earlier stages. In the last 
three lines of table I and in fig. 1 are given estimates 
of equilibrium pressures of SO., S.. and O. at the 
i tage of the equence. These estimated 
equilibrium pressure discussed in more detail 
below, are significant as thermodynamic measures 
of the eytent of oxidation and desulphurization: 
that the ire measure of the chemical activities 
of oxygen, sulphur, and sulphur dioxide 


Table 1. 


The equilibrium pressures of SO., S., and O, at a 
given stage may be defined as the partial pressures 
of these gases in a gas phase that would be in 
equilibrium with an instantaneous, representative 
sample of the reacting system withdrawn to a sepa- 
rate container at the same temperature and total 
pressure and held until equilibrium is reached. In 
the copper converter these are the partial pressures 
that would prevail in the gas phase if the blowing 
were stopped, the converter closed and vented at 
one atmosphere, and held at constant temperature 
until equilibrium was reached. By definition, these 
pressures cannot be measured directly in the system 
while reactions are in progress since the fact that 
reactions are occurring is prima facie evidence of 
lack of equilibrium. The distinction between equili- 
brium conditions and actual conditions is 
characteristic of the application of thermodynamics 


pt ocess 


to chemical processes in general, and underlines the 
fact that equilibrium data describe only limiting 
conditions within which the process must operate 
Furthermore, it should be clearly understood that 
equilibrium partial pressures and other equilibrium 
data to be considered subsequently do not constitute 
a basis for choosing between different reaction mech- 
anisms. Thus, we can talk about equilibrium psx, for 
example, even though S,. molecules might be of 
minor or of no importance as reactants when re- 
action mechanisms are considered 

During converting, SO, is evolved rapidly at 
actual partial pressures which are substantial 
tions of 1 atm. If blowing were stopped instantane- 
would expect at that instant the presence 


frac- 


ously, we 
within the converter of some copper oxide, for ex- 
ample, which would with sul- 
phides to give additional evolution of SO. for a short 
time after blowing stopped. If the converter were 
vented at 1 atm, the SO.-producing reactions would 
tov when the reactants had been consumed to the 
point that they ibrium with SO, at 1 


continue reacting 


were in equl 


Oxidation and Desulphurization of Copper-bearing Liquid Phases 


LIQUID PHASES 


Converting 


Refining Overexidation 
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Fig. 2— Equilibrium diagram of 
system FeO-SiO, calculating all 
iron oxides in liquid to FeO. aan 


Upper figure gives actual amounts of 
FeO, in liquid at liquidus 
temperature 
enand S ‘ 


atm. On this basis, then, the equilibrium value of 
pw, for converting is estimated at 1 atm. Another 
way of making the estimate is to consider equilib- 
rium as the limiting condition of operating the 
converter so slowly that each mol of oxygen 
added is allowed to react and reach equilibrium be- 
fore the next one is blown in. In such equilibrium 
operation, we know the SO. would be produced at 
pressures of 0.21 atm and greater (for bubbles 
formed deep in the melt). Accordingly, an equilib- 
rium ps, of 1 atm appears of the proper order of 
magnitude for the converting process, and is so esti- 
mated in table I and fig. 1 

The oxidation procedure in fire refining must give 
equilibrium sulphur dioxide pressures some orders 
of magnitude below 1 atm. Phillips” has analyzed 
carefully the sulphur-oxygen and other equilibria 
in liquid copper and has suggested that the sulphur 
dioxide equilibrium pressure at the end of refining 
might approach the actual partial pressure in the 
atmosphere of the refining furnace. He has calcu- 
lated that this might be from 0.05 to 0.9 mm mer- 
cury for various fuels or in the range of 10° to 10 
atm. These estimates are reflected in the dip of the 
Pso, Curve at the right of fig. 1 

Equilibrium pressures of S, and O. cannot be esti- 
mated directly from process characteristics, as was 
done with SO., but must be estimated indirectly 
The equilibrium pressures of SO. and O, at a given 
temperature are related by the equilibrium constant 
at that temperature for the reaction, 


4 S.(g) + O.(g) = SO.(g) [1] 
which is 


) 
: kk 1.8 10° at 1300°C* 
p Pp 
* Equilibrium constants and ree liscussed are det 
Thus, if the estimates of p ziven above are ac- 


cepted, a determination of ps, automatically permits 
calculation of p».. or a determination of Po, permits 
calculation of Pp The data for ps and po. in table 
I and fig. 1 are based on the p estimates, on k 
and on thermodynamic data for Cu, Fe, S, and O 
reactions to be presented in detail later. It is be- 
lieved that the estimates of equilibrium pressures 
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are correct within one order of magnitude (within 
a factor of 10) 

Conditions in reverberatory smelting are un- 
doubtedly less oxidizing (lower po.) than in con- 
verting; also formation and evolution of SO, are 
usually secondary so that p must be somewhat 
lower than 1 atm. Probably px... Ps, and Poy, vary 
considerably from one reverberatory furnace to 
another depending on the stoichiometry of the 
charge, and these variations will be related to mag- 
netite buildup (or digestion), slag losses, and other 
operating features. However, on the basis of in- 
formation now available on the chemistry of matte 
smelting, even an order-of-magnitude estimate of 
these equilibrium, partial pressures hardly seems 
justified 


Iron Silicate Slags: Iron oxides and silica are the 
major constituents of most copper smelting slags, 
while lime, alumina, magnesia, ete., usually are 
each well under 10 pct. Hence, a first thermody- 
namic study might well be based on a simple iron 
ilicate system. This idealized slag system has three 


components, Fe, O, and SiO..* As will be shown, 
* Choice of the component partly a matter of convenience 

we can specify iror ilicate slags in terms of FeO, FerOs, and SiQ»; 

FeO, FesQ,, and SiO FeO, O and SiO. or Fe, O, Si if desired 


looking upon the slag as a binary system (FeO-SiO,) 
is a misleading oversimplification because the Fe to 
O relation is one of the most significant chemical 
properties of the slag 

Constitution Diagrams: Although the Fe-O-SiO 
ternary system has not been worked out in detail, 
many of its important features can be distinguished 
by study of Bowen and Schairer’s’ FeO-SiO, dia- 
gram, Darken and Gurry’s’ Fe-O diagram, and 
Darken’s oxygen-pressure vs. constitution data for 
the Fe-O-SiO. system 

Fig. 2, from Bowen and Schairer, represents the 
ystem of iron oxide and silica in equilibrium with 
metallic tron. Even for slags in contact with iron 
metal, the atomic ratio of O to Fe, (after satis- 
fying Si as SiO.), is not unity as it would be by the 
formula FeO, but is always greater than unity as 
Bowen and Schairer’s data in the upper portion of 


Pere. 
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fig. 2 show. The slag region is bounded by melt 
compositions in equilibrium with a separate silica 
phase on the left, by melts containing no silica on 
the right, and at lower temperatures, by composi- 
tions in equilibrium with fayalite (2FeO, SiO.) and 
with wiustite (FeO,). This diagram shows the con- 
stitution only of the series of iron silicate slags 
which, for a given percent SiO,, are in the lowest 
tate of oxidation. However, as will be shown, there 
are good grounds for believing that copper smelting 
lags contain more oxygen (more Fe.O,) and repre- 
ent a much higher state of oxidation than Bowen 
and Schaire slags. For example, fig. 2 gives no 
hint of 
magnetite which are at the other end of the oxida- 


ag compositions in equilibrium with solid 


tion scale from slags in equilibrium with solid iron 
By a careful application of the Phase Rule to 
oxygen-pressure data in the Fe-O-Si system, 
Darken developed the temperature vs. oxygen- 
pressure diagram given in fig. 3 (using the experi- 
mentally convenient CO./CO ratio as a measure of 
oxygen pressure). Darken’s work represents an 1m- 
portant step in the understanding of the ternary 
ystem, since for the first time the relative positions 
of the fixed points, univariant curves, etc., are made 
clear. There remains, of course, much more experi- 
mental work to be done before a quantitative model 
can be made of the ternary constitution diagram 
The information summarized in figs. 2 and 3 and 
n Darken and Gurry Fe-O diagram makes possi- 
ble the construction of a ternary temperature- 
composition diagram which can be regarded as 
qualitatively correct. Though void of quantitative 
nificance in several important regions, such a dia- 
ram ha been constructed by P. J. Ensio and the 
author and has proved very helpful in the study of 
or licate slag 4n isothermal section at 1300 C 
hown in fig. 4 


Referring to fig. 4, the homogeneous slag region 


bounded by the following curve 
Curve AB, melts in equilibrium with solid Fe 
Position of curve established by Bowen and Schairet 
2. Curve BC, melts in equilibrium with wiistite 


Compositior for B established Existence of 


Fig. 3—Relations between gas composition and 
temperature for univariant equilibria of system 


Fe-Si-O 
Hematite, silica, melt Magnetite, wustite, fayalite 
Hematite, magnetite. silica W ustite. fayalite, melt 
Hematite, magnetite. melt Magnetite, wustite. melt 
Magnetite, silica, melt Metal, fayalite, melt 
Fayalite, silica, melt Wuastite. metal, melt 
Magnetite, fayalite. melt W ustite. fayalite. metal 
Magnetite, fayalite, silica Metal, silica, melt 


Metal, fayalite, silica 
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curve BC and point C shown by Darken, but loca- 
tions unknown. 

3. Curve CD, melts in equilibrium with mag- 
netite. Existence of points C and D and of con- 
necting curve shown by Darken, who indicated also 
that at higher temperatures point D probably is 
near the straight line connecting Fe,O, and SiO 

4. Curve DA, melts in equilibrium with silica 
Only point A is quantitatively established 

Small percentages of lime, alumina, other oxides, 
and of dissolved sulphides in actual slags will 
modify the picture to some extent, but these effects 
can be studied best after a clear picture of the con- 
stitution of the simpler FeO-Fe.O,-SiO. melts is ob- 
tained. Qualitatively, converter slags are relatively 
low in SiO. and saturated or nearly saturated with 
Fe.O,; hence, in terms of fig. 4 their compositions 
should fall near curve CD and well to the right of 
point D. Reverberatory slags, on the other hand, 
probably will be well below Fe,O, saturation in most 
cases and perhaps not too far from the middle of 
SiO.-saturation curve AD. Though the facts are not 
yet available, it appears doubtful that any copper 
smelting slags would approach saturation with solid 
iron or compositions along AB. 

Clearly, quantitative experimental determination 
of the ternary constitution diagram at smelting 
temperatures is among the first steps to be taken 
toward the understanding of copper smelting slags 
Such an investigation is in progress in the M.1.T 
process metallurgy laboratory, using the techniques 
of quenching and microscopic examination already 
successfully used by Bowen and Schairer’ in estab- 
lishing the constitution diagram given in fig. 2 

Oxygen Pressure of fron Silicate Slags: Earlier in 
this paper the equilibrium oxygen pressure was 
pointed out as one of the thermodynamic variables 
in the ccpper smelting system. The magnitude of 
the oxygen pressure is closely related to slag com- 


position, and in straight iron silicate slags is fixed 
N 
when the temperature, percent silica and \ ratio 


are specified The fact that the iron in the slag 


can be present in varying degrees of oxidation 
means not only that the oxygen pressure of the slag 
can vary between wide limits, as will be shown, but 
also that the slag can serve as an important oxygen 
rrier in the system, releasing large quantities to 
reducing agents and absorbing large quantities from 
oxidizing agents. Thus, control of slag composition 

an important means olf control of oxvgen pressure 

Oxygen pressure (Po) is quantitatively related 


to the activities of Fe, FeO, FeO, in the lag by 
means of the equilibrium constants for reactions 2 


and 3 below 


Fe > FeO 


FeO O. = Fe,O [3] 


The equilibrium constants k. and k, are known ac- 
lv at smelting temperatures from the data of 
n and Gurry if the activities of iron and its 
oxides are defined in terms of standard states in the 
Fe-O system. Accordingly, let us adopt the follow- 


tandard states for all subsequent calculations 
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. * Th follow fro the Phase Rule which show that a two . 
pl © (gas and three-com t ‘Fe, O, SiO ter com 
Ss t t — tete ed t pecifying the values of three independent 
7 
9 
[2] 
es 1 for solid y iren 


Fig. 4—Semiquantitative equilibrium diagram of 
system Fe 0,-FeO-SiO.. 
Isothermal section at 
for the pure iron oxide melt in 
equilibrium with solid iron 
Arey 1 for pure solid Fe,O, 
At 1300 °C, calculations based on Darken and Gurry’s 
data give 


2.1 10 


3.1 10 
p 

Darken’s oxygen-pressure data in fig. 3 include 
estimates of oxygen pressure for slags in equilibrium 
with both magnetite and silica (curve c), and for 
slags in equilibrium with metallic iron and silicz 
(curve m). Combination of these estimates with 
the equations for k, and k, above and with Darken 
and Gurry’s data for po. and a, in wiistite’ leads 
to the oxygen-pressure diagram in fig. 5, which is 
calculated for 1300°C to correspond to the ternary 
diagram in fig. 4. The closed melt area in fig. 5 
corresponds to the melt area in fig. 4. Also the 
boundaries correspond, and for every point repre- 
senting melt composition in fig. 4 there is a corre- 
sponding point within the closed area in fig. 5 
representing the values of oxygen pressure and a, 
for that slag composition. Unlike fig. 4, however, 
the positions of the boundary lines and curves of 
the melt field in fig. 5 are known quantitatively (ex- 
cept for the shape of the dotted curve) 

The outstanding feature of the iron silicate slags 
brought out by fig. 5 is the tremendous variation in 
oxygen pressure which can be brought about by 
changing the composition from slags in equilibrium 
with metallic iron to slags in equilibrium with mag- 
netite. The maximum oxygen pressure, 2 10 
atm (equivalent in oxidizing power to a gas with 
co,:CcO 100:1), is for melts in contact with both 
magnetite and silica (point D), and the minimum, 
3 10° atm (CO,:CO about 0.1:1), is for melts in 
contact with both silica and iron (point A), giving 
a range of variation in po, of about 10°-fold between 
the extremes. These limiting data emphasize the 
need for quantitative study of the relation of slag 
composition to oxygen pressure over the whole 
range of melt compositions 

Copper-Iron-Sulphur Melts: Constitution Dia- 


grams: Fairly complete constitution data are avail- 


able for the Cu-Fe-S system at smelting tempera- 
tures, showing at least approximately the freezing 
points and composition ranges of the liquid mattes. 
The available binary diagrams cover the systems 
Cu-S,” Fe-S,~ Cu.S-FeS,” and Cu-Fe.” The portion 
of the Cu-Fe-S ternary diagram in which the liquid 
mattes fall was investigated by Reuleaux,”* from 
whose work fig. 6 is taken. 

The fact that commercial copper mattes tend to 
be deficient in sulphur compared with mixtures of 
CuS and FeS has been pointed out frequently in 
the literature. This deficiency is clearly related to 
the fact that as the S content approaches sto- 
ichiometric equivalence to the Cu and Fe, the 
partial pressure of sulphur gas from the melt be- 
comes a substantial fraction of an atmosphere.’ 
Accordingly, unless the matte is enclosed under 
pressure or given a protective atmosphere of sul- 
phur, sulphur will escape until the sulphur pres- 
sure is reduced to a low value. In the ternary 
diagram in fig. 6, then, the matte compositions of 
practical importance le to the left of the straight 
line connecting Cu.S and FeS. The prominent fea- 
ture of the left-hand portion of the diagram is the 
miscibility gap or two-phase field extending at 
smelting temperatures from the Cu-S edge nearly 
to the Fe-S edge.” Thus, the compositions of or- 

* Reuleaux'’s experiments gave the boundary curve of the two 


phase field at temperatures just above freezing. At higher tempera 


tures this field will decrease in area 


| 
| 
-6+ 


Py of meit 
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Fig. 5—Activities of FeO and O. in iron silicate 
melts at 1300°C. 


TRANSACTIONS AIME, VOL. 188, JUNE 1950, JOURNAL OF METALS—877 


/\ 
of 
/ \ 
\e 
J Ves 
on 
/ 
Of \S 
\x 
/ 
/ 
FA - —\ \ 
WoT 
= 
ta 
~ 
-7} 
| 
| 
-8} 
> 
| 
| ‘ 
r © 
| 
° 
1300" C 
| 
a’, 
> 
| 
. 
9B 
| 
. 
| 
| 
| 
< | 


dinary copper mattes will fall in the narrow, 
roughly triangular region bounded by (1!) the Cu,S- 
FeS join, and (2) the high-sulphur boundary curve 
of the miscibility gap. The shape of the miscibility 
gap in fig. 6 indicates that high-iron mattes can be 
obtained with greater stoichiometric deficiencies of 
sulphur (compared to Cu,S-FeS mixtures) than 
high-copper mattes 

Since a given quantity of Cu and Fe in a matte 
can combine with a variable quantity of sulphur, it 
follows that mattes can serve as sulphur carriers in 
the same way as the iron silicate slags of variable 


No 

N,. serve as carriers 

can take up relatively large quantities of sulphur 
from a source of higher sulphur pressure or give up 
relatively large quantities of sulphur to a system 
of lower sulphur pressure 


That is, a given matte 


Sulphur Pressures of Mattes: For liquid mattes 
consisting of Cu, Fe, and S the equilibrium sulphur 
pressure will vary both with composition and with 
temperature. No sulphur-pressure measurements 
have yet been reported on ternary Cu-Fe-S melts 
within the liquid-matte field of fig. 6 to the left of 
the CuS-FeS join However, Cox, Bachelder, 
Nachtrieb, and Skapski’ recently determined ps, for 
melts very close to Cu.S in composition at tempera- 
tures up to about 1250 C. Also, Maurer, Hammer, 
and Mobius” have determined ps, for Fe-S melts 
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over a wide composition range (0-36.5 pct S). 
These two sets of data give equilibrium values of 
Ps, for the reactions: 

2Cu +- 42S.(g) — Cu.S(1) [4] 

Fe 198.(g) — FeS (1) [5] 
Unfortunately, however, the data for ps, at various 
melt compositions do not permit calculation of 
equilibrium constants for reactions 4 and 5 since 
the activities of Cu and Fe in these melts are not 
known quantitatively and in liquid Cu.S and FeS 
are probably an order of magnitude or so below 
unity if pure liquid Cu and solid Fe are taken as 
standard states of unit activity 

For the subsequent calculations in this paper, 
equilibrium constants for reactions 4 and 5 will be 
based on Kelley's extrapolations of lower tempera- 
ture equilibrium data for reactions of the solid 
sulphides. Since Kelley’s publication, additional ex- 
perimental data on reactions of the solid sulphides 
have been published However, extrapolations of 
these new data to liquid-matte temperatures lead to 
equilibrium constants close to those calculated from 
Kelley’s equation, so that revision does not seem 
justified pending completion of more experimental 
work at high temperatures. Kelley’s data lead to 
the following values for the equilibrium constants 
at 1300 °C: 
a 
k, 760 
a p 


Fig. 6—Constitution diagram for 
portion of Cu-Fe-S system. 
(Reuleaux'' 


Contour lines show liquidus 
temperatures. 
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k, = 250 


In these constants the standard states for the sul- 
phides are the pure liquids, and for Cu and Fe are 
the pure liquid and solid metals, respectively. 
Relative Sulphur and Oxygen Affinities of Copper 
and Iron: Combination of eqs 4 and 5 gives 
2 Cu(1) FeS(l) — Fe(y) Cu.S(l) [6] 
The equilibrium data for this reaction show the ex- 
tent to which copper can displace iron from iron 
sulphide, and thus the equilibrium constant k, is a 
measure of the relative affinities of copper and iron 
for sulphur. At 1300°C, based on Kelley's data, 


The value of k, indicates that copper does have a 
little greater affinity for sulphur than does iron 
However, the value is so close to unity that we ob- 
viously cannot account for the iron-copper separa- 
tion in matte smelting on the basis of differences in 
sulphur affinities of copper and iron 
The possibility of forming Cu.O during smelting 
can be appraised, starting with consideration of re- 
action 7. 
2 Cu(l) O, = Cu.O(1) 
At 1300°C, Kelley’s data give: 
k — 160 


Combining eq 7 with eq 2, and also combining equi- 
librium constants, 


Cu.O(1) + Fe(y) = FeO(l) + 2Cu(l) [8] 
ar. a 
1300 


The large value of k, shows the strong tendency of 
the reaction to go to the right and shows that iron 
has a much greater affinity for oxygen than does 


copper. 
Combining eqs 6 and 8 and their equilibrium con- 
stants, 


Cu.O(1l) FeS(1l) Cu.S(1) FeOQ(1) [9] 


4000 


: 


Thus reaction 9 has a strong tendency to go to com- 
pletion. In moderate-grade mattes, 4 and ay 
must be about the same order of magnitude, so that 


as a first approximation : From fig. 5, @re« 
lies between 0.3 and 0.9 in the slag. Inserting these 
estimates in k, and solving for @ceu», we find a 

about 10°. This low value of a is at least of the 
correct order of magnitude. Thus, the presence of 
copper oxide in the smelting system at an activity 
level corresponding to more than about one ten 
thousandth of the activity of pure liquid Cu.O will 
drive reaction 9 to the right, displacing iron from 
the matte. The relationship expressed by the 
equilibrium constant of reaction 9 thus accounts in 
large measure for the clear-cut segregation of cop- 
per into the matte in the matte smelting process 
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It is clear from the derivation that the relative 
oxygen affinities of iron and copper play the pre- 
dominant role rather than the relative sulphur 
affinities which are not very different from each 
other. 


Application of the Phase Rule to the Ideal Matte- 
Slag System: The simplest matte-slag system to 
which the previous discussion is applicable is repre- 
sented schematically in fig. 7. This system has three 
phases and five components; hence, according to the 
Phase Rule it has four degrees of freedom. That is, 
specification of temperature and three other inde- 
pendent variables completely determines the state 
of the system at equilibrium (1.e., composition of 
each phase, activity of each constituent). For ex- 
ample, the following three alternative groups of 
four variables (or other groups) might be specified: 


Temperature Temperature Temperature 
Pct SiQs in slag Po, 
No 
in slag Ps 
Ni 
pm Pct Cu in matte Pet Cu in matte 


The choice of independent variables in solving a 
given problem is a matter of ingenuity and conven- 
ience, in utilizing what is known practically about 
the system and in utilizing the available thermody- 
namic and stoichiometric relations. 

Under some conditions an additional phase may 
be present in the system; e.g., solid magnetite or 
solid silica. If either of these solids is present at 
equilibrium, the system then has only three degrees 
of freedom; if both are present, the system has only 
two degrees of freedom. 

The limited number of truly independent vari- 
ables which can be imposed on the ideal matte-slag 
system at equilibrium is of considerable practical 
importance. In other words, the equilibrium matte, 
slag, and gas compositions at a given temperature 
are very intimately related and are not subject to 
wide independent controls on the part of the metal- 
lurgist. If full advantage is to be taken of the in- 
dependent controls which are possible, it is essential 
that the fixed thermodynamic relations between 
activities, partial pressures, temperature, and phase 


GAS: 


50, 5, 


fed SiO, 0 
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Fig. 7—Ideal matte-slag system. 
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compositions be clearly recognized, and it is highly 


desirable that these relations be known quantita- 


tively 

Equilibria in the Matte-Slag System: Activity- 
tion Relations: Before full use can be made 
of equilibrium those already 
given, experimental determination of the relations 


Compost 


constants such as 


between activities and composition must be made 
for both mattes and slags. The assumptions that 
ictivity is directly proportional to concentration 
(Henry's law for dilute solutions) or is equal to mol 


fraction (Raoult’s law for ideal solutions) appear to 


have only very limited applicability to mattes and 
slag 
Complete activity-composition data for Fe-O 


melts are available from Darken and Gurry’s work 


These melts, however, contain no SiO, and thus 
represent merely the limiting conditions for slags 
Thus, referring to fig. 4 experimental work is 


needed to find how po, @r.o, and a vary With com- 
position within the ternary melt field ABCD 
Similarly, ve ry few activity data are available for 
needed to 
vary with com- 
For rough estimations, regarding mattes 
olutions of Cu.'S and FeS and assuming 
and a are equal to the respective mol 
justified pending the availability of 


liquid mattes, and experimental work 1 
find 


position 


how Ps», Gea, Gre, and a 
as binary 
that a 
fractions appeal 
experimental data 

Mutual Solubilitic In 
the matte ha 
olution and the slag as 


the previous discussion, 
been regarded primarily as a metal- 
an oxide solution 
matte 


sulphide 


In actuality, however, when the and slag are 


in equilibrium, some Cu'S and FeS probably will 
dissolve in the slag and some FeO and Fe,O,, perhaps 
even a little SiO, will dissolve in the matte. The 
olubility of Cu.S in the slag, and the Cu.S distribu- 
tion equilibrium between slag and matte are of 
| ma mportance in relation to slag losses and 
call urgently for laboratory study in simple systems 

Slag-Matte Reaction Literally dozens of bal- 
anced chemical equations can be written for possible 
lag-matte reactior involving the substances Fe, 
FeO, Fe,O,, FeS, Cu, Cu.O and CuS present in the 
matte and slag solutions and S, O., and SO. in the 

is phase. Since reaction mechanisms are of sec- 
ondary consequence in the thermodynamic appraisal 
f equilibrium relationships, we may work rigor- 
ously with any of these equations for which the 
rece irv data happen to be available. However, 
all the chemun equations for slag-matte reactions 
thats ht be composed are not independent of each 
othe fact the ire mostly algebraic additions 
ind subtractions of each othe Hence, for equilib- 

uW tude t nece irv to consider not all possi- 
ble reactions but only a few independent reactions 
The Phase Rul ve th principle in different 

The bookkeepi: of equilit im data is greatly 
moplified by expr the data in terms of free- 
one vy change The tundard free-energy change 
n ca ‘ ‘ inv chemical reaction 

elated t the « j it tant is follows 

\F RT lr 4.576 T le 
n which R the gas constant and T is the absolute 
tempera e( ¢ 273). Also, AF related to the 
heat of eaction \H andthe tandard entropy 
change (AS ) tor the eactior 
AF SH ras 


This relation is useful because over a relatively 
narrow range of temperature, such as the range 
from the melting point of Cu to 1500°C with which 
we are most concerned in copper smelting, 4H and 
AS” for a given reaction substantially constant 
and can be assumed constant without introducing 
any significant error in equilibrium calculations 
Table II gives SH and AS° data for various re- 
actions of interest in the matte-smelting system, 
from which by use of the relations given above, 


are 


equilibrium constants can be calculated over the 
temperature range 1100° to 1500 C. The calculated 
values of the equilibrium constants at 1300°C 
(1573°K) are given in the last column. The re- 


actions are in two groups: first, the simple reactions 
of formation of the oxides and sulphides, 
ond, the more complex reactions between the vari- 
ous compounds. The data for the second group of 
reactions are all obtained by algebraic combinations 
of the data for the reactions of formation. That is, 
when the chemical equations are added and sub- 
tracted algebraically, the values of AF’, AH, and 
AS” are also added and subtracted according to the 
same rules to obtain their respective values for the 
resulting chemical equation 

The data for the reactions of formation of SO, and 
the iron oxides at smelting temperatures are estab- 
lished with high accuracy. On the other hand, the 
data for the formation of Cu.S, FeS, 
and Cu.O are calculated on the basis of tem- 
perature equilibrium results and rough specific- 
heat estimates, and may prove to be in error when 
further experiments are made 

The data in table II lead to equilibrium constants 
in which the activities of the reactants and reaction 
products must be evaluated with respect to certain 
standard states of unit activity. For the 
gaseous reactants, activities given by partial 
pressures in atmospheres so that the standard states 
The standard states for 


and sec- 


reactions of 
low 


specific 


are the pure gases at 1 atm 


the other reactants are the pure substances in the 
state of aggregation which is stable over all or most 
of the temperature range of interest in copper 


These standard states are indicated in the 
the use of the appropriate 
abbreviations in parentheses. Sometimes it is con- 
venient to retain a given standard state for calcula- 
tions involving conditions where the given standard 
state is metastable. For example, FeO(l) is taken 
in a formal sense as a standard state at temperatures 
below the freezing point of liquid iron oxide 
Sample Calculations and Applications of Equilib- 
rium Data: Even without activity-composition data 
of cal- 


smelting 
chemical equations by 


on slag and matte solutions, a great variety 
culations and estimates of limiting conditions can be 
made using the data summarized in table II. The 
estimations given below intended only to be 
illustrative of the methods of equilibrium 
data and represent a small fraction of the potentially 
can be made from the 
Similar illustrations 


are 
using 
useful calculations which 
available thermodynamic data 
have been given by Kelley 


Example ] Estimation of Equ librium Values o} 
ps, and po. at Various Stages of Copper Smelting: In 
fig. 1 were plotted estimates of ps, and p.. for vari- 
ous stages of converting and for subsequent oxida- 


tion of the blister copper to Cu.O. The basis of these 


given below 


estimate 
(a) 
Since the matte-slag system has 
fix values for 


Matte w S (75 mol pet FeS) 
a variance of 4, 


independent 


th 25 mol pet Cu 


it is necessary to four 
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variables to specify the system. The following four 
variables can be estimated reasonably well from the 
known characteristics of the process: 

Let temperature 1300°C 1573°K 

Pso., the equilibrium SO, pressure, may be taken 
as 1 atm, as discussed earlier. 

Gree lies between extremes of 0.9 for a slag with 
no SiO, and 0.3 for a slag saturated with both Fe,O, 
and SiO, (see fig. 5). For a first approximation let 
us take 0.5 

Taking a mol traction FeS in matte 0.75 
seems a reasonable first approximation. 


For reaction 1, table II 


4.576 log k AF 177,400 — (1573) (102.22 
ky = 49 X 10 
10 
a a 


Substituting values given above and solving for 


ay 
a . 0.64 
From the data in table II for reaction 3 at 1300°C, 
ay ‘ 
k 3.1 10° 


ay 
Substituting the value of a just found and the 
originally assumed value for dr.o, we find 

p 2.7 10° atm 

Now with po, and po. both known, the equilibrium 
constant for reaction 1 can be used to solve for p 
to find 

p 4.5 10° atm 


The accuracy of such estimates certainly will be 


No Reaction® 


6 2Cu Fes » Cus Fe 

8 Cu”) Fe » FeO 2Cu 
» CuSil FeO 
» 10FeO 


» 4FeO 
12 FeO, FeS > Ss 


629 


Table Il. Energy Changes in Copper-Smelting Reactions 1100° te 1500°C 


Formation of Oxides and Sulphides 


86.570 


54.890 


28.920 


Copper Smelting Reactions 


and 630, p 
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improved by more accurate free-energy data and by 
data relating a,.. to slag composition and relating 
ay., to matte composition. However, when the cal- 
culations are repeated with various extreme as- 
sumptions, bordering on  unreasonableness, the 
orders of magnitude of po. and ps. are not changed. 

(b) Matte with 75 mol pet Cu,S (25 mol pet FeS): 

Repetition of the above calculations with @y»,s 
0.25 and the other assumptions unchanged gives 

Arey, 0.93 

p 5.6 10° atm 

ps 10° atm 

(c) Blister-forming stage: 

While blowing Cu,S to Cu, the converter contains 
two liquid phases, Cu saturated with Cu.S and Cu,S 
saturated with Cu. In view of the symmetry of the 
Cu-Cu,S phase diagram,” and lacking better thermo- 
dynamic data, the assumption that dev Aouss 0.8 
appears to be a reasonable approximation. Finding 
k, at 1300°C from data in table II and substituting 
these values, 

p 2.7 10° atm 
Then from Pp» 1 atm and k,, 
Pp 3.4 10° atm 
(d) End of oxidation in fire refining: 
When the metal is saturated with Cu,O, it may be 


assumed as an approximation that @ a 0.9. 
From k, at 1300 °C, 
Do 4.7 10° atm 


In the fire-refining procedure the metal approaches 
equilibrium with an atmosphere in which Pse, is 
determined by the fuel used to heat the refining 
furnace, which might be, for example, 10° atm 


per Mo amy 
per Mol per °K (1578°K) Data 


3.200 


+60 


260 


4.800 53 
25,970 229 1 x 10 2 


21,170 rol 40x 10 4 
2 


49x10 


10 6.7 
1.570 18.34 27x10 


21 


the abbre lowing the 


iations in parenthesis fol 
follows 


nm partial pressure, so a I 


sition saturated with solid gammrr 


uilibrium with solid gamma iron 


FesQ, 


ised to calculate AH and S it copper 


ites I e been changed f 


136 of Kelley 
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) 
> 
s oOo... SO 17.30 18x 10 Kelley 
Dark ind 
2 Fe 20+ FeO 10.55 21x 10 
2 Fe FeOis 6 2 x Gurt 
FeO Oy ~» 40.59 10 Gurr 
4 2Cu 0 7Hx 10 Kelle 
Fe 25 » FeSil vin | 8.3 2 x 10 Kelle 
7 2Cu 8.26 16x 10 Kelle 
— 
1 
i 7 
Fest Fes 24 x 46.110 34 12 
Cus 
‘4 cus » 6Cu so $270 2.22 8&7 917 
217 
formula: These standard states of unit act ty are as 
Gaseous reactants, Se, Os, SO, the gases at | ot) : 
Fe! solid gamma iron 
FeO FeO in pure tron oxide neh Of = 
FeO FeO in wustite of composition in 
FeO olid gnetite of compe tion 
Cu pure liquid copper 7 
Cus pure quid of composition Cu,S 
FeS pure quid of composition FeS . 
CuO pure liquid of composition CuO 
The original dat fre the sources indicated have beer 
smelting te peratures Ir me st the standard sts m the original data 
nd the energy data have been changed according " 
Data en for CusS are based on eqs per 


Substituting this and the value of p», just estimated 
in k,, we find 


Ps 14 10° atm 
Example 2—Sulphur Dioxide Formation in Re- 
verberatory Smelting: Estimation of Pp for the 


reverberatory smelting step might be based on 
reaction 10. From data in table I, 
k 10° at 1200 
4.9 10° at 1300 
1.5 10° at 1400 


For a 30 pet Cu matte, mol fraction FeS is about 


0.75, so assume 4 0.75. The slag composition 
will determine both a@r.o and @r...,, and in turn itself 
depends on the charge makeup (¢.g., @ can be 


can be in- 


decreased by adding more SiO 
creased by more Fe.O, in charge or in returned 
converter slag; @ . could be reduced by adding 
scrap Fe to charge). Without these data on slag 
chemistry, we can still calculate the extreme limits 
of variation in Pw. which might be obtained by sto- 
ichiometric control of the charge 

The maximum Pp». will correspond to maximum 


- which will be obtained in a slag saturated 
with both magnetite and silica. That is a l 
and a 0.28 (from fig. 5) at 1300 C From 
Darken’'s data (fig. 3) and values of k, it is found 
similarly that a 0.29 at 1200 C and 0.18 at 
1400°C for slag saturated with Fe,O, and SiO.. Sub- 
stituting 4 0.75, a 1, and the values of a 


just found in the corresponding equations ‘or k,, we 
find 


Po. Max 17 atm at 1200 C 
2100 atm at 1300 C 
2.5 10° atm at 1400 C 


These extremely high pressure are not of any 


practical significance be vond the fact that they point 
to violent evolution of SO. if a 30 pet Cu matte 1 
brought into contact with a SiO -saturated slag of 
maximum oxidizing power at any melting tem- 


pe rature 


The minimum p n reverberato melting. cor- 
responding to minimun will be obtained with 
isla turated th metallru ‘ ind ca. Taking 

i isit 8) el data and value 
‘ and k, « t table Il. we find for Fe 
nd SiO j 
it ¢ i) ) 10 


at 1.4 10 
Subst t ( nd O40 In at 
these tempe ture 10 atm at 1200 C 
2 10 it 00 C: 4.9 10 tm at 1400°C 
All the culatior ot have been fot 
irent that Dre 
portional t © that J lecreases with increa 
in grade of matt 
Sumn il the ‘ tin ite that while 
matte of a ver ade bei produced, the 
equilibriun ilphu ti le } ire can be varied 
enormously tron ipatn phi ( ti iperatmo 
pheric pre ire Dy mplv changiu the iz con 
position. A high content of SO, in th flue i 
corresponding to ipid evolution f SO. trom the 
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indicate that for a given matte-slag combination, 
Pso, increases sharply with rise in temperature. 

Example 3—Magnetite Formation and Dissolution 
in Slag: Control of magnetite behavior can be an 
important operating problem. Formation of Fe,Q, is 
deliberately sought in lining the converter, and the 
converting operation itself gives slags high in Fe,Q,. 
On the other hand, dissolution and digestion of 
magnetite are desired in the reverberatory smelting 
to avoid bottom buildup and accretion leading to 
eventual shutdown. 

As has been brought out in the preceding dis- 
cussion, magnetite formation is associated with sys- 
tems of high oxygen pressure. Fig. 5 shows that at 
1300°C Fe,O, will be in equilibrium with iron silicate 
slags at po, values from 2 10° atm to 2 10 
atm, depending on @r.o in the slag. (See also equilib- 
rium data for reaction 3, table II.) From fig. 1 (also 
example 1), it is seen that equilibrium p», during 
converting is in and near this range. Moreover, the 
converter is not at equilibrium, in that the actual 
oxygen pressure is locally much greater. Thus, the 
well-known tendency toward magnetite formation 
in converting is consistent with the thermodynamic 
data 

The possibility of formation of magnetite by re- 
versal of reaction 10 during converting might be 
considered. At 1300 Ck 4.9 10°. Assuming 
p 0.2 atm, rege, 1, and taking ares near the 
white-metal stage as 0.01, we find by solving k,, that 
0.44. That is, if @ is greater than 0.44, 
reaction 10 will proceed to the left, and FeS will be 
formed instead of being oxidized: in a sense, this Is 


a reversal of the converting process. In practice ar, 
is controlled by addition of SiO. which forms a 
solution with FeO and reduces its activity, thus 
avoiding any reversal of the converting process 
Evidently, then, the siliceous flux added to the con- 
verter not only serves to form a fluid, low melting, 
and manageable slag but also is essential to the 
completion of the FeS oxidation 

Calculations in example 2 have shown the ex- 
tremes of variation of dr, possible at equilibrium 
in iron silicate slags to be from 1.0 in Fe,O,-saturated 
slags down to 10° to 10° for Fe-saturated slags. Of 
course, the slags with @ 1 are incapable of 
dissolving more Fe,O,, while those with lowest Greg, 
are able to dis solve considerable FeO 

Dissolution of magnetite may occur by the fol- 


lowing reaction 
3 FeO, + FeS = 10 FeO + SO [10] 


The conditions under which this reaction goes may 
be considered for two different sites in the rever- 
beratory furnace 

First. at the slag-matte interface, Fe,O, dissolved 
in slag may react with FeS dissolved in matte to 
‘five FeO dissolved in slag. The reaction will pro- 
ceed only if it develops an SO. pressure greater than 
1 atm. If the slag is saturated with magnetite and 

is. sav. 0.4, calculations based on values of k 

(from example 2) show that a must be substan- 
tially unitv for the reaction to proceed at 1200°C, 
but only 0.02 for the reaction to proceed at 1300 C 


Reaction at the slag-matte surface alone would lead 
to reduction of the dissolved Fe,O, of the slag, so 
that the lag could dissolve solid magnetite else- 
vhere the 
Anothe me te of reaction 10 to be con- 
lered the matte, solid magnetite interface (e.g., 
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- p are greater than 1 atn Also, these estimates magnetite on furnace bottom or magnetite is- 


pended in matte). For this site Gres 1 and any 
FeO formed also must be a separate new phase or 
in solution in matte since there is no slag, or SiO, 
to form slag, at the site specified. At temperatures 
from 1200° to 1424°C reduction of magnetite gives 
solid wiistite which probably is a no more desirable 
solid product or accretion than magnetite. Wistite 
has a variable composition, the melting point de- 
creasing as oxygen content is decreased, but the 
lowest melting point is 1371°C. Thus, a simple 
reaction between matte and magnetite to produce 
solid wiistite and SO, does not appear a feasible 
means for preventing buildup of solid iron oxides 
on the bottom of the furnace if the bottom tempera- 
ture is below about 1400°C 

A more reasonable hypothesis for the matte, solid 
magnetite reaction is that Fe,O, (solid) reacts with 
FeS in the matte to form FeO dissolved in the matte 
and SO.. This hypothesis involves the idea that FeO 
is soluble in the matte while Fe,O, is not dissolved 
until it is reduced. Better experimental data on 
oxides in mattes are needed before any satisfactory 
appraisal can be made of this possibility. 

From the above, it is clear that magnetite be- 
havior represents a complex problem which will 
require careful analysis not only of the equilibria 
involved, but also of the kinetics and reaction 
mechanisms within the converter and reverberatory 
furnace. The thermodynamic data show that the 
reaction of magnetite with iron sulphide in the 
matte is very sensitive to temperature and to FeO 
activity. A small increase in temperature or a small 
decrease in FeO activity such as might be obtained 
by adding SiO, to the slag strongly favors the re- 
action. 

Example 4—Iron Content of Blister Copper: An 
estimate can be made of ay, during the blister-mak- 
ing step. During this step there should be ample 
opportunity for formation of Fe,O, from the residual 
iron. so that as a basis of first approximation equilib- 
rium might be approached in the reaction 

3 Fe 20, = Fe,O 

The equilibrium constant for this reaction can be 
found by algebraically combining data for reactions 
2 and 3 (table Il). The equilibrium Pp», for the 
blister-making step was found to be 3.4 10° atm 
in example lc, and 4 is estimated as 1 (max) 
Thus we can calculate a maximum value for dre. At 
1300 C ar. (max) 7 10°. Reference to the 
Fe-Cu constitution diagram indicates that Fe dis- 
solved in Cu will have an activity coefficient defi- 
nitely greater than 1; that is, the activity will be 
greater than the mol fraction. Hence, we may con- 
clude that blister copper will contain well under 
0.07 pet Fe if blown at 1300°C 

Substituting the value of ar. just calculated and 
the value of ps. calculated in example Ic in k,, we 
find that a 2.7 10° at 1300°C in the blister- 
making stage. Thus the dissolved iron content of 
the white-metal phase (being converted to blister) 
might be on the order of 0.01 pet 

Experimental Program: The foregoing survey ha 
disclosed many gaps in our knowledge of the physi- 
cal chemistry of copper smelting which can be filled 
only by experimental work on simple systems under 
closely controlled conditions. Below is outlined a 
program of laboratory research that has been 
planned and started on the basis of the analysis 
given in the previous sections 


I Chemistry of the Separate Phases 


A. Iron Silicate Slags 
Problem 1. Oxidation equilibria for FeO- 
Fe,O,-SiO, melts. 
A study of the reaction CO.(g) = O 
(slag) CO(g) over the entire field 
of melt compositions. The CO,/CO ratio 
serves as a convenient yardstick of oxy- 
gen pressure. 
Problem 2. Determination of liquidus sur- 
faces for Fe-O-SiO, system. 
The temperature-composition range for 
iron silicate slags may be located by ex- 
tension and modification of Bowen and 
Schairer’s methods, involving bringing 
the system to equilibrium, quenching, 
and examination of the quenched solid. 


B. Mattes 

Problem 3. Sulphur pressure of copper 
sulphide melts. 

A study of the reaction H,(g) +- Cu,S(1) 
=2 2 Cu (dissolved) H.S from high 
sulphur melts down to melts saturated 
with copper. The H,.S/H, ratio in the 
gas is a convenient yardstick of sulphur 
pressure 

Problem 4. Sulphur pressure of Fe-S and 
Cu-Fe-S melts. 

Study of equilibria for the reactions 
Cu.S(matte) =< 2 Cu(matte) -+- %5 

C. Liquid Copper (Much of the information 
needed on solutions of oxygen and sul- 
phur in liquid copper is available, from 
studies of H.O-H,, CO,-CO, and SO, re- 
actions with Cu) 

Problem 5. Equilibria for the reaction 
H.Sig) 2 Cu(l) = H,(g) CuS 
(dissolved) 

Solubilities of Cu.O and Cu.S in Iron Silicate 
Slags—Equilibrium studies in slag-metal sys- 
tems make possible the differentiation between 
dissolution of Cu.O and dissolution of Cu,5, a 
differentiation difficult to make in a matte-slag 
system 

Problem 6. Cu,O in iron silicate slags 
(sulphur-free system). 

Reactions: 2 Cu(l) O(slag) = 

Cu.O (slag) 
Cu.O(slag) Cu,O(metal) 
Problem 7. Cu.O and Cu.S in iron silicate 
slags. 

Reactions (in addition to those under 1): 
Cu.S(slag) Cu,S(metal) 
Cu.S(metal) FeO(slag) =< 

Cu,O(slag) FeS(slag) 

Ill. Slag-Matte Equilibria 

Problem 8. When data from I and II on 
individual reactions in simple systems are 
available, it will be possible to deal ef- 
fectively with the complex relationships 
of the slag-matte system itself. The ex- 
periments will involve matte-slag systems 
with four independent variables 


temperature, pct SiO, in slag, = 


slag, 


pct Cu in matte 
IV. Solubilities of Oxygen and Oxides in Mattes 
the Matte-Magnetite Reactions 


Problem 9 
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Reactions: 3 Fe,O,(s) FeS(matte) = 
10 FeO( matte) SO.(¢) 

Fe,O,(s) FeS(matte) 

4 FeO( matte) S.(g) 
reactions might be studied by 
pressures of oxygen-con- 


These 
measuring 
taining mattes in magnetite crucibles, ac- 
analyses of the 


companied by complete 
mattes 

Work on problems 1, 2, and 5 has been started 

under a grant by the Research Corp. for the period 

1947 to 1949. Work on problem 3 has been started 

under a fellowship awarded by the International 

Nickel Co. for the same period 


Summary 


In order to plan a pregram of investigating the 
fundamentals of copper smelting, a survey of the 
present status of our knowledge of the thermo- 
dynamics of copper smelting has been undertaken 
Available thermodynamic data applicable to coppe1 
collected and tabulated, and 
A few examples 
made from 


smelting systems are 
the important gaps 


are given of estimations which can be 


are pointed out 


the available data 

The simplest matte-slag system has five compo- 
nents Cu, Fe, O, S and SiO From a narrow 
equilibrium point of view the operator has four in- 
dependent controls, no more and no less, which 
might be 
variables determined by the charge 


stoichiometric 
grade of matte, 


temperature and the three 


silica content of slag, and oxygen/iron ratio 
Calculations based on recent data by 


show that the equilibrium oxygen 


in slag 
Darken and Gurry 
pressure for the matte-slag system can be varied 


over a tremendous range by varving the silica con- 


tent and more particularly the ratio of the slag 


N 
It is to be expected that quantitative control of the 


oxygen pressure (in other words, of the oxidizing 


or reducing conditions) will have bearing on the 
practical problems of slag losses and magnetite be- 
havior 

An experimental research program is proposed 


to supply the thermodynamic data which appeat 


quantitative understanding 
of the chemistry of coppe! melting The 


© to shed specific light on the 


most essential to better 


proposed 


program is designed al 


EVIEW of the literature on hydrogen in steels 


indicate that nadequate consideration ha 


been given to the influence of temperature idi- 
ents on segregation of th element. Even when 
segregation has been taker nto account, the inter- 
pretation of the data has been seriously handicapped 

G. DERGE, Member AIME d E. E. DUNCAN, are 
issociated with the Met Re h 1 rator 
Carnegie Institute Te 4. P P 

Tec} ( Note 8 F \ ‘ } 
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Thermal Segregation: A Mechanism for the Segregation of Hydrogen in Steel 


by G. Derge and E. E. Duncan 


practical problems of slag losses and magnetite 


behavior 
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by incomplete understanding of the mechanism by 
which it occurred mechanism 


which will be described as “thermal segregation” 


ftecognition of a 


rationalize many of the observed effects 
o well that it will be reported here with some 
experimental evidence. The complete 
factors controlling 
require extensive experimen- 


appears to 


preliminary 
quantitative evaluation of the 
the mechanism will 


rhe operation of the mechanism can be described 
» fig. 1, which shows the temperature 


endence of the solubility of hydrogen in iron at 


relation te 
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1 atm pressure. Consider the cooling of an unsegre- 
gated billet containing a typical amount of hydro- 
gen such as X: in fig. 1 from some austenitic temp- 
erature to room temperature. The surface will 
soon reach some low temperature in the a range, 
T, . where its hydrogen content is in excess of the 
solubility limit for the low partial pressure of 
hydrogen effective at that point. At the same time 
the center of the billet is at some higher temperature 
in the y range, T.,, where the effective pressure must 
be very great and the solubility limit is far in excess 
of the actual hydrogen content. At the same time 
there will be some intermediate position in the billet 
at the temperature T,, which is just at the solubility 
limit for the effective pressure at this point. The 
hydrogen in this critical region may now diffuse to 
the surface and escape or it may diffuse toward the 
center. The relative influence of these competing op- 
portunities for diffusion will depend upon several 
factors. Since diffusion rates increase exponentially 
with temperature, and since the greatest change in 
solubility is at the y-a transformation, it is reason- 
able to expect that under such a temperature gradi- 
ent the tendency for hydrogen to diffuse to that part 
of the billet remaining in the y range will be im- 
portant. Experimental evidence will be cited which 
indicates that this “thermal segregation” actually 
occurs in billets 

Consider the four experimental 4x4 in ingots 
included in table I A. These were teemed directly 
from the ladle in a basic open-hearth shop. The 
two ingots A, and B, which were air cooled from the 
pouring temperature would have been afforded the 
greatest opportunity for thermal segregation, and 
they both show a gradient of about 0.0016 pct H 
between edge and center. The ingot A. which was 
air cooled from the soaking pit treatment was 
afforded less opportunity for segregation because 
the lower initial temperature would have maintained 


Table I. Hydrogen Segregation in Experimental Ingots 


\H Pet 
(Center- Ingot 


Heat Sample 
edge) History 


Ne Position Pet it 


Part A—Open-hearth Heats 


4x4 in. Air 
cooled after 
pouring 


0.000225 


0.001870 0 00164 


0.000110 ’ 4x4 in. Air 
0.000970 0 00086 cooled from 
soaking pit 


4x4 in. Air 
cooled after 
pouring 


0.000220 


0.001760 0.00154 


0.000260 4x4 in. Wate 
6.000340 0 00008 quenched fror 
soaking pit 


Part B—Induction Furnace Heats 


0.000213 in it 
0.000300 0 000087 Quenched aft 
pouring 


0.000087 


0.000404 0 000317 


0.000% 
0.000 9 000090 


0.000143 
0 000595 0.000452 


Temperature, Deg C 
Fig. 1—Solubility of hydrogen in iron at 1 atm pressure. 
Basic Open Hearth Steelmaking AIME (1944) 469.) 


the center in the austenitic condition for a shorter 
time. The observed segregation was actually about 
half as great as for those cooled from the pouring 
temperature. The sample B. which was quenched 
from the soaking pit showed practically no segrega- 
tion, indicating that the soaking treatment was 
effective but that the segregation observed in the 
air-cooled sample occurred after removal from the 
pit 

Similar experiments were made in the laboratory 
with induction furnace heats as shown in table I B 
In both instances the slowly cooled ingots showed 
greater segregation than those that were quenched 
The contrast was greatest in heat D where the quen- 
ched ingot was large In fact, the degree of 
homogeneity of all quenched ingots was so great 
that one wonders if any appreciable segregation oc- 
curred during solidification. It appears difficult to 
explain these results by any other mechanism than 
“thermal segregation.” 

The absence of segregation in highly 
austenitic steels made in the electric furnace has 
reported by S. F. Carte: His data were 


alloyed 


been 

S. F. Carter Effect of Melting Practice on Hvydrogen 7th 
Annual Elec. Furnace Conf., lron and Steel Div AIME (Decem 
ber 1949.) 
obtained from 4 in. square blocks cast in dry sand. 
These were compared with similar samples of car- 
bon steels which showed up to eight times as much 
hydrogen in the center as at the edge. The absence 
of the y-a transformation and the large solubility 
change associated with it would result in little 
“thermal segregation” during the cooling of the 
austenitic steels and would explain the difference 
in behavior of the two types 

If these initial experiments are typical, “thermal 
segregation” has much more influence on the con- 
trol of hydrogen in steel than most other processing 
factors, such as furnace practice. The quantitative 
evaluation of the factors controlling “thermal segre- 
gation” appears to be an essential research problem 


Acknowledgment 


This paper has resulted from a research program 
in the Metals Research Laboratory of the Carnegie 
Institute of Technology which was sponsored by the 
Carnegie-Illinois Steel Corporation 


TRANSACTIONS AIME, VOL. 188, JUNE 1950, JOURNAL OF METALS—885 


| 
| 
7 
| 
| | 
| A 
| | | 
1 
2 
= 
| 
| ! | 
| 
| 
| 
i 
cart 
if 
Center 
A Edge 
Center 
B Edge 
B Edge 
Center 
Edge 
Center er 
dy 3 » in 
Cente Quenched after 
pouring 
Cente edi ind 
= 


Twin Relationships in Ingots of Germanium 


by W. C. Ellis 


N an ingot of germanium solidified progressively 
from the bottom by a method’ devised by J. H. 
Scaff and H. C. Theuerer, examination discloses ex- 


H. C. Torrey and C. A. Whitmer, Crystal Rectifiers. p. 364 
1948 New York McGraw-Hill Pub. C+ 


tensive twin relationships. A slice taken about mid- 
way in a cylindrical ingot approximately *4 in. in 
diameter and 1'2 in. in length, after etching and 
polishing to delineate different orientations, is shown 
in fig. la. The orientations of the regions designated 
with letters were determined by Laue X-ray back- 
reflection methods and plotted on stereograms. The 
orientation relationships of the designated com- 
ponents were determined by comparing the values 
for the nine angles between the three respective 
cube poles of each orientation with the values cal- 
culated in a formal treatment of octahedral multiple 


twinning in cubic crystal Germanium, diamond 
cubic in structure, has the octahedral twinning 

82 
habit 


I am indebted to K. H. Storks for the calculation 
of the angular relationships of cube poles in octa- 


| hedral twinning to four orders. The set of values 
| for the nine angles is distinctive of the order of b 
twinning. Confirmation for a multiple twin rela- 
tionship is obtained from the determined indices of 
the mirror plane These exist for all orders of 
twinning through the third and for some of the 
fourth." If the orientations are not those for twin- 
ning, then the nine angles for the cube poles do not 
correspond in value and distribution to those for- 
mally calculated. Since all nine angles must cor- Fig. la—Etched transverse section of germanium 
respond in values and distribution of values to the ingot showing regions of different orientations. 


XS.5. Reduced approximately one third in reproduction. 


caiculated one the Laue method with a precision 
of one or two degrees is adequate to establish o1 Fig. 1b—Schematic representation of twin rela- 
deny with confidence the existence of multiple tionships in section shown in fig. 1a. 

twins. Regions of the same orientation can also fre- 
quently be identified by the optical reflections. For 
example, the narrow twin bands in A at 2:00 o'clock 


gether with the absence of other orientations ap- 
pears to be a characteristic result in many instances 
of solidification of germanium. Fertile conditions for 
twinning probably exist in the array of atoms in 
the diamond cubic structure. The high order twins 


have orientation B 
The interesting twin relationships shown sche- 


matically in fi lb were found for the section in 
fig. la. Most of this slice was made up of orientation. in the section shown, it is reasonable to presume, 
A, appearing in widely separated regions. Of the are the result of progressive octahedral twinning 
four possible first order twins of A. three were through several generations in the material freezing 
present in tl lice and are designated by B with earlier. Some of these generations do not appear in 
subscripts. Four second order twins of A are desig- this section, it is suggested, because their orienta- 
nated by C with subscripts. It is worth emphasizing tions with respect to the growth direction were un- 
that two of these, C, and C., are second orders of A favorable for survival. The extensive twinning is 
through the first order missing in tl ection. Two probably promoted during solidification by con- 
regions. de nated by D with subscripts are third traint imposed by volume increase, and to an 
order twins of A. D a sixth order twin of D,. All growth front. Twinning may also be due, 
orientations found were ascribable to multiple twin- to the attempt of the solidifying region to 
nit is if the orientations in this section originated attain the orientation most favorable to the growth 
earlier in solidification from a single nucleus direction (maximum thermal gradient). The nucleus 
The presence of exter e multiple twinning to- for a twinned orientation could have its origin in a 
tacking fault” on the close-packed octahedral 
; Staff, Bell Telephone Lat torie Inc.. New Yort ‘urther work is being done in which the course 
New Yor! of twinning throughout an ingot is being studied 
: re rami Note N FE. M t received M , The results appear to be important in the general 


oliditication 
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Activation Energy for 


Recrystallization in Rolled Copper 


by B. F. Decker and D. Harker 


The recrystallization reaction in OFHC and spectroscopically pure copper has 
been followed by X ray diffraction determinations of the amount of material with 


the cold-worked and recrystallized textures in specimens which had been given various 
heat treatments. The heats of activation for recrystallization are found to be: 29.9 


Introduction 


A reliable and speedy method for measuring the 
amount of recrystallized material in a piece of 
rolled metal, together with a new scheme for low 
temperature heat treatment, have made possible a 
determination of the activation energy for recrystal- 
lization in rolled copper. This method for studying 
recrystallization rates is different from others re- 
ported in the literature.’ 

Oxygen free, high conductivity copper—-OFHC 
copper—of purity 99.98 pct gave an activation 
energy for recrystallization of 29.9 kcal per mol 
with recrystallization data taken in the temperature 
range 208-245°C. Copper of purity 99.999 pct from 
the American Smelting & Refining Co. gave an acti- 
vation energy for recrystallization of 22.4 kcal per 


B. F. DECKER and D. HARKER, Member AIME, 
are with the Crystallography Division, Knolls Research 
Laboratory, General Electric Co., Schenectady, N. Y. 

AIME Chicago Meeting, October 1950. 
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Transactions AIME before Dec. 15, 1950. Manuscript 
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mol with recrystallization data taken in the tem- 
perature range 43-135°C. 

The great change in activation energy for re- 
crystallization as the small amount of impurity in 
the metal is decreased suggests that the motion of 
grain boundaries is conditioned by the impurities 
which must be concentrated in them. Thus the OFHC 
copper recrystallizes with an activation energy of 
the order of magnitude to be expected for the dif- 
fusion of the kind of impurities likely to be present 
The high purity copper, on the other hand, recrystal- 
lizes with a much lower activation energy, in accord 
with the notion that the grain boundaries need not 
wait for the impurities to diffuse with them 

Copper when strongly cold-rolled has a well- 
defined crystallite texture which can be described 
by saying that the [111] direction of the face- 


kcal per mol for OFHC copper and 22.4 kcal per mol for spectroscopic copper. 


centered cubic crystals is aligned approximately in 
the cross-rolling direction and that faces of the 
form {110} lie approximately in the rolling plane. 
When such rolled copper is completely annealed 
the crystallite texture is quite different: the [100] 
direction is in the cross-rolling direction and faces 
of the form {100} are in the rolling plane. At inter- 
mediate stages of annealing, the copper contains 
both textures. 

If a Geiger counter X ray diffraction spectro- 
meter is set up so as to measure the intensity of the 
(200) Bragg reflection from the rolled surface of a 
piece of copper strip, this intensity increases from 
a very small value in the cold-worked state to a 
maximum as the specimen is annealed. The same 
would be true for (200) reflections from planes 
normal to the rolling or cross-rolling directions. In 
view of this fact, the amount of material in the 
copper which has recrystallized can be measured by 
comparing the intensities of one of these reflections 
just mentioned with the intensity from a similar 
specimen after complete annealing. In much the 
same way the intensity of (111) reflections from 
planes normal to the cross-rolling direction could 
be used to measure the amount of unrecrystallized 
material in the specimen. In the work to be de- 
scribed here the amounts of recrystallized and un- 
recrystallized material in partly annealed rolled 
copper specimens were determined in this way. 


Experimental Procedure 


Samples of oxygen free high conductivity (OFHC) 
copper, cold-rolled 99.7 pct to 0.002 in. thickness, 
were subjected to heat treatments for various chosen 
times at four different temperatures, and high purity 
copper samples, cold-rolled 98.0 pet to 0.0015 in, 
thickness, at six different temperatures. Each sample, 
after treatment, was placed in an orientation sample 
holder for use with a Geiger counter X ray spectro- 
meter and a reading was taken of the intensity of 
the (200) reflection from planes perpendicular to 
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treatment was carried out in a constant temperature 


4 room in the laboratory of J. F. Eckel of the General 

H Electric Research Laboratory. 

? Using the isothermal curves, figs. 1 and 2, data 

were taken to form plots of (T is the absolute 

temperature in K) against the logarithm of the 

a time for 50 pct recrystallization. These data fall 

= | rTttt quite closely on straight lines, as shown in fig. 3 

= t—-t+-+-+4++41 This suggests that the rate of recrystallization is 

conditioned by a single activation energy which may 
‘ai | mae atl be obtained from the slope of the straight line plots 
; 20 «© = 80 0 of fig. 3. If the rate of recrystallization is given by 


Fig. 1—Isothermal transformation curves for OFHC 
copper. Rate Ae 


(where Q is an activation energy, R the gas con- 
stant, T the absolute temperature and A a constant), 


the rolling direction for the OFHC copper and of 
the (111) reflection from planes perpendicular to 
the cross-rolling direction for the high purity cop- 


then one may write 


per. A narrow slit was used at the X ray source and l 1 
A 
a wide slit at the counter in order to obtain an t 
ated inte my peor width. Fig where is the time for a given amount of recrystal- 
and 2 yw th tensities o flec *xpresse on 
ine hi the inter tes of reflection, expressec lization to take place at T. Then 
as percentages of material transformed, plotted 
against the logarithm of the time at each tempera- 1 
ture. (For the (200) reflection in the rolling direc- d T R 
tion, Maximum intensity corresponds to 100 pet ia ) : 
Og 
transformation, while, for the (111) reflection in : > W 
the cross-rolling direction, minimum intensity cor- which is an expression for the slopes of the lines in 
responds to 100 pet transformation). The shape of fig. 3. From these slopes it was found that the 
uch a curve is approximately independent of tem- activation energy for recrystallization is 29.9 kcal 
perature mall variations will be discussed late per mol for the OFHC copper and 22.4 kcal per mol 
rhe specimens were heat treated by suspending for the high purity copper 
them in organic liquids boiling under atmospheric 
pressure. This Pp vides extreme const Table I. Organic Liquids: Boiling Temperatures; 
temperatul and allows the specimens to be brought . on 
emperatures and all Grades of Copper Treated 
to temperature and quenched rapidly, so that the 
time at temperature can be well-known. The ap- 
Tempera- 
paratus is very simple. It consists of a flask for boil- Liquid tare Grade 
ing the liquid, surmounted by a water-cooled re- Ce 
flux condenser. Openings fitted with ground glass 
toppe are provided. Wire aled into the top Diethylene Givcol Monobuty! Ether OFHC 
pel ipport the specimens in the boiling liquid Naphthalene OFHC 
OFHC 
A thermometer well allows the exact temperature = —— 99.999". pure 
of the liquid to be read directly Isebuty! Ketone 99.999"; pure 
T lene 99.999 pure 
rable I lists the organic liquids used in this work, Wate 102 2 99 999. pure 
vier 88.2 99 999 pure 


the temperatures at which they boiled and the grade 
of copper treated at these temperatures. (The tem- 


peratures are not the boiling points to be found in 
the literature. They were determined directly in the 


pparatus just described using a calibrated ther- 


Discussion of Results 


It was stated above that the rate of recrystalliza- 
tion may be described by a single activation energy 
One set of specimens of high purity copper was It does not follow that the process of recrystalliza- 
*. This tion is a single process or type of process. In fact 


ven a prolonged heat treatment at 43 ( 


a 


Tweet 


Fig. 2—Isothermal transtormation curves for pure copper. 
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the authors have reason to believe, from applica- 
tion of some of the work of Avrami, that the re- 
crystallized material grows in at least two ways, 
depending on temperature; and that a transition 
range of temperature exists in which some com- 
bination of the two or perhaps a different mechanism 
operates. This can be seen from the isothermal 
curves in figs. 4 and 5, where 


l 
log log ( i ;) 


is plotted against log t. Here v is the fraction of trans- 
formed matter at time t. This sort of plot, in effect, 
magnifies the slight deviations in shape of the curves 
of figs. 1 and 2. When such a plot is a straight line 
one may write 


log log i log B k log t 


where log B is the intercept on the axis of abscissas 
and k is the slope of the line, o1 


v l 


which is the expression derived by Avrami' for grain 
growth. The value of k indicates the type of growth 
occurring. If k lies between 2 and 3, the growing 
grains are plate-like; if k lies between 3 and 4, they 
are polyhedral. The reader will note that straight 
lines occur in figs. 4 and 5, but in both figures, there 
is a region between the k <3 and k > 3 ranges, 
where the lines are not straight, and the process 
cannot be described by Avrami’s expression. Since 
some straight lines are obtained, Avrami’s assump- 
tions—among them that both nucleation and growth 
processes have activation energies equal to Q@—are 
compatible with these data. It is quite plausible 
that at lower temperatures the growth of recrystal- 
lized material may be plate-like, since the speci- 
mens used were very thin and the concentration of 
nuclei initiating growth could conceivably be so 
small that the growing grains would become large 
compared to the thickness of the sample in the 
early stages of the reaction. At high temperatures, 
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Fig. 4—Isothermal transformation 
curves for OFHC copper (Avrami 
plot; V = fraction recrystallized). 


at 


Time (MINUTES) 


on the other hand, the concentration of nuclei 
could be large enough to make the size of a grain 
small compared to the thickness of the specimen, 
and the polyhedral growth law would apply. The 
transition region possibly would be some mixture of 
these two types of growth. The discussion Just given 
should not be taken as a definite explanation, but 
only as a plausible one. 

It is to be expected that impurities concentrate in 
the boundaries between the grains, whether worked 
or not. Since the recrystallized and cold-worked 
crystals have such different orientations, the 
boundaries between them must be particularly well- 
defined, and, therefore, should contain a distinctly 
higher impurity concentration than the interiors of 
the crystals themselves. If we assume that a grain 
boundary, as it moves, cannot escape from the im- 
purities originally contained in it, then the rate of 
grain boundary motion should have about the ac- 
tivation energy of the rate of impurity diffusion. 
The recrystallization process consisting, as it does, 
of the growth of relatively perfect crystals at the 
expense of cold-worked material, takes place by 
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Fig. 3—Reciprocal of absolute temperature vs. time for half reerystallization in OFHC and pure copper. 
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grain boundary motion and should, therefore, be 
conditioned by impurity diffusion in the manner 
just outlined. On the other hand, perfectly pure 
metal should allow grain boundary motion at a rate 
depending on the smaller activation energy neces- 
sary for the slight atomic displacements which take 
place when material in one crystal becomes material 
in a grain boundary or in another crystal. From 
this point of view it is not surprising that the very 
pure copper recrystallizes with a much lower ac- 
tivation energy than does the OFHC copper. 
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Metallographic Re-evaluation of the 


Indium-Zinc Eutectic Composition 


S. C. Carapella, Jr. 
and 
E. A. Peretti 


URING a literature survey of the indium-zinc 
phase diagram, controversial reports on the 
composition of the eutectic point were encountered. 
The value reported in the investigation of Wilson 
and Peretti’ and in a later investigation by Valen- 
tiner’ was 4.0 wt pet zinc. The most recent work 
recorded on this system consisted of an exhaustive 
urvey of alloys by Rhines and Grobe’ in which they 
indicate a value of 2.8 wt pct zine for the eutectic 
composition 
To clarify this aspect of the diagram, a series of 
illoys were prepared by melting the respective con- 


test tube under a covering of 


tituents in a gla 

mineral oil and slowly cooling the melt in a fur- 
nace. The zinc used wa tJaker’s C.P. and had the 
following analysi insoluble in H.SO,—0.01 pet; 


Pb—0.001 pet; Fe—0.001 pet. The indium, which 


»>APELLA. JR O’Brien Fellow and E. A 
- MF Profe r of Metallurgy 
University of Notre Dame. Notre Dame. Indiana 


was supplied by the Indium Corporation of America, 
had a purity of 99.97 pct with the following im- 
purities: Cu—0.002 pet; Pb—0.006 pet; Sn—0.01 pct; 
Zn—0.01 pet. The alloys were prepared for metal- 
lographic examination using a technique already 
reported’ and a new value of 2.0 + 0.1 wt pct zinc 
was observed..An alloy containing 2.00 wt pct zinc 
was also made by melting the constituents under a 
vacuum. In both of these methods of alloy prepara- 
tion the losses can be kept extremely small. Again, 
the characteristic eutectic structure was obtained, 
assuring confidence in this value 

The accompanying micrographs are presented in 
support of this point. Fig. la represents an alloy 
containing 4.00 wt pct zinc, and reveals excess zinc 
particles, which precludes the value of both Wilson 
and Peretti, and Valentiner. Fig. 1b, gives the struc- 
ture of an alloy containing 2.2 wt pct zinc, also 
showing the presence of excess zinc. Fig. le is a 
micrograph of a typical structure of the eutectic 
observed in several sections of the 2.0 wt pct alloy. 
In the 1.8 pet zine alloy, fig. 1d, the definite presence 
of the primary indium can be noted. From these re- 
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b. 2.2 pet Zn, 97.8 pet In, as cast. 
c. 2.0 pet Zn, 98.0 pet In, as cast. 
d. 1.8 pet An, 98.2 pet In, as cast. 


Etched with Villela’s Reagent. X100. 


sults, the value reported by Grobe and Rhines seems 
to be too high in zinc. 
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Slip Markings in Chromium 


by Earl S. Greiner 


HE hot working of chromium was first reported 

by Hunter and Jones,’ who used small pellets 
of the material obtained by the reduction of chro- 
mium chloride with sodium. Later, the working of 
chromium at 600° to 1100°C was reported by 
Marden and Rich, and at 1250°C by Kroll.” The hot 
rolled material’ had a Brinell hardness of about 150 
(62.5 kg, 2.5 mm ball, 1 min) and was brittle at 
room temperature. Except for that associated with 
hardness indentations, no plastic flow in chromium 


at room temperature has been reported to the 
author’s knowledge. Studies described here have 
shown slip markings in chromium after deforma- 
tion at room temperature 

The specimen was prepared 


from electrolytic 
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Fig. 1—Slip markings in chromium. 
Dark field Ilumination. X800 
Electron micrograph. 


Reduced approximately five-cighths in reproduction 


chromium containing 0.04 pet Fe, 0.01 pet C, 0.01 
pet Cu, 9.01 pet Pb, 0.02 pet S, 0.02 pet H., 0.01 pet 
N., and 0.45 pet O.. The material was first melted 
195°C) 
in a beryllium oxide crucible and, after solidifica- 
tion, was further treated with hydrogen at 1500 
to 1600 C for 1 hr, then with purified helium at the 
ame temperature and for the same duration. The 


under hydrogen (oxygen-free, and dried at 


hydrogen contained a small quantity of nitrogen 
The ingot was crushed to 
powder, pressed into a compact, and sintered by 
heating at 1300° to 1400°C in hydrogen for 1 hr, 
The treatment in 
oxygen content of the 
chromium,’ that in helium partially decomposed the 
nitride The compact was then compressed be- 
tween hardened steel blocks, at room temperature, 
from a thickne of 0.235 to 0.165 in.; annealed 
alternately helium at 1300°C; 
further compressed to a thickness of 0.139 in. and 
re-annealed in the purified atmospheres at 1300°C 
A surface of the 
raphic examination and the sample then 
compressed (between steel blocks) from 0.139 to 
0.123 in. (11.5 pet reduction) with the polished sur- 


which was not removed 


then in purified helium for 4s hr 


hydrogen decreased the 


in hydrogen and 


pecimen was mechanically polished 


metallog 


face being placed so that it was parallel to the axis 
of compressor 

rhe slip markings developed on the polished face 
by compre on, as observed at X800 with dark 
field illumination, are shown in fig. la. Greater de- 
tail revealed in fig. 1b, an electron micrograph 
(X6000) obtained by the lica replica method 
The markir after elimination by polishing, were 


| 


distance of about 100 atom diameters were observed 
in aluminum by Heidenreich.” 

The method of deformation, compression between 
hardened steel blocks, was probably important in 
relation to the result obtained. The surfaces of 
these blocks were smooth but not polished. Thus, 
the resulting stress system consisted of the compres- 
sive stress normal to the surfaces of the steel blocks 
in contact with the chromium, and also com- 
pressive stresses parallel to these surfaces in the 
vicinity of the contact faces, as a result of friction 
The effect is to decrease the tensile stress normal to 
the shear planes in the region of flow. Even though 
the critical normal stress for fracture (cohesive 
strength) in chromium may be low compared to the 
critical shear stress, this circumstance is favorable 
to shear flow. 

The brittleness of chromium, and the author’s 
failure to effect plastic flow in the material by roll- 
ing at room temperature indicate that the resolved 
normal stress, at this temperature, exceeds the 
critical value for fracture before the critical shear 
stress is attained. On the other hand, the successful 
rolling of chromium at 1250°C by Kroll’ and by the 
author at 1300°C suggests that, at these higher 
temperatures, the critical resolved shear stress has 
been reduced to a greater extent than the cohesive 
strength. This might be attributed to a change in 
operative slip system, or to a temperature-sensitive 
effect of impurities on the critical normal and shear 
stresses. The behavior may be analogous to that 
of alpha iron, for which the ratio of the critical 
normal stress for fracture to the critical shear stress 
decreases with decreasing temperature; thus ac- 
counting for the low-temperature brittleness. 

The results of the present investigation show that 
chromium can be deformed plastically at room 
temperature by compression combined with hydro- 
static pressure, to reduce the tensile component 
normal to the slip planes, as has been done with 
cast bronze, cast iron, marble, and sandstone. 
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Correction 


rhe wavy marki n fig. la suggest that more 
thar ‘ p plane is operative in chromium at 
room temperature These plane have not been 
identified \ multiplicity of slip planes has been 
observed i pha or vhich has the same struc- 
ture (body-centered cubic) as chromium 

It is conceivable that the slip markings, fig. 1b 
are a roup of sly me which were not resolved 
in the orientation of the lica replica used for this 
electron micrograph. Slip lines having a separation 

In the April 1950 ie: TP 2838 C. Experimental 

Production by C. E. Su ind F. L. To P 
‘First slag removed after blowing 2 min.” P. 704: The 


“240 fps as in Heat No. 19, fig. 4 


Opera 
702: The second line of the caption of fig. 4 should read in part 
fifteenth line in the first column should read in part, 


tion of A Basic-lined Surface-blown Hearth for Steel 
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Cutting Board for Telephone Costs 


Few of these tools have sharp edges. 
But they are powerful cost cutters. 
Whenever a telephone craftsman 
reaches for one, he finds the right tool 
ready to his hand. There’s no time 
wasted trying to do a complicated job 
with makeshift equipment. 


Most telephone tools are highly 
specialized. 90% of dial system tools 


thee 


This picture wos token in the Bridge- 
port office of The Southern New 
tngiond Telephone Company, one 
of the 22 operating telephone com- 
ponies which the Lebdorofories serve 
throwgh the Beil System 


) 


were designed by Bell Laboratories. 
Each saves time in maintenance, instal- 


lation or construction. 


There are tools with lights and mir- 
rors to work deep within relay bays; 
tools to brush, burnish and polish; tools 
that vacuum clean— even a tool to 
weld on new contact points without dis- 
mantling a relay. There are gauges to 


time dial speeds, others to check spring 
tension. Some look like a dentist's in- 


struments. Some you have never seen. 


Keeping the telephone tool kit 
abreast of improvements is a continu- 
ing job for Bell Telephone Laboratories. 
It's another example of how the Labora- 
tories help keep the value of your tele- 
phone service high, the cost low, 


BELL TELEPHONE LABORATORIES (a) 


WORKING CONTINUALLY TO KEEP YOUR TELEPHONE SERVICE BIG IN VALUE AND LOW IN Ci ae 
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the oil passage walls could 


g Cutaway showing oil passage which re- 
quired accurate and uniformly thick walls. 


Only Radiography 


could 


His sand cast aluminum housing for a high- 
Taititude air pump included passages to 
carry oil at very high pressures. Specifications 
called for passage walls of accurate and uni- 
form thickness. 

There was one way to check this important 
specification—one sure way for the foundry 
to be absolutely certain of releasing only sound 
and satisfactory castings. Radiographic inspec- 
tion was the way. 

Radiography is becoming more and more 
routine with foundries assigned important tasks. 
On critical castings, such as this, it may be 


Radiography... 


another function of Photography 


check this vital specification 


used to assure freedom from core shifts im- 
mediately before pouring and as a final casting 
inspection tool. Most valuable of all, radiog- 
raphy reveals internal defects during the pilot 
casting stage and suggests the changes needed 
to assure high vield in the production run, 

Ask your X-ray dealer to explain the many 
ways radiography can increase vour vield and 
better your foundry operations. 

EASTMAN KODAK COMPANY 


X-ray Division * Rochester 4, N. Y. 
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